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PREFACE 



This publication describes the 
140 1/1440/1460 OS Emulator, an "integrated 
emulator" executed under control of OS MVT 
on System/370 Models 145 and 155, or of OS 
MFT on Models 135, 145, and 155. The 
publication contains the information you 
need to plan and use the emulator. 

The information given here is that 
needed by (1) planners of hardware and 
programming installations, (2) programmers 
vho prepare jobs to be run using the 
emulator, and (3) machine operators who 
actually run the jobs. 

In addition to information on the 
emulator itself, this publication contains 
a description of three utility programs 
distributed with the emulator: two tape 
formatting programs and a disk formatting 
program. These programs are used to make 
original data formats compatible with 
System/370 data formats. 



ORGANIZATION OF THE PUBLICATION 

"What is Emulated and What is not Emulated" 
describes the 1401, 1440, and 1460 systems 
that are emulated. It also describes the 
minimum System/370 reguired, including main 
storage, auxiliary storage, and I/O 
devices. 

"Emulator- 1 400 Differences" gives 
restrictions and limitations that you must 
consider when emulating a given system. 

"Processing Data" shows how the emulator 
processes data on tape, disk, and unit 
record devices. 

"Generating the Emulator" gives the 
information needed to generate an emulator 
for your 1401, 1440, or 1460 system. 

"Executing the Emulator" shows how to 
use OS JCL statements and emulator control 
statements for an emulator job. It also 
gives information on cataloguing jobs and 
handling errors. 



statements the operator can use to 
communicate with the emulator. 

Appendix A gives the correspondence 
between character codes used by the 
emulator and those used by OS and by 1401, 
1440, and 1460 systems. 

Appendix B contains the rules of syntax 
and the conventions used to describe 
emulator control statements and commands. 

Appendix C describes a sample program 
that can be used to test the emulator. It 
also gives examples of JCL statements and 
emulator control statements used to execute 
the emulator. 

Appendix D describes the tape formatting 
programs, used to convert tape files. Both 
the tape preprocessor program and the tape 
postprocessor are described in detail. 

Appendix E describes the disk formatting 
program, used to prepare System/370 disk 
packs to receive 1401, 1440, or 1460 disk 
files. 

Appendix F gives the information you 
need in order to add an emulator routine 
you have written. 

Appendix G contains the messages issued 
by the emulator, the tape formatting 
programs, and the disk formatting program. 
Messages issued by these programs are not 
in Messages and Codes, GC28-6631, but there 
is a section reserved for them. You can 
remove the appendix and put it in Messages 
and Codes . 



Following Appendix G is a glossary of 
terms used in this publication. 
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INTRODUCTION 



The integrated emulator combines a 
compatibility feature (a set of 
microprogrammed instructions) with a 
complementary program that is executed 
under control of an operating system. The 
complementary program is the 1401/1440/1460 
emulator program, which is referred to as 
the "emulator" throughout this publication. 
Using the emulator, programs written for 
1401, 1440, and 1460 Data Processing 
Systems can be run on the System/370 Models 
135, 145, and 155. 

The predecessor of the integrated 
emulator is the stand-alone emulator. A 
stand-alone emulator has the same 
characteristics as an integrated emulator, 
except that it is not executed under 
control of an operating system. 

Throughout this publication, the term 
"1400" is used when discussing 
characteristics common to 1401, 1440, and 
1460 Data Processing Systems. The term 
"partition" is used to identify either an 
MFT partition or an MVT region. 

The emulator helps you convert from a 
140 1, 1440, or 1460 Data Processing System 
to the System/370. Host 1400 programs can 
be executed under control of OS without 
reprogramming if they were written 
according to programming principles in IBM 
reference manuals. Because some 1400 
features and operations are not emulated, 
certain programming restrictions and 
limitations must be considered when 
planning. 

All 1400 card, tape, and disk systems 
are emulated, except for the 1401 Model G. 
Special consideration must be given to tape 
and disk programs because their data 
formats are different from System/370 data 
formats. Data files may need to be 
converted before they are used with the 
emula tor. 

Tape files can be used in 1400 format or 
in the standard operating system data 
format. The format used by the operating 
system is the spanned variable-length 
record format, henceforth called spanned 
format. Disk files created by other 
emulators or by 1400 systems must be 
converted before they are used with the 
emulator. 

The emulator is executed as a problem 
program under control of OS MFT or MVT. 
Two sets of control statements are 
required: JCL statements to describe the 



emulator, and emulator control statements 
to describe the 1400 program and the 
devices it uses. 

Note: MVT is not available on the Model 
135. 



The operating system provides data 
management services and allocates resources 
and devices. Both 1400 jobs and System/370 
jobs are placed in a single input stream 
and are executed concurrently. Thus, 
multiprogramming and tasks that run 
indefinitely, such as telecommunications 
and graphics tasks, can continue during 
emulation. 



Tou generate the emulator by assembling 
a set of macro instructions and then link 
editing the modules that are created into 
an emulator load module. The EM1401 macro 
instruction describes the 1400 system that 
is to be emulated. The remaining macro 
instructions are called by the EM1401 macro 
instruction to create the Stage I and Stage 
II job streams of emulator generation. You 
can assemble and catalog any number of 
emulators. The characteristics of each 
emulator will depend on your description in 
the EM 1401 macro instruction. For example, 
you can assemble one emulator for a 1401 
with 8,000 positions of core storage and 
four tape units, and another for a 1460 
with 16,000 positions of core storage and 
six tape units. 



THE COMPATIBILITY FEATURE 

To emulate a 1400 system, the System/370 
processor unit must be eguipped with a 
compatibility feature, which is a set of 
seven microprogrammed routines. These 
routines execute the most freguently used 
instructions and operations of the 1400 
system: 



• I-Fetch, address translation, indexing, 
address register storing (Models 135 
and 145 only), error checking, address 
verification, and certain branching 
operations 

• Arithmetic operations (except multiply 
and divide) , including Modify Address 

• Comparisons 

• CPU data moves 
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• I/O data moves 

• Store A-Register (SAR) , on Models 135 
and 145 

• Store B-Register (SBR) , on Models 135 
and 145 

The emulator uses these routines as well as 
the instruction set and data management 
services of the operating system to 
emulate: 

• 1400 CPU operations 

• 1400 I/O operations 

• Operator services and console 
operations 

The compatibility feature fetches and 
analyzes each 1400 instruction. It 
executes some instructions directly; for 
others, it passes control to the emulator, 
which emulates the instruction and returns 
control to the compatibility feature to 
fetch and analyze the next 1400 
instruction. 

The compatibility feature makes the 
emulator program fully relocatable (no 
fixed addresses), thus allowing the 
emulator to be executed using 
multiprogramming. Although no fixed 
main-storage addresses are used, 1400 
storage is located in consecutive locations 
of System/370 main storage. Because the 
compatibility feature is reenterable, two 
or more 1400 emulators can be executed 
concurrently . 

You may use one of three compatibility 
features. Your choice of feature depends 
on the System/370 processor unit you have 
and the 1400 systems you want to emulate: 

• Compatibility feature #4457 emulates 
1401, 1440, and 1460 systems on the 
Models 135 and 145. 

• Compatibility feature #4458 emulates 
1401, 1440, 1460, 1410, and 7010 
systems on the Model 145. 

• Compatibility feature #3950 emulates 
1401, 1440, 1460, 1410, and 7010 
systems on the Model 155. 



All compatibility features are 
functionally the same. For more 
information about the compatibility 
features and a description of the 
instructions, see Appendix F. 



THE TAPE FORMATTING PROGRAMS 

Because of differences in record formats 
and data representation on 1400 tapes and 
System/370 tapes, it is often advantageous 
and sometimes necessary to reformat data on 
tape before executing a 1400 program. To 
do this, two tape formatting programs are 
available: the tape preprocessor program 
and the tape postprocessor program. These 
programs are supplied with the emulator, 
and are run as problem programs under 
control of OS MFT or MVT. 



The tape preprocessor program converts 
data files in 1400 format to data sets in 
spanned format. The files are in mixed 
density or when the records are more than 
32,755 bytes long. The tape preprocessor 
can read physical records from 1 to 200,000 
bytes long, and write physical records from 
18 to 32,755 bytes long. 



The tape postprocessor program converts 
data sets in spanned format written by the 
emulator to data files in 1400 format. The 
data files can be used by 1400 programs 
executed on 1400 systems. The tape 
postprocessor can read physical records 
from 18 to 32,755 bytes long, and write 
physical records from 1 to 200,000 bytes 
long. 



THE DISK FORMATTING PROGRAM 

The track organization of a 1400 disk file 
must be retained when the file is used with 
the emulator. The disk formatting program 
creates a System/370 data set of 
fixed-length blank records. Each record 
will hold an entire track of data from the 
1400 disk. Once these blank records have 
been created, a 1400 utility program must 
be used to write the 1400 tracks onto the 
formatted System/370 disk pack. 
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WHAT IS EMULATED AND WHAT IS WOT EMULATED 



PROCESSING UNITS 



1400 systems with 1,400 to 16,000 positions 
of core storage are emulated. 



• For the 1401 Data Processing System, 
1401 Models A through F and Model H. 

• For the 1440 Data Processing System, 
1441 Models A2 through A 6 

• For the 1460 Data Processing System, 
1441 Models B4 through B6 



The 1401 Model G processing unit is not 
emulated because its addressing scheme 
differs from that of the other processing 
units. 



FEATURES EMULATED 



• High-Low-Egual Compare 

• Multiply-Divide 

• Sense Switches 

• Advanced Programming (Indexing, Store 
Address Register, and Move Record) 

• Bit Test 

• Expanded Print Edit 

• Inverted Print Edit 

• Processing Overlap 

• Print Storage 

• Additional Print Control 

• Space Suppression 

• Selective Stacker 

• Preferred Character Set and Numerical 
Print (if the System/370 printer has 
the Universal Character Set) 



• 24 Additional Print Positions on the 
144 3 printer if the corresponding 
feature is on the System/370 printer 



FEATURES NOT EMULATED 
CPU Features 

• Column Binary 

• Binary Transfer 

• Compressed Tapes 

• Read Punch Release 

• Translate (1460) 
I/ O,.. Features 

• Punch Feed Read 

• Card Image 

• Punch Column Skip 

• Selective Tape Listing 

1400 FEATURES CONSIDERED STANDARD BY THE 
EMULATOR 

The emulator assumes that certain features 
of 1400 systems are present in the system 
to be emulated. These features are: 

• High-Low-Egual Compare 

• Sense Switches 

• Print Storage 

• Advanced Programming: for branching 
operations, the B-address register 
contains the address of the next 
seguential instruction instead of 
blanks (Indexing) 

A 1400 program dependent on the absence 
of one or more of these features must be 
modified. 

DEVICES EMULATED 
Unit .Record Equip men t 

• 1402 Card Read Punch (1401, 1460) 

• 1442 Card Read Punch (1440) 

• 1442 Card Reader (1440) 

• 1403 Printer 
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• 1443 Printer 

• 1 407 Console Inquiry Station 

• 1447 Console 
Tape^Peyices 

• 729 Magnetic Tape Unit, Models II, IV, 
V, and VI 

• 7330 Magnetic Tape Unit (1401, 1460) 

• 7335 Magnetic Tape Unit (1440) 
Disk Devices 

• 130 1 Disk Storage Drive 

• 131 1 Disk Storage Drive, Models 1 1 and 
12 

• 1405 Disk Storage, Models 1 and 2 

JDEVICES_NOT_Ef|ULATED 
Unit Becord^Eguipment 

• 1402 Card Read Punch (1440) 

• 140 4 Printer 

• 1442 Card Pead Punch (1401, 1460) 

• 1444 Card Punch 

• 1445 Printer 

• 1011 Paper Tape Reader 

• 10 12 Paper Tape Punch 

• Optical readers 

• Magnetic character readers 

• Multiple readers, punches, or printers 
Tape Devices 

The 7340 Hypertape Drive is not emulated. 
5i5k_ Devices 

Only one module of the 1301 is emulated 
during the execution of any one program. 



Other_ Devices 

Teleprocessing devices are not emulated. 



I/O DEVICE CORRESPONDENCE 

A 1400 program executed under control of 
emulator can request I/O operations on 
various System/370 devices. Figure 1 shows 
which devices can be used to emulate 1400 
devices. 

Figure 2 summarizes the track and 
cylinder correspondence of 1400 disks and 
of System/370 disks using the Record 
Overflow feature. 

Figure 3 summarizes the track and 
cylinder correspondence of 1400 disks and 
of System/370 disks without the Record 
Overflow feature. 



MI NI MUM SYSTEM REQUIRED 

To emulate a 1400 system, you must have: 

• The 3135 Processing Unit equipped with 
compatibility feature #4457, the 3145 
Processing Unit equipped with 
compatibility feature #4457 or #4458, 
or the 3155 Processing Unit equipped 
with compatibility feature #3950. 

• The MFT control program on the Model 
135, or the MFT or MVT control program 
on the Model 145 or 155. 

• In addition to the I/O devices needed 
by the operating system, System/370 I/O 
devices to emulate the 1400 devices. 



OII_ST0RAGE_RE2UIM^^0R_THE_EJjII^T0R 
PARTITION 

EMULATOR ROUTINES 

The main storage reguired for emulator 
routines depends on the options chosen when 
the emulator is generated, and is given in 
Figure 4. 

Storage needed for optional I/O routines 
is reserved at emulator generation if you 
specify the IODVTYP operand of the EM1401 
macro instruction (see "Generating the 
Emulator") . 
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Figure 1. T/O Device Correspondence 
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Figure 2. Track and Cylinder Correspondence Using the Pecord Overflow Feature 



Special features are optional and are 
part of the emulator only if you specify 
them in the CPUOPTN operand of the EM 1 401 
macro instruction. (For a list of emulated 
devices and features, see the beginning of 
this section.) 

The minimum storage required for the 
emulator is 21,354 bytes for a system with 
only unit record devices, excluding the 



1407 or 1 447 Console. The maximum storage 
required for the emulator is 36,996 bytes 
for a system that includes the entries in 
Figure 4 , with magnetic tape units using 
both preprocessed and 1400 format tapes and 
1301 and 1311 disk units. 

Storage required for buffers for each 
1400 job is computed separately, and is 
discussed below. 
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Figure 3. Track and Cylinder Correspondence Without the Record Overflow Feature 
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Figure 4. System/370 Storage Needed for Emulator Routines 
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DATA MANAGEMENT ROUTINES 

Main storage for data management routines 
can vary from approximately 2,000 bytes to 
10,000 bytes. The 10,000-byte estimate is 
for all three access methods used by the 
emulator: the Basic Sequential Access 
Method (BS AM) , the Queued Sequential Access 
Method (QSAM) , and the Basic Direct Access 
Method (BDAM) . The 2,000-byte estimate is 
for QSAM only. The control program and the 
number and type of I/O units that are in 
use at one time also affect the storage 
required. Estimates of data management 
storage can be obtained by using the 
f'rmula given for each access method in 
S tor age m Estim ates , GC28-6551. 



EMULATED 1400 STORAGE 

One byte of System/370 main storage is 
needed to emulate one position of 1400 
storage. Eor example, 16,000 bytes of 
System/370 main storage are needed to 
emulate 16,000 positions of 1401 core 
storage. 



BUFFERS 

Main storage required for buffers for unit 
record equipment, tape units, and disk 
units depends on the number and types of 
units being emulated. 

Unit Reco rd and Tap e 

The following formula is used to determine 
the size of buffers for unit record 
equipment and tape units used by the 
emulator: 

Buffer Size = (B 1«L 1) ♦ (B2*L2) + .. . 
+ (Bn*Ln) +48D+LCHAN 

where: 

B (B1 through Bn) 

is the number of buffers per device. 
This value is specified in the BUFNO 
parameter of the DCE nerand of the DD 
statement. If BUFNO - not specified, 
one buffer is assigned to each tape 
unit and two buffers are assigned to 
the printer, to the card punch, and to 
the card reader. If a 2540 Card Read 
Punch has the Punch Error Recovery 
feature, three buffers are assigned 
instead of two. If the device is a 
console, B is 1 . (There is no DD 
statement for a console.) 

Note : Do not include tape units using 
a channel buffer. 

L (LI through Ln) 

is the length of each buffer in bytes. 



For the printer, one byte is required 
for the carriage control character. 
Do not include the channel buffer. 

D 

is the number of 1400 tape and unit 
record devices used by the 1400 
program. A maximum of ten devices can 
be emulated; six tape units, a 
printer, a card reader, a card punch, 
and a console. 

LCHAN 

is the length of the channel buffer. 

Example: This example is a calculation of 
the main storage needed for buffers for a 
1400 system having: 

• One card reader, with two 80- byte 
buffers 

• One printer, with two 133-byte buffers 
(including one byte for carriage 
control) 

• A console, with a 126-byte buffer 

• Two tape units, each with two 1000-byte 
buffers 

The maximum main storage needed for 
buffers for this system would be: 

(2*80) + (2*133) + (1*126) ♦ (2*1000) 
♦ (2*1000) + (48*5) +0=4792 bytes 

For additional information on the size 
of data records for tape units, see 
"Processing Data on Tape" in the section 
"Processing Data." 

D i sk 

If you are emulating disk units, you may 
share buffers between two or more emulated 
access mechanisms, or you may assign one 
buffer to each. You assign shared buffers 
using two or more DISK emulator control 
statements with the same buffer number in 
the BUFID parameter. (For a description of 
the DISK emulator control statement, see 
the section "Executing the Emulator.") 

For best emulator performance, you 
should assign one buffer to each access 
mechanism to be emulated. If main storage 
is limited, you may assign shared buffers. 



The main storage needed for buffers is 
determined by the number of bytes required 
for one record after the disk formatting 
program formats the tracks for the emulated 
disk unit. Buffer lengths are listed in 
Figure 5 by disk device. If the buffer is 
to be shared by two or more devices, the 
buffer length for the device needing the 



What is Emulated and What is not Emulated 7 



largest buffer should be used to determine 
the storage required. 

The formula for determining the size of 
buffers for disk units is: 

Buffer Size = (L 1+ 1 6) + (L 2+ 16) + . . . 
+ (Ln+16) + 40D 

where : 

L (L1 through Ln) 

is the length in bytes of each buffer. 



(2555+16)+ (40»2)=2651 bytes 

For additional information on data 
records for disk devices, see Appendix E. 



AUXILIARY STORAGE REQUIRED 

The options chosen and the number of 
emulators generated determine the auxiliary 
storage required. The auxiliary storage 
must be in the SYS 1 . LINKLIB data set, and 
is shown in Figure 6. 



is the number of the 1400 disk devices 
used by the 1400 program. A maximum 
of six devices can be specified. 

Example: This example gives the main 
storage needed for buffers for a system 
with: 

• One 1301 Disk Storage, formatted for 
both track and sector modes, with 2555 
bytes per data track 

• One 1311 Disk Storage Drive, formatted 
for sector mode, with 2164 bytes per 
data track 

Tf there is one buffer per device, the 
main storage needed for buffers would be: 

(2555+16)+ (2164+16) + (40*2) =4 831 bytes 

If one buffer is shared by two devices, 
the main storage needed for the buffer 
would be: 



In addition to SYS1. LINKLIB, you need 
one-tenth of a 2311 track in the 
SYS1 . S VCLIB data set for SVC 88, regardless 
of the number of emulators generated . 



1400 Device 



1301 Sector Mode 



1301 Track-Pecord, or 
Both Track-Record and 
Sector Hode 



1311 Sector Mode 



1311 Track-Record 
or Both Track-Record 
and Sector Mode 



| 1405, Model 1 or 2 
i 



Buffer Length 
in Bytes 



2,164 



2,555 



2, 164 



2,992 



1,044 



Figure 5. Buffers Needed to Emulate 1400 
Disk Devices 
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Figure 6. Auxiliary Storage Reguired for the Emulator (SYS1 .LINKLIB) 
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EMULATOR- 1.40 0_DTFFERENCES 



PERFORMANCE INFORMATION 

The execution time of an emulator job is 
affected by: 

• The 1400 program: 

A. The mix of 1400 CPU and I/O 
instructions. CPU instructions, in 
general, are executed faster than 
I/O instructions. 

B. The percentage of 1400 instructions 
completely and partially emulated 
by the compatibility feature. 
Using the compatibility feature 
speeds emulation. 

• The emulator program: 

A. Preprocessed tapes (spanned 
format) . Using them is generally 
faster than using tapes in 1400 
format. 

B. Processing overlap. Although it 
speeds execution of 1400 programs 
on the 1400 system, it slows 
emulation. 

C. Assigning a relatively high 
priority to the emulator job. This 
reduces interruptions from higher 
priority partitions. 

D. Blocking data records. This 
reduces the number of I/O 
operations. 

E. Specifying two buffers instead of 
one for tape 1 and unit record 
devices, and having one buffer per 
disk device rather than sharing 
buffers improves performance. 

F. Using I/O devices that have high 
data transfer rates improves 
performance. 

• The operating system: 

A. Making access methods resident 
speeds emulation. 

B. Specifying the most efficient set 
of options at system generation 



*Using two buffers increases the speed of 
tape operation when backspace instructions 
are infrequent. Backspacing operations 
are most efficient using a single buffer. 



speeds emulation (for example, 
specifying Multiple Console Support 
and enough WTO buffers for emulator 
messages) . 



TJ[ME-DEP^NDEN^_PR^GRAMS 

Because 1400 programs are executed under 
control of the emulator, they are not given 
control when an interruption occurs. 
Programs that manipulate data during the 
time reguired for mechanical movement of an 
I/O device, or those that test the first or 
last character of an input buffer to 
determine when data has been moved, need 
special emulator control to be executed 
properly. 

The DILCNT parameter in the emulator 
control statements for tape and unit record 
eguipment can help run time-dependent 
programs successfully. DILCNT causes the 
emulator to execute a given number of 1400 
instructions while a 1400 read or write 
instruction is being executed. This allows 
you to execute programs that: 

• Issue a write instruction for a tape 
unit and then prepare the area from 
which the data is to be written 

• Issue a read instruction and continue 
processing the previous record in the 
same area into which the new record is 
to be read 

An incorrect value assigned to DILCNT 
could cause unexpected results, or could 
make it impossible to execute a 
time-dependent program. If DILCNT is not 
specified in the emulator control 
statement, a default value for it is 
assumed. The emulator does not use DILCNT 
unless the 1400 program uses processing 
overlap. 



PROGRAMMING DIFFERENCES 

When choosing 1400 programs to be executed 
by the emulator, remember that: 

• Programs that depend on the absence of 
a particular feature may not be 
executed properly. 

• Programs that depend on error 
conditions may not be executed 
properly. 
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Process checks are not emulated. 

The emulator accepts only the 
characters in the 64-character BCD set. 
Invalid characters in input are 
replaced by asterisks in emulated 1400 
storage. 

The result of a multiply or divide 
operation may not be correct if the 
A-field and B-field overlap, and if the 
result alters any portion of the 
A-field. 

In 1400 systems, wordmarks in the 
B-field of a Divide instruction were 
ignored but retained. Under emulation, 
the first five wordmarks are retained; 
all others are cleared. 

The indexing feature on the 1400 is 
considered to be standard for all 1400 
branch instructions. The emulated 
B-address register contains the address 
of the next sequential instruction 
instead of blanks. 

If a 1401 system has only 1,400 
positions of core storage, the results 
of an address check caused by storage 
wraparound will be unpredictable. 

Programs with undetected programming 
errors may give unpredictable results. 

A substitute blank in 1400 storage is 
not converted to a blank on tape when 
emulating write operations for 
nine-track tapes in even-parity normal 
mode. A substitute blank on tape is 
converted to a blank in 1400 storage on 
all even-parity read operations. In 
all other cases, the substitute blank 
and the blank are treated as they were 
in the 1400 system. 

Programs that depend on the timing of 
I/O operations may give unpredictable 
results. 

Programs that depend on sensing the 
end-of-tape reflective strip are not 
executed properly if the data is in 
spanned format. These programs are 
executed properly when the data is in 
1400 format (see "Processing Data" ). 

Programs that depend on the device-busy 
indicator being on may not be executed 
properly. 

When the emulator executes 1400 
instructions and the transfer of data 
stops because the end of core is 
reached, the B-address register will 
not contain the end-of-core address as 
it did in 1400 systems. The B-address 
register cannot point to a location 



outside emulated 1400 storage, so it is 
changed to point to the beginning. 

• The Data Converter feature must be 
installed on the control unit of any 
2400-series tape unit that will be used 
to read or write EBCDIC data on 
seven-track tapes. 



This section deals with factors that must 
be considered before I/O devices are 
emulated . 



All read, write, and control operations are 
emulated. The emulator accepts and 
produces data in odd, even, and mixed 
parity on seven-track and nine-track tapes 
and in tape format on disk. 

Occasionally, a 1400 file on one reel of 
tape does not fit on a System/370 volume 
after being preprocessed or after a file is 
created by the emulator. Although the 
preprocessor and emulator create a second 
tape when this occurs, any 1400 program 
that backspaces to rewrite or reread data 
will be unable to backspace past the 
beginning of the tape that is currently 
being used. If this occurs, the tape 
preprocessor or the emulator must be rerun 
to re-create the tape at a higher density. 

Note: The 1400 program can also backspace 
when the data is stored on a direct access 
device (without the Record Overflow 
feature) . Data records that have been 
split by the Record Overflow feature make 
backspacing unpredictable. 

Tapes in spanned format cannot be used 
by System/370 programs other than the 
emulator, because 1400 tapemarks, header 
labels, and traile" labels are changed into 
spanned records. To use these tapes with 
other programs, you .xust either rewrite the 
tapemarks and labels or modify your program 
to recognize them. For additional 
information, refer to Appendix D and 
"Processing Data." 

When using preprocessed tapes, changing 
from write to read operations on the same 
tape is normally not accepted by the 
operating system, except for the sequence 
write-backspace-read. Any other sequence 
(examples are write-write-read-read, 
write-backspace and rewind- write-read, and 
write-backspace and rewind-read-read) may 
cause the operatinq system to stop the 
emulator with a condition code of 337. All 
sequences are executed properly when the 
records are in 1400 format. 



I/0_OPERATIONS 



TAPE 
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DISK 

All disk operations are emulated for: 

• Up to five 1311 Disk Storage Drives, 
Models 11 and 12, and one module of 
1301 Disk Storage 

• One 1405 Disk Storage, Model 1 or 2 

You cannot generate the 1311 or the 1301 
in the same emulator with the 1405. 
Furthermore, only one module of the 1301 
can be emulated at a time. 

Although all disk operations are 
emulated, there are some qualifications: 

• Only standard sequential sector 
addresses can be written for the 
operations Read Disk Track Sectors With 
Addresses and Write Disk Track Sectors 
With Addresses. 

• Scan Disk operations (File Scan) do not 
require the Hardware File Scan feature. 

• Data written in load mode on a direct 
access device is not in standard 
EBCDIC; it must be translated to 
EBCDIC before being processed by 
programs other than the emulator (see 
"Character Codes" in the section 
"Processing Data") . 

TTNIT FECORD 

Operations,. Emulated 



The following instructions are emulated: 

• Read a Card 

• Punch a Card 

• Write a Line 

• Write a Line and Suppress Space 

• Write Word Marks 

• Read from or Write on Console 

• Carriage Control 

• Read and Punch 

• Write and Read 

• Write and Punch 

• Write, Read, and Punch 

• Select Stacker 

• Select Stacker and Branch 



All overlapped operations are emulated. 
If a feature is emulated, all operations 
for that feature are emulated unless 
otherwise stated. 

Operations ,. Not,, .Emulated 

The following operations are not emulated: 

• Branch on Buffer Busy (1447) 

• Punch and Stop (1442 - The punching is 
emulated, but the emulator does not 
stop in the middle of a card.) 

• Read and Punch Same Card (1442) 

• Punch-Column-Skip (1442) 

• Branch on Printer Carriage Busy 

• Branch on Printer Busy (when 1400 
program is not in overlap mode) 

Factors to Consider 



Certain factors must be considered when 
unit record operations are emulated: 

• The emulator does not use locations 000 
and 100 in 1400 storage to control the 
timing of read and punch operations. 
The contents of these locations is 
undisturbed. 

• There are differences between the 
graphics printed by the 1407 and 1447 
consoles and those printed on 
System/370 consoles. These differences 
are shown in Figure 7. Alphabetic 
characters can be typed in upper or 
lower case except for the characters g, 
p, and x. When the operator types 
lower case g, p, and x, the emulator 
transmits ?, !, and + to the 1400 
program. 

• There are differences between the AN, 
HN, and PN print chains used on the 
1403 and 1443 printers. Figure 8 shows 
the codes that need to be translated or 
that have different graphics. 

• More than one 1400 data file can be 
entered on the card reader by 
reassigning the reader after every file 
is processed. The operator reassigns 
the reader by typing the UR emulator 
control statement on the console. This 
procedure may be followed to assign 
more than one output file on the punch 
or the printer (see "Typing Emulator 
Control Statements From the Console" in 
the section "Communicating With the 
Emulator") . 
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and printed as an underscore followed 
by a space, and not as the character b. 



Figure 7. Differences in Console Graphics 

• A groupmark wordmark in 1400 storage 
always stops input or output on the 
console. On the 1400 instruction Read 
from Console, the keyboard does not 
lock when a groupmark wordmark is found 
in 1400 storage, but the transfer of 
data stops and the inquiry-clear 
indicator is set to show that the 
length of data was incorrect. 

• A Write on Console instruction types up 
to 50 characters per line until a 
groupmark wordmark is found in 1400 
storage. The message "IIQ003T jobname 
F" indicates that the output was 
started by the Write on Console 
instruction. A hyphen is typed at the 
end of the line if another line will be 
typed. 

• When emulating the Write on Console 
instruction in load mode (on the 1407), 
characters with wordmarks are not 
printed in red. Instead, an underscore 
is placed before the character with the 
wordmark. The load mode blank is typed 
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• Tn load mode, typing one or more word 
separators (underscores) in front of a. 
valid character causes a wordmark to be 
associated with the character in 1400 
storage. 

• The control character for console 
carrier return (]) is emulated, but the 
character for tabulation ([) is not. 

• Card codes accepted by the 1400 card 
readers and punches are accepted by the 
emulator. Certain multiple-line print 
(MLP) codes are accepted and are passed 
to the 1400 program without the 8-9 
punch (see Appendix A) . 

• Whenever the emulator encounters an 
error condition, it sets an error 
indicator and issues a message to the 
operator. If the job was not 
terminated by the emulator, the 
operator may either alter the invalid 
character or the invalid address and 
continue the job, or end the job. 

• The Write Wordmark instruction is 
executed as it was on the 1460 system; 

a wordmark is printed as 1, a groupmark 
as 2, and a groupmark wordmark as 3. 

• If a 1440 program issues a Read 
instruction to eject the last card when 
closing a 1442 file, one blank card 
must be placed after the last data card 
for each Read instruction. 

• If a 1440 program issues a Punch 
instruction for the 1442, it may issue 
one or more Read instructions to 
position blank cards at the punch 
station. In this case, there must be a 
data set opened for the reader and 
enough blank cards at the appropriate 
spot in the reader data set. 

• The channel- 1 punches and the length of 
the carriage control tape on the 
System/370 printer must correspond to 
those defined by the CCTL emulator 
control statement. Punches in other 
channels need not correspond. The CCTL 
emulator control statement is defined 



12 140 1/1440/1460 OS Emulator on Models 135/145/155, GC33-2008 



under "How to Prepare Control 
Statements" in the section "Executing 
the Emulator. " 



• If the emulator is to have the 

Selective Stacker feature, a module is 
generated that uses an EXCP macro 
instruction to emulate the feature. 
This module uses QSAM to emulate all 
other unit record operations. On the 
1400 system, the pocket selected by the 
Select Stacker instruction is 



determined by the last K operation code 
encountered during the ten-microsecond 
interval following a read or punch 
operation; during emulation, however, 
when STACKER=YES is coded, the pocket 
is determined by the last K operation 
code encountered before the next read 
or punch operation. (When STACKER=YES 
is coded and no K operation code is 
encountered, the first pocket is always 
selected.) Therefore, programs that 
depend on the ten-microsecond interval 
may not be executed properly. 
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Figure 8. Differences in Printer Graphics 
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IISING_MULTTPLE_CONSOLE_SDPPgFT 

Multiple Console Support (MCS) , an option 
of OS, lets operators communicate with OS 
from more than one console. The emulator 
uses MCS to communicate with one or all of 
the consoles. All emulator messages to the 
operator are given a routing code of 12 and 
a descriptor code of 7. Emulator messages 
can be sent to one or several consoles 
simply by permitting consoles to receive 
messages with a routing coc>e of 12. (All 
tape formatting program and disk formatting 
program messages are assigned routing codes 
of 11 and 12 and a descriptor code of 7.) 

Emulator messages are automatically 
deleted by the operating system if, at the 
end of the job step, they have not been 
issued or if a reply is outstanding. 

The text field of an emulator message 
begins with the job name of the emulator 
job. The job name helps the operator 
identify the emulator that issued the 
message when more than one emulator is 
being executed. For example, message 
"TIQ061D jobname EMULATOR* WAITING" is 
issued when the emulator cannot continue 
without information from the operator. If 
two emulator jobs are being executed at the 
same time, there may be two TTQ061D 
messages that have different reply 
identifications and job names. If two 
consoles can receive messages with a 



routing code of 12, there will be two 
IIQ061D messages on each console, and 
either operator can respond to either 
message. 

When more than one console receives 
messages with routing code 12, you can 
eliminate message duplication by: 

• Writing an MCS user-exit routine to 
change routing code 1 2 to routing code 
13, 14, or 15. You can use the job 
name to identify the programs that 
should have their routing code changed. 
Information on MCS user-exit routines 
in the System Programmer *s Gu ide T 

GC 28-6550 will help you make~"the 
modifications. 

• Punching an object deck of emulator 
module TIQMW, modifying the part that 
contains routing code 12 to contain the 
routing code or codes you want, and 
replacing the module. 

• Writing a routine to change the routing 
code (see Appendix F) . 



Note ; You are modifying Type I coding when 
you replace module IIQMW with a modified 
version, and you may be billed for a 
program maintenance call if an error is 
caused by the modified code. 
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PROCESSING DA TA 



This section describes how data is 
processed on unit record equipment, tape 
units, disk drives, and operator consoles. 



CHARACTER. .CODES 

The emulator uses EBCDIC as the basic 
character code for all I/O operations. 
However, it modifies EBCDIC when the 1400 
program writes on or reads from nine-track 
tape in odd parity or disk in load mode. 

Data in odd parity is represented on 
nine-track tape by setting bit 1 to 0 
(nOnnnnnn, where n can be 0 or 1) . Data in 
load mode on disk is represented by setting 
bit 1 to 0 for characters with a wordmark 
and setting it to 1 for characters without 
a wordmark. 

Note: Data is sent to seven-track tapes in 
EBCDIC. If the translator is on, the data 
is translated to BCD. If the data 
converter is on, the data is segmented into 
six-bit segments so that it fits on the 
tape. when the converted data is read, it 
is reassembled. 



DATA FORMATS 

The emulator accepts the following data 
formats: 

• Spanned format i 3 

• Even-parity BCD 2 

• Odd-parity BCD 2 

• Mixed-parity BCD 2 

• Normal mode, even parity 3 

• Normal mode, odd parity 3 

• Alternate mode 3 

• Normal mode, mixed parity 3 



lAll 1400 tapemarks and header and trailer 
labels must be written as data records, as 
is done by the tape preprocessor program, 

2 Data must be on a seven-track tape (Data 
Translator on) . 

3 Data must be on a nine-track tape, a 
seven-track tape (Data Converter on), or 
in a sequential data set on disk. 



The parity of the input data must be 

that indicated by the 1400 instruction; the 

parity of the output data is determined by 

the 1400 instruction. When the data is in 
alternate mode, a parity error cannot occur 

on input, and parity of the output data is 
not determined by the 1400 instruction. 

All data formats listed above are 
considered to be 1400 formats, except for 
spanned format; that is, only spanned 
format has a block descriptor word (BDW) 
and a segment descriptor word (SDW) . The 
BDW and SDW are described below. 



PROCESSING DATA ON TAPE 

The emulator uses the Basic Sequential 
Access Method (BSAM) to emulate all 1400 
tape input, output, and control operations. 
The System/370 device to be used by BSAM is 
specified in the JCL for the emulator job. 
Data files in spanned format can be read 
from or sent to either a tape unit or a 
direct access device. Data files in 1400 
format should be used only on tape units. 



TAPE FILES 



In most cases, the emulator accepts tapes 
in 1400 format. The main difference 
between tape files on 1400 systems and on 
System/370 is the restriction on the size 
of System/370 physical data records. There 
is no restriction on the size of physical 
records for 1400 systems (other than the 
size of core storage) , but physical records 
on System/370 cannot be smaller than 18 
bytes* or greater than 32,755 bytes. These 
restrictions are discussed under 
"Converting Tape Files" in this section. 

Also, System/370 programs (including the 
emulator) do not handle tapes written in 
more than one density. Mixed-density tapes 
must be changed to single-density tapes by 
the tape preprocessor before being used by 
the emulator. 



*The minimum record size to ensure that a 
record is not discarded as noise is 12 
bytes for a read operation and 18 bytes 
for a write operation (includes the block 
descriptor word and the segment descriptor 
word) . 



Processing Data 15 



1 qOO format 

When the data is to be used by a program on 
the 1400 system, it must be on a 
seven-track tape in BCD. when the data is 
to be used by a program executed using a 
stand-alone emulator, CS/30, or CS/40, it 
can be on seven-track tape in BCD, or on 
nine-track tape in even-parity normal mode 
(equivalent to EBCDIC) or in alternate 
mode. 

Note: If a scratch tape is used for a 
mOO-format output file, you should write a 
tapemark on the tape before using it for an 
emulator job. 

Normal, and Alternate, Modes 

Nine-track tape output of 1400 stand-alone 
emulators is similar to the nine-track tape 
format used with System/370 operations, 
except that stand-alone emulators use bit 1 
of the EBCDIC character as the parity bit. 
Using bit 1 for parity, stand-alone 
emulators, CS/30, CS/40, and this emulator 
can process mixed-parity data on nine-track 
tapes, a procedure that is not permitted by 
OS. Each even parity six-bit BCD character 
is represented by its corresponding EBCDIC 
character. Bit 1 of the EBCDIC character 
(which is not used to represent the BCD 
character) is always one. Each odd parity 
six-bit BCD character is represented by its 
corresponding EBCDIC character, but bit 1 
is zer o . 

Ex ample: 

Even parity: nlnnnnnn 
Odd parity: nOnnnnnn 
where "n" may be either 1 or 0. 

A tape error is recognized during 
even-parity operations when bit 1 is 0 and 
during odd-parity operations when bit 1 is 
1. Both even-parity and odd-parity 
operations are normal mode operations. 

The nine-track odd-parity operations of 
emulators are not compatible with 
conventional EBCDIC on System/370 tapes. 
Odd-parity operations are used to make all 
emulators compatible; for example, when the 
output from a card-to-tape operation on a 
1401 emulator is to be used as input to a 
1410 emulator. 

So that System/370 programs can handle 
all tapes produced by the emulator, it 



converts normal-mode tapes to alternate 
mode. If the tape is written in alternate 
mode, bit 1 contains a 1 regardless of 
parity. No distinction is made between 
odd-parity and even- parity, and data always 
appears as if it were written in 
even-parity normal mode, except that 
substitute blanks are preserved on 
odd-parity tape read operations. Alternate 
mode tapes can be used for both input and 
output. 

Spanned Format 

The standard data format for OS is spanned 
format. The records may be either blocked 
or unblocked; data blocks must include 
specific descriptive information. This 
descriptive information is in two control 
words, the block descriptor word and the 
segment descriptor word. (See Data 
Management^ Services, GC26-3746 for detailed 
information on spanned format.) 

The block descriptor word (BDW) is the 
first word of each block, and it defines 
the length of the block. The format of the 
BDW is shown in Figure 9. 

The segment descriptor word (SDW) is the 
second word of an unsegmented block or the 
first word of each segment of a 
multisegmented block. It defines the 
length and relative position of the 
segment. The format of the SDW is shown in 
Figure 9. 

The emulator uses two record formats 
within the spanned format: VBS (variable 
blocked spanned) and VS (variable spanned) 
formats. 

VBS format should be used in most cases, 
because it is more efficient. (Throughput 
is reduced noticeably when the 1400 program 
issues frequent backspace instructions for 
files in VS format.) VBS format cannot be 
used with channel buffering, but VS format 
(or 1400 format) can. Both record formats 
are specified in the RECFM parameter of the 
DD statement. 

An end-of-volume condition is not 
returned to the 1400 program when the data 
is in spanned format. OS detects the 
end-of-tape reflective strip and 
automatically rewinds and unloads the first 
volume and asks the operator to mount the 
next volume. 
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LL Field 



Length of the Block (Number of 
bytes from Inter-record gap (IRG) 
to Inter-record gap) 



2 byt 



bb Field 



Reserved for System Use 








2 bytes 



IRG 



BDW 



SDW 



Record 



SDW 



Record 




II Field 


bb Field 






Length of the Segment (Length in bytes 
of SDW and following record) 

2 bytes 




Reserved for System Use 


2 bytes 



Figure 9. Format of the Block Descriptor Word (BDW) and Segment Descriptor Word (SDW) 



If there are not enough volumes 
identified in the DD statement that 
describes the device, OS abnormally ends 
the emulator task. Hot returning an 
end- of- volume condition to the 1400 program 
causes it to be executed improperly when: 



• A specific function is started by an 
end-of-volume condition. 

• Write instructions are issued (to fill 
the tape) until the end-of-tape 
reflective strip is sensed. 



CONVERTING TAPE FILES 

Seven-track or nine-track tapes in 1400 
format are more easily read by the emulator 
if they have been converted to spanned 
format by the tape preprocessor xsrogram. 



Preprocessing tapes saves I/O emulation 
time by blocking small records and 
standardizes emulator input and output. 

There are three approaches to file 
conversion: 

• One-time conversion. If 1400-format 
tapes are not needed for a program on a 
1400 system, the tapes should be 
preprocessed so that the more efficient 
spanned format can be used. 

• Staying in 1400 format. If the data 
format is accepted by the emulator, you 
may not want to convert. When the data 
must be converted back to 1400 format 
after emulation, the efficiency gained 
by the emulator in having the records 
in spanned format may be lost by the 
time spent, running the tape 
preprocessor and tape postprocessor 
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programs. To determine this, average 
run times must be computed using both 
methods. 

• Preprocess data - emulate - postprocess 
data. If the data is not accepted by 
the emulator, or if the efficiency of 
the emulator is greatly increased by 
preprocessing the data, the tape 
preprocessor program should be used to 
convert the data. The emulator then 
executes the 1400 program and the 
postprocessor program returns the data 
to its original format so that it may 
be used on a 1400 system. 

Because of the OS limit on physical 
record size, the emulator does not read or 
write a physical record larger than 32,755 
bytes. Also, OS may not read physical 
records smaller than 12 bytes or write 
physical records smaller than 18 bytes. To 
ensure that all physical records can be 
read, you should preprocess your data so 
that there are no physical records smaller 
than 18 bytes. 

To read 1400 physical records from 1 to 
17 bytes and from 32,756 to 200,000 bytes, 
use the preprocessor program to block the 
short records and segment the long ones. 
After emulation, use the postprocessor 
program to unblock the short records and 
reconstruct the long ones. 

Since the emulator does not accept 
mixed-density tapes, use the preprocessor 
to create single-density tapes. The 
preprocessor changes 1100 tapemarks, header 
labels, and trailer labels to data records. 
For a System/370 program other than the 
emulator to use preprocessor output, 
ei ther : 

• Write a program to read and rewrite a 
preprocessed tape, converting tapemark 
and label records to standard 
System/370 tapemarks and labels. 

• Incorporate coding in the System/370 
program that will recognize and handle 
tapemark and label records. 

Note : BS AM pads any output record that has 
fewer than 18 bytes with binary zeros. The 
emulator is not aware that the record has 
been padded because the BDW is not 
modified. 



EMULATING TAPE OPERATIONS 

The emulator uses the BSAM READ, WRITE, and 
CHECK macro instructions to move data. 



Records in spanned format are blocked and 
deblocked in buffers by the emulator. 

If double buffers are specified, the 
emulator issues a READ operation for one 
buffer while processing records in the 
other buffer. Double buffers let the 
emulator read the next record while the 
1400 program is using the current one, and 
to write the old record while the 1400 
program is creating the next one. Frequent 
backspacing of input files by the 1400 
program causes the emulator to do more 
backspacing and reading, which slows down 
performance when using double buffers. 
Using single buffers is generally more 
efficient when backspacing. (The number of 
buffers is specified in the BUFNO parameter 
of the DCB operand of the DD statement.) 

Moving data during tape emulation and 
the macro instructions that are used by the 
emulator are shown in Figure 10. 



PROCESSING DATA. ON DISK 

The emulator uses the Basic Direct Access 
Method (BDAM) to emulate all 1400 disk 
operations. The System/370 device to be 
used by BDAM is specified in the JCL for 
the emulator job. Data files are written 
in EBCDIC (move mode only) or a modified 
form of EBCDIC where bit 1 of the EBCDIC 
character represents the presence or 
absence of a wordmark (load mode operations 
only) . The disk formatting program 
described in Appendix E must be used to 
create the System/370 data set that holds 
the data. 



DISK FILES 



The track organization of 1400 disk files 
is maintained by transferring all the data 
on a 1400 track to a record in a System/370 
data set. The data set is a sequential 
data set on any direct access device 
accepted by OS. The record is a 
fixed-length record whose size depends on 
that of the 1400 track that is transferred. 
There is a one-to-one correspondence 
between the number of records in the data 
set and the number of tracks on the 1400 
device. 

More than one System/370 direct access 
device can be used to emulate a 1400 disk 
device. However, the entire data set must 
be on units of the same type. Instructions 
on how to create a data set on more than 
one device are given in Appendix E. 
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INPUT 



OUTPUT 




Data in BCD, EBCDIC, or 
Modified EBCDIC 




Note: A disk device may be used 
for the storage device when the 
file is in spanned format. 



BSAM 
READ 
Macro 



BSAM 
WRITE 
Macro 



Emulator Partition 



Emulator 
Buffers 



EBCDIC or 
Modified EBCDIC 



EBCDIC or 
Modified EBCDIC 



MIO 
Macro 



I/O Areas of 
1400 Program 



MIO 
Macro 



Emulated 
1400 Storage 



Internal Code 



Internal Code 



Figure 10. Data Movement During Tape Emulation 



CONVERTING DISK FILES 

To convert 1400 disk files to a format 
acceptable to the emulator: 



1. Dump the contents of the disk onto 

tape using a 1400 disk-to-tape utility 
program on the 1400 system or a 
stand-alone emulator on a System/360. 
For example, the tape-to-disk utility 
program 1401-TJT-053 could be used for 
1401 systems and the tape-to-disk 



utility program 1440-UT-041 for 1440 
systems. 



2. Using the disk formatting program 
described in Appendix E r prepare a 
previously initialized System/370 
direct access storage device to accept 
the data. 



3. Restore the data to direct access 

storage on the System/370 device using 
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a 1400 tape-to-disk utility program 
run under control of the emulator. 



EMULATING DISK OPERATIONS 

The emulator uses the BDAM READ, WRITE, 
and CHECK macro instructions to move data. 
The movement of data during disk emulation 
and the macro instructions that are used 
are illustrated in Figure 11. A buffer can 
be assigned to one device or it can be 
shared by tvo or more devices. Figure 11 
shows both single and shared buffers. 

When 1400 systems write load-mode data 
on direct access devices, an extra bit is 
needed in each character to represent 
wordmarks. The extra bit reduces the 
number of characters that can be stored on 
a 1400 track. When emulating load-mode 
operations, bit 1 of each System/370 byte 
is used to represent the wordmark. 

The emulator maintains fixed sector and 
track sizes, whether the data is in move 
mode or load mode. The extra load-mode 
positions are padded with blanks. Figure 
12 shows how the System/370 record is 
constructed for each 1400 disk device. An 
emulator control word (ECW) is used to 
indicate the mode the data is in and the 
sequence number of the record: 

Byte 1, Eit 1 Reserved 
Byte 1, Bit 0=0 Wove mode 

Byte 1, Bit 0=1 Load mode 

Bytes 1 & 2, Bits 2-15 Sequence number 
Bytes 3 8 U Unused (Zeros) 

The sequence number of the first record in 
the file is zero. 



punched on a card punch or put on a tape or 
disk device; printed output may be sent to 
a printer or to a tape or disk device. 
When tape and disk files are used to 
emulate unit record data, the records in 
these files must conform to the physical 
limitations of the unit record data. 



EMULATING READER, PUNCH, AND PRINTER 
OPERATIONS 



The emulator uses QSAM GET and PUT macro 
instructions to move data (except when it 
is emulating select stacker operations, in 
which case it uses an EXCP macro 
instruction) . Records are blocked and 
deblocked in OS buffers by QSAM routines. 
The emulator issues GET and PUT macro 
instructions to move records between OS and 
emulator buffers, and the MIO macro 
instruction to move data from emulator 
buffers to emulated 1400 storage. Figure 
13 shows this movement of data. 

The emulator maintains fixed I/O areas 
within emulated 1400 storage when executing 
programs written for 1401 and 1460 systems. 
These areas are: 

• Locations 1 to 80 for the card reader 

• Locations 101 to 180 for the card punch 

• Locations 201 to 332 (maximum) for the 
printer 

Programs written for 1440 systems do not 

use fixed I/O areas, so these areas may be 

anywhere in emulated 1400 storage. 



PROCESSING DATA ON UNIT RECORD EQUIPMENT 

The emulator uses QSAM to emulate all 1400 
unit record operations except select 
stacker; to emulate select stacker 
operations, it uses an EXCP macro 
instruction . Operations for the 1400 card 
reader, printer, card punch, and the 
console are emulated using a comparable 
System/370 unit record device (if the 
emulator includes the Selective Stacker 
feature, select stacker operations can be 
emulated only by the 2540 Card Read Punch), 
a magnetic tape unit, a disk unit, and one 
or more consoles. 

Cards may be read from a card reader or 
from a tape or disk device; cards may be 



Anticipatory (look-ahead) buffering is 
standard with QSAM . For this reason, 
blocking unit record files on tape or disk 
and specifying more than one buffer per 
device speeds up unit record emulation. 
(Blocking and the number of buffers are 
specified in the BLKSIZE and BUFNO 
parameters of the DCB operand of the DD 
statement.) 



EMULATING CONSOLE OPERATIONS 



The emulator uses the WTO 
(write-to-operator) and WTOR 
(write- to-oper a tor- with- reply) macro 
instructions to communicate with the 
operator. 
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SINGLE BUFFERING 



SHARED BUFFERING 



BDAM 
READ 
Macro 



BDAM 
WRITE 
Macro 



BDAM 
WRITE 
Macro 



BDAM 

READ 

Macros 



BDAM 
WRITE 
Macro 



Emulator Partition 




EBCDIC (Move Mode), 
or Modified EBCDIC 
( Load Mode) 



EBCDIC (Move Mode), 
or Modified EBCDIC 
(Load Mode) 



MIO 
Macro 



I/O Areas of 
1400 Program 



Internal Code 



MIO 
Macro 



Emulated 
1400 Storage 



Internal Code 



Figure 11. Data Movement during Disk Emulation 



Processing Data 



1301/1311 Sector < 



1405 Sector 



Move 



Load 



Move 



Load 



BDW 


SDW 


ECW 


100 Bytes of data \ 




BDW 


SDW 


ECW 


90 Bytes of data 


10 bytes 
of blank 




BDW 


SDW 


ECW 


200 Bytes of data 




BDW 


SDW 


ECW 


176 Bytes of data 


24 bytes 
of blank 



x 20 = 2164 bytes' 



x 20 = 2164 bytes* 



x5 = 1044** 



x 5 = 1044** 



1301 Track 



1311 Track 



Move 



Load 



Move 



.Load 



* Only the SDW, ECW, and data field are repeated 20 times (100 bytes = 1 1301/1311 Sector) 
** Only the SDW, ECW, and data field are repeated 5 times (200 bytes = 1 1405 Sector) 

BDW: Bytes one and two = length of physical block; bytes three and four = X'00'. 

SDW: Bytes one and two = logical record length; bytes three and four = X'00 1 . 

ECW: Bytes one and two: bit 0 = 1 (load mode), bit 0 = 0 (move mode); bit 1 reserved; 

bits 2-15 = record count (relative record number of this record in the file, first 

record in this file has record count = zero). 

Bytes three and four - X'00'. 



BDW 


SDW 


ECW 


2,543 Bytes of data 




BDW 


SDW 


ECW 


2,261 Bytes of data 


282 Bytes 
of blanks 




BDW 


SDW 


ECW 


2,980 Bytes of data 




BDW 


SDW 


ECW 


2,682 Bytes of data 


298 Bytes 
of blanks 



= 2,555 



= 2,555 



2,992 



= 2,992 



Figure 12. Record Formats for Disk Emulation 
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CARD PUNCH 



PRINTER 
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EMULATION 



Card Code 



SELECTIVE 
(^STACKER 
■^EMULATION 



EBCDIC 
Characters 



If physical device is 
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Main Storage 
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EXCP 



QSAM 
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EBCDIC 
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Macro 
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Figure 13. Data Movement during Unit-Record Emulation 



Processing Data 



GENERATING TEE EMULATOR 



Generating an emulator as part of the 
operating system is done in two steps: 

1. Generation of a complete operating 
system, where the EMULATOR macro 
instruction includes the operating 
system routines needed by the 
emulator. 

2. Generation of the emulator, an 
independent generation that assembles 
the emulator and the tape and disk 
formatting programs and link edits 
them into the operating system. 



P^J^^^ill C_ZO^_J^LATOE_^EN ER_ATION 



The system used for emulator generation 
must meet the requirements given below. 



MINIMUM SYSTEM/370 REQUIRED 



The System/370 used for emulator generation 
must have: 

• Enough main storage to execute the 
Linkage Editor F program and the 
Assembler E or Assembler H program 

• One operator console 

• One direct access storage device in 
addition to those needed for SYSRES and 
the SYS 1. LINKLIB, SYS 1 . SYSJOBQE , and 
SYS 1 . MACLIB data sets 

• One card reader or one magnetic tape 
drive for input 

• One card punch or one magnetic tape 
drive for intermediate output 

• One printer or one magnetic tape drive 
for diagnostic messages 



OPERATING SYSTEM REQUIRED 

The emulator is generated under the control 
of an MFT or MVT control proaram and is 
executed as any other job. The operating 
system must include the following system 
data sets: 



• SYSCTLG 



• SYS 1 .LINKLIB 

• SYS1. MACLIB 

• SYS1. NUCLEUS 

• SYS1 . SVCLIB 

• SYS1 .SYSJOBQE 

The operating system can be on any 
System/360 or System/370 processor unit 
that can execute the MFT or MVT control 
program. After emulator generation, the 
SYS1. LINKLIB data set contains the emulator 
program. 

The SYS1. LINKLIB data set must include 
an Assembler F or Assembler H program with 
the alias ASMBLR, a Linkage Editor F 
program with the alias IEWL, and the 
IEHDASDR utility. The SYS1 . MACLIB data set 
must be catalogued. 



SYSTEM GENERATION PROCEDURES 

To include the emulator in the operating 
system, you must: 

• Specify the EMULATOR system generation 
macro instruction. 

• Specify the TYPE parameter of the 
CTRLPROG macro instruction as either 
MFT or MVT, and the TIMER parameter of 
the SUPRVSOR macro instruction as 
JOBSTEP or INTERVAL. (MVT is available 
on the Models 145 and 155 only.) 

• Allocate sufficient space on 

SYS1. LINKLIB for each emulator to be- 
generated and for the tape and disk 
formatting programs. Only one set of 
tape and disk formatting programs is 
reguired. 

• Include BDAM, using the ACSMETH operand 
of the DATAMGT macro instruction, when 
1400 disk units are to be emulated. 



THE EMULATOR DISTRIBUTION LIBRARY 

Emulator routines and the tape and disk 
formatting programs are distributed on a 
dump and restore tape for a direct access 
storage device. Before an emulator can be 
generated, a direct access volume must be 
initialized and the distributed tape must 
be restored to the direct access volume. 
The tape, and ultimately the direct access 
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volume, is called the Emulator Distribution 
Library. If you have a system that does 
not include a tape drive, you must make 
arrangements for a system with both tape 
and disk devices to perform the 
tape-to-disk restore operation. 

The TEHDASDP. system utility can be used 
to initialize a direct access volume and to 
restore the dump and restore tape to that 
volume. See Utilities, GC28-6586 for a 
description of this utility and the control 
statements it requires. 

The data sets on the Emulator 
Distribution Library (EMDLTB) are: 

• EMUL.EMMAC - Contains the macro 
definitions of the emulator generation 
macro instructions used during Stage I 
and Stage TT. 

• EMUL.EMMOD - Contains the load modules 
that are link edited tc form the 
generated emulator program, and the 
load modules of the tape and disk 
formatting programs that are link 
edited to " SYS1 . LINKLTB . 

• EMUL.EMSAMP - Contains the sample 
program used to test the emulator. 



EMULATOR GENERATION PBOCEDUBES 

The emulator is made up of modules that can 
be put together in a number of combinations 
to meet the needs of your installation. 
You select the programming options that 
meet your needs using the parameters of the 
EM1401 emulator generation macro 
instruction. Emulator generation is the 
process of interpreting your selection and 
building system data sets. 



Job control language (JCL) statements 
and the EMI 401 macro instruction are placed 
in the job stream of the operating system. 



Figure 14 illustrates the two stages of 
emulator generation. During Stage I, the 
assembler checks the EMI 401 macro 
instruction for errors and uses the 
parameters to produce a job stream. If the 
assembler finds errors, it writes error 
messages and does not produce the job 
stream. 



During Stage II, the assembler and 
linkage editor process the Stage I job 
stream to combine the emulator modules and 
to make the emulator a member of the 
SYS1 .LINKLIB data set. The generated 
emulator is then ready to be used. 



J CL u Statements 

JCL statements instruct the operating to 
assemble the EM1401 macro instruction and 
to produce the Stage I job stream. Figure 
15 shows two sample input decks to Stage I 
of emulator generation. Use the first deck 
with catalogued procedures and the second 
deck with standard assemblies. 

If Stage I is completed successfully, 
the job stream produced becomes the input 
to Stage TT of emulator generation. 



EH 1ft 01 Emul ato r . Macro Instruction 



Figure 16 shows the format of the EM1401 
emulator generation macro instruction. The 
macro instruction must be coded according 
to assembler language rules. The 
parameters of the macro instruction are: 



CPU 

specifies the system to be emulated. 
If omitted, 1401 is assumed. 



MODEL 

specifies the System/370 CPU. If 
omitted, the Model 155 is assumed. 



EMNAME 

specifies the one- to six-character 
name to be assigned to the emulator 
load module. Each emulator load 
module must have a unique name so that 
you can have different emulator 
programs with different options. If 
this parameter is omitted, ITQE14 is 
assumed . 



CORE 

specifies the core storage size of the 
system being emulated (in thousands of 
1400 storage positions). COBE=2 must 
be specified to emulate a system with 
1,400 positions of storage. 

CPUOPTN 

specifies the 1400 features that are 
to be part of the emulator. More than 
one feature may be specified. The 
features are: 

MD Multiply-Divide 
EPE Expanded Print Edit 
AP Advanced Programming 

IPE Inverted Print Edit 
PROVP Processing Overlap (1401 and 
1460) 

If this operand is omitted, none of 
the above features are generated. 
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EM 1401 



JCL for 
Assembler 



JCL and Emulator 
Generation Statements 




SYS1. LINKLIB 



Figure 14. Emulator Generation 
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EXECUTING A CATALOGUED PROCEDURE 



//STG.1 


JOB 


ACCT123, PROGRAMMER, MSG LEVEL= (1,1) 




//STEP 1 


EXEC 


PROC=ASMFC 




//ASM. SYSLIB 


DD 


DSNAME=SYS1 . MACLIB, VOL= (, RETAIN) ,DISP=SHP 




// 


DD 


BSNAME=EMUL. EMM AC, VOL=SER=EMDLIB, UNIT=23V1, 


X 


// 




DISP=SHR 




//ASM.SYSIN 


DD 


* 






EM1401 


CORE= 1 6. CPUO PTN= (MP .EPE . AP) , 
IODVTYP= (PPTAPE,NMTAPE,CONSINQ, DISK) 


X 




END 







/* 

,, , 1 ,. — ■ —. — .- „ , — . ■ , t ■ ■ , I - 

EXECUTING A STANDARD ASSEMBLY 



//STG1 


JOB 


ACCT 12 3, PROGRAMMER, MSGLE VEL= (1,1) 






//STEP 1 


EXEC 


PGM=ASMBLR 






//SYSLIB 1 


DD 


DSNAME=SYS1. MACLIB, VOL=(, RETAIN) ,DISP= 


SHR 




// 


DD 


DSNAME=EMUL. EMMAC, VOL=SER= EMDLIB, UNIT= 


2311, 


X 


// 




DISP=SHR 




//SYSUT1 


DD 


DSNAME=SSYSUT1,SPAC.E= (1700, (400, 50) ) , 




X 


// 




UNIT=SYSDA 






//SYSUT2 


DD 


DSNAME=SSYSUT2,SPACE=(1700, (400,50) ) , 




X 


// 




UNIT=SYSDA 






//SYSUT3 


DD 


DSNAME=SSYSOT3, SPACE=(17 00 (4 00,50) ) , 




X 


// 




UNIT=SYSDA 






//SYSPUNCH 


DD 


SYSOUT=B 






//SYSPRINT 


DD 


SYSOUT=A 






//SYS IN 


DD 


* 








EM1401 


CORE=16,CPUOPTN= (MP, EPE, AP) , 




X 






IODVTYP= (PPTAPE,NMTAPE £ CpNSINQ,PI5K) 








END 







/* 



I ILSi®* Underlined values represent variables. All other values roust be coded as | 
1 shewn. The continuation characters are in column 72. I 
i . i 



Figure 15. Stage I Input Deck 



Several features of 1400 systems 
have been combined under Advanced 
Programming. The features are 
slightly different for each system. 
When you specify AP, you get: 

• 1401 - Advanced Progr amming 
(feature #1060) 

• 1440 - Indexing and Store Address 
Register (feature #4631) 

• 1460 - Indexing ana Store Address 
Register (feature #4631) 

Processing Overlap is not a 1440 
feature and should not be specified 
when generating the emulator for that 
system. 

IODVTYP 

specifies the type of I/O devices or 
features that are to be emulated. 
More than one device can be selected 
and more than one tape format can be 
specified. If this parameter is 
omitted, only unit record equipment is 



emulated. The devices and features 
that are emulated are: 

PPTAPE tape units reading or 

writing records in spanned 
format that have been 
formatted by the tape 
preprocessor program or 
created by an integrated 
emulator 

NMTAPE tape units reading or 

writing 1400 -form at records 

DISK 1301 and 1311 disk storage 

drives 

1405DISK 1405 disk storage drive (on 
1401 processor units only) 

STACKER 1402 or 1442 Selective 
Stacker feature 

CONSINQ 1407 or 1447 console; must 
be specified to execute 
1400 console read and write 
instructions properly 
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I operation 
I 



EH 1401 



Operand 



CPU 



(140JJ 

= J1440 

(146CM 



£ .13 5 ) 
MODEL= ]l45[ 

EMNAME= iccccccj 
<TIOE14i 



2 
IX 

C0BE= { 8 



'12 

\ 16 

CPUOPTN= ([ MD ][ , EPE ][ , AP ] 
[,IPE]r ,PR0VP1) 

IODVTYP= ([ PPT APE ][ ,NMTAPE ] 
r J, DISK p 
L I, 1405DISKi-l 
[ , CONSTNQ ] 
[ , STACKER ]) 

(2311) 
EMVOL= <23 1 4 > 
(3330? 



FSTE MTJL= *YES> 
(NO > 



Figure 16. EM1401 Emulator Macro 
Instruction 

This operand is used to include 
those functions of the emulator that 
process data from tape and disk. For 
example, if the PPTAPE and DISK 
parameters are omitted , the emulator 
routines that handle preprocessed data 
and data from disk are omitted, but 
the tape and disk formatting programs 
are not. These programs are always in 
the SYS1 . LINK LIB data set for the* 
first emulator generated and are not 
included for each additional emulator. 



EMVOL 



specifies the unit for the Emulator 
Distribution Library (EMDLIB) . If 
omitted, 2311 is assumed. 



FSTEMTJL 

specifies whether the 
generated is the firs 
in the system. Since 
certain routines is n 
parameter can be used 
auxiliary storage in 
several emulators. A 
cannot be saved when 
1401/1440/1460 emulat 
1410/7010 emulator, s 



emulator being 
t 1400 emulator 

only one copy of 
eeded, this 

to save 
systems with 
uxiliary storage 
using both the 
or and the 
ince they use 



different load module names. If 
FSTEMUL=NO, the tape and disk 
formatting programs and other common 
emulator components are omitted. If 
this parameter is omitted, YES is 
assumed. 



THE JOB STREAM 

Producing the Job_Strea m [Stajge_Il 

Stage I is an assembly of the EM1401 macro 
instruction. The assembly produces a Stage 
IT job stream that contains a maximum of 
seven jobs. The first six jobs are 
assembler jobs, the last one is a linkage 
editor job. The job stream is punched on 
cards. The sixth assembler job assembles 
the routines that emulate 1400 disk 
devices. It is omitted from the job stream 
when the IODVTYP operand of the EM1401 
macro instruction does not reguest disk 
routines. 

Restarting Stage I 

Stage I is one job, and it can be restarted 
only at the beginning of the job. Common 
causes of error during Stage I are: 

• Improper allocation of utility data 
sets caused by incorrect parameters 

• Keypunching errors in the input deck 

• JCL errors 

• Contradictory or invalid parameters in 
the EM 1401 macro instruction 

To restart stage I, correct any errors 
in the input deck and rerun the job. 

Executing_ the_. Job _,, Stream^ (St age^II) 

During Stage II, emulator modules are 
assembled and stored in the Emulator 
Distribution Library in the data set 
EMUL.EMOBJ.emname, where emname is the name 
specified in the EMNAME operand of the 
EM 1401 macro instruction. After all 
modules have been assembled, they and other 
modules from the EMDL.EMMOD library are 
processed by the linkage editor to form the 
emulator load modules. 

Note: If you need accounting information 
on the JOB card, you must replace the 
existing cards with your JOB cards. Do not 
delete any information on the JOB cards 
when you add your accounting information. 

The suggested procedure for executing 
the job stream is: 

1. Execute the assembler jobs. The 

linkage editor job will not run when 
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the TYPRUN=HOLD parameter in the JOB 
statement is coded. 

2. If the first assembler job does not 
run successfully, find the error, 
change the DISP parameter on the 
SYSPUNCF DD statement to 

DISP= (OLD, KEEP) , and resubmit the job. 

3. If any remaining assembler jobs do not 
run successfully, find the error and 
resubmit only those jobs that did not 
run. 

4. When the assembler jobs have been 
completed, start the linkage editor 
job by typing "A EMLKED". 



The linkage editor job leaves the 
EMUL. EMOBJ. emname data set on the EMDLIB so 
that the emulator can be maintained and 
re-created. 

By changing the SYSLMOD DD statement of 
the linkage editor job, the emulator can be 
link edited to other libraries. These 
libraries can be for any system that can 
execute the emulator (a system with the AFT 
or WVT control program and an appropriate 
compatibility feature) . The six assembly 
jobs need not be rerun. The Emulator 
Distribution Library that contains the 
output from the assembly jobs is used as 
input. 



If any of the emulator load modules are 
destroyed during system operation, 
re-create the emulator by rerunning the 
linkage editor job. 



PUNCHING THE SAMPLE PROGRAM 

After Stage II has been completed, but 
before the Emulator Distribution Library 
has been removed, the sample program should 
be punched. The sample program, which 
tests various components of the emulator, 
is in the EMUL . EMSAMP data set. The JCL 
statements to punch the sample program, and 
the results you should obtain from 
executing the program are shown in Appendix 
C 



GENERATING SEVERAL, EMULATOR PROGRAMS 

More than one emulator can be generated and 
included in the SYS 1 . LINKLIB data set by 
following the procedures for generating a 
single emulator. To ensure that subseguent 
emulators are generated without replacing 
the existing ones, each emulator must be 
given a unigue name in the EMNAME operand 
of the EM1U01 macro instruction. In 
addition, FSTEMUL =N0 must be coded to 
indicate that this is not the first 
emulator. Sufficient space must be 
available in the SYS1. LINKLIB data set for 
the additional emulators (see Figure 6) . 
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EXECUTING THE EMULATOR 



The emulator is loaded, started, and 
stopped by the operating system. The 
operating system treats it the same as any 
other problem program, such as a compiler 
or a payroll program. JCL statements and 
emulator control statements are used to 
control execution of the emulator and the 
1U00 program. 



The emulator initializes its tables and 
control blocks from information in the 
emulator control statements. It then loads 
the mOO program from the unit specified in 
the emulator control statements. 



The compatibility feature fetches and 
interprets each 1400 instruction. When it 
can, the feature executes the instruction 
itself; if not, it returns control to the 
emulator program, which emulates the 
instruction. 



The compatibility feature also moves 
data from System/370 buffers to emulated 
1400 storage and back again. Both buffers 
and emulated 1400 storage are in System/370 
main storage; data is in EBCDIC or a 
modified form of EBCDIC in the buffers and 
in an internal code in 1400 storage. The 
emulator uses one instruction of the 
compatibility feature to translate and move 
data. 



The emulator can execute several 1400 
programs in a single OS job step. When a 
second or subsequent 1400 program is to be 
executed, all data files except SYSEMCTL 
are closed, all control blocks and buffers 
acquired by a GETMAIN macro instruction are 
released by means of a FREEMAIN macro 
instruction, emulated 1400 storage is 
cleared, and any routines you have written 
that have been loaded are deleted. Note 
that SYSOUT data files, and in particular 
the log of console communications on 
SYSEMOUT, cannot be filled indefinitely and 
you may have to specify an online printer 
or SYSEMOUT DTD DUMMY . 

During the execution of the OS job step, 
the operator can end either the 1400 
program being executed or the whole job 
step; otherwise, the emulator executes 1400 
instructions until the last 1400 program in 
the job step reaches normal end-of-job or 
until an unrecoverable error occurs. An 
unrecoverable error in any 1400 program 
ends the entire OS job. 



JCL STATEMENTS 

Each 1400 job or group of jobs must be 
preceded by JOB, EXEC, and DD job control 
statements. Examples of these statements 
are shown in Figure 17. 

THE JOB STATEMENT; In MFT, the emulator 
and the 1400 program are in the same 
partition. The CLASS parameter in the JOB 
statement directs the operating system to 
start emulator jobs in the correct 
partition. You can reserve one of the 15 
available job classes (A-O) for 1400 jobs. 

More than one job class can be assigned 
to the emulator partition. Also, the 
emulator partition can be redefined to 
modify the size or job class assignments so 
that other work can be done in the 
partition. If emulation jobs have widely 
varying storage requirements, assigning 
classes by partition size may use main 
storage more effectively than assigning 
them by job type. For more information 
about assigning job classes to jobs and " 
partitions to job classes, see MFT Guide, 
GC 27-6939, ' 

In MVT, the emulator program and the 
1400 program are in the same region. The 
REGION parameter in the JOB statement 
should indicate the storage needed. 

No special JOB statement parameters are 
needed to execute the emulator, but you 
should use the MSGLEVEL= (1,1) parameter so 
that error condition information will be 
printed. For a description of the 
parameters of the JOB statement, see Job 
Control, Language Reference, GC 28-6704. 

THE. EXEC STATEMENT; This statement must 
identify the program name of the emulator. 
You must assign a program name to each 
emulator catalogued by the operating 
system; you assign the name at emulator 
generation. PGM=IIQE14 should be coded if 
no program name was assigned. Other 
operands may be coded in the EXEC statement 
when required. 

DD_STATEMENTS: Data definition (DD) 
statements specify the data sets and 
devices used by the emulator and the 1400 
program. DD statements should be provided 
as listed below. Factors to be considered 
are listed under each type of DD statement. 

SYSUDUMP DD statement 

defines an optional data set used to 
print the contents of the emulator 
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f Last 1400 Data Card" 



LC 



1400 Data 



1400 Job 



Emulator 

Control Statements 



f / /DP Statements 
f //EXEC 



//JOB 



//EWUL 


JOB 


MSGLEVEL= (1,1) 






//STEP 1 


EXEC 


P-GM = IIQE14 






//SYSUDDMP 


DD 


SYSOHT=A 






//SYSEWOUT 


DD 


SYSOUT=A 






//TAPE 1 


DD 


DSNAME=ABC,UNIT=2400,DISP=OLD, VOL=SER = 14 0101 






//* 




BUFNO DEFAULTS TO 1 AND BLKSIZE AND RECFM ARE 


IN LABEL 




//TAPE 1 A 


DD 


DSNAME=DEF,UNIT= (2400, , DEFER) ,DISP=OLD r 




X 


// 




VOL=SER=14010 2,DCB= (BO"FNO= 2, BLKSIZE=5000, RECFM 


=VB S) 




//TAPE 2 


DD 


UNIT=(2400-2, ,DEFER) , DCB= (BLKSIZE=10 00 , 




X 


// 




BTTFN0=2,DEN=1 r TRTCH=ET, RECFM=U) ,LABEL= (, NL) , 




X 


// 




DISP=OLD,DSNAME=EFG,VOL=SEF=14010 5 






//DISK 1 


DD 


DSNAHE=HTJ,UNIT=231 4, VOL=SER=1 401 08 , DTSP=OLD 






//PUNCH1 


DD 


SYSOUT=B 






//PRINT 1 


DD 


SYSOUT=A 






//SYSE MCTL 


DD 


* 






EMCTL 


SENSE=ABCD,EOJAADDR=10384,OPSERV 








CCTL 


CR 1= 2/68, Cfl 12=62/1 28 








TAPE 


UNIT=12 r NAWE=TAPE1 








TAPE 


UNIT=15, NAME=TAPE2 








DISK 


UNTT=1 6,NAME=DISK1, FROMDEV=1 31 1 r BUFID=01, 




X 






MODE=MIXED 








TJE 


TJNTT=RDR,NAME=SYSEMCTL 








UP 


TJNIT=PNCH, NAME=PDNCH1 








TTR 


UNTT=PTR ,NAME= PRINT 1 








UR 


UNIT=CNSL 








LOAD 


CARD 






Cards containing 


the 1401 program go here. 






The BCD data for 


the 1401 program goes here. Start the data in 


column 1 


and go 


column 80, 


continuing on the next card in column 1. 






)LC 










The last data card goes here. 







Figure 17. JCL and Emulator Control Statements - Example 1 
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partition and related system control areas 
if the emulator fails to reach normal 
end -of- job. 

SYSEMOUT DD statement 

defines an optional data set used to 
print messages and operator commands, 
all emulator dumps, and the control 
statements in the SYSEMCTL data set. 
The data set is also used to print the 
dumps requested by the operator using 
the DUMP command. The data set can be 
temporarily stored on tape or disk for 
offline printing. 

SYSEMCTL DD * 

defines a data set that provides all 
the control information needed by the 
emulator to execute the 1400 program; 
this data set is required. Use 
SYSEMCTL DD DATA if a slash is the 
first character of any data card in 
the data set. This DD statement 
generally includes three items: 

• Emulator control statements 

• m00 program 

• 1400 data 

These items may be catalogued by a 
previous job step. If they are, the 
SYSEMCTL DD statement points to the 
device on which they are catalogued. 

Emulator control statements contain 
information about the 1400 program and 
identify which System/370 device or 
unit is to emulate a 1400 device. The 
1U00 program must be an object deck 
that can be executed on the 1400 
system for which it was originally 
written. The 1400 data must be in 
BCD. 

Other DD statements are reguired to 
define input and output data sets for the 
emulator. Parameters used in these DD 
statements are: 

DDNAME 

is reguired; any valid name may be 
used. 

SYSOUT 

is required for offline printing and 
punching. 

DS NAME 

is required for disk units and for 
tape units if the tape has standard 
labels. 

UNIT 

is required, except for offline 
punching, printing, and card reading. 
A specific device can be requested by 



address, type, or group. Unit 
affinity, parallel mounting of 
multiple- volume data sets, and 
deferred mounting can be specified. 
Deferred mounting is desirable if 
specific device addresses are coded 
and the job can be set up in advance. 

For unit record equipment, UNIT 
must specify an online device if 
immediate input or output is desired. 
When the Selective Stacker feature is 
being emulated, UNIT must specify a 
2540Card Read Punch. 

VOLUME 

volume serial numbers must be used for 
input tapes (even if the tapes are 
unlabeled) , and are generally needed 
for output tapes. RETAIN should be 
coded if output is to be printed by a 
subsequent job step. 

LABEL 

is optional; if not specified, 
standard operating system labels are 
assumed. For tapes in 1400 format, 
LAB EL= { , NL) must be specified. 

DTSP 

the KEEP parameter is required to 
execute a 1400 program that issues a 
Rewind and Unload instruction and then 
uses that file again. 

SPACE 

is required for direct access storaqe 
devices when creating data sets. 

DCB 

is optional, and is used to describe 
the attributes of the data set. 
Certain parameters are reguired when 
the data set characteristics differ 
from default values. DCB parameter 
considerations are: 

BLKSIZE 

is required for tape files except 
when the block size is included 
in a standard operatinq system 
label for input files. It is 
required for all tapes in 1400 
format . 



The Record Overflow feature 
cannot be used when emulating 
tape files on disk units because 
the emulator cannot backspace 
over records split between 
cylinders. This limits the 
maximum block size to the data 
that can be written on one track. 
We recommend that you specify 
3500 bytes for the 2311 and 2314, 
and either 3100 or 4200 bytes for 
the 3330, 
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BTTFNO 



DEN 



is optional; it indicates the 
number of emulator buffers to be 
used for I/O operations. If not 
specified, one buffer is reserved 
for tape and disk units, and two 
buffers for unit record 
equipment. Three buffers are 
reserved for the 2540 Card Read 
Punch if OS punch error recovery 
is used. 

The maximum number of buffers 
used by the emulator is one 
buffer per disk unit and two per 
tape unit. If BUFNO is qreater 
than the maximum, it is reduced 
to that number. The number of 
buffers specified for unit record 
equipment is not chanqed. 



is required for tapes when the 
density is not the default value. 



LRECL 



is required when blockinq records 
and when a value other than the 
default value is desired. 



mess 
indi 
form 

moo 

requ 
prin 
cont 
cont 
but 



age IIQ094I 
cate that a 
at was spec 
job is end 
ired for th 
ter buffer 
rol charact 
rol) in the 
the charact 



is issued to 
n invalid record 
ified, and the 
ed. RECFM=FA is 
e printer. The 
contains an ASCII 
er (carriage 

leftmost byte, 
er is not printed, 



Note: The Record Overflow 
feature may not be used when 
emulating tape files on disk 
units because the emulator is 
unable to backspace across 
cylinders. 



TRTCF 



is required for seven-track 
tapes. TRTCH=ET should be 
specified if the tape is in 1400 
format (the emulator 
automatically switches parity if 
necessary) ; TRTCH=C must be 
specified if the tape has been 
preprocessed or created by the 
emulator in spanned format on a 
seven-track tape. 



OPTCD 



is optional; for a validity check 
for write operations on a direct 
access storage device, 0PTCD=W 
must be specified. 



RECFM 



If not specified, input tape 
files are assumed to be in 1400 
format (RECFf«=U) , and output tape 
files in VPS record format 
(RECFM=VBS) . RECFN=U is required 
for output tapes in 1400 format. 
RECFM=VS (channel buffer) or 
RECFM=VBS is required for input 
tapes in spanned format. If a 
record format other than U, VS, 
or VBS is specified for a tape. 



Multiple DD statements must be used to 
define multiple files or data sets on a 
single device. 



Figure 18 shows the DD statement 
parameters that define unit record 
equipment. Additional parameters may be 
coded if values are inadequate. 



Note 1 : A DD statement is not required for 
operator consoles. 

Note__2: An operating system /* card must 
not be placed at the end of a job step if 
the Selective Stacker feature is being 
emulated. 



1 

1 Device 
I- 



Peripheral Processing 



Online Processing V— ^ — r 

No Blocking J No Blocking | 



Blockinq 



\ Reader 



TJNTT=00C 



] Punch 



UNIT=00D 



| SYS0UT=B* | SYSOOT=B,DCB=(RECFM=FB,LRECL=80,BLKSIZE=400) * | 



4- 



4- 



^ 



I Printer 
\ L 



TJNTT=00E | SYS0DT=A3 | SYSOUT=A ,DCB= (RFCFM=FBA, LRECL= 133,BLKSIZE=399) 2 | 
, .j x_ ^ 

I Notes: | 

!»Defaults to FECFM=F and LRECL=80. 1 

1 2 The value specified in BLKSTZE must be a multiple of the value specified in LRECL, | 

I and cannot exceed 32,760 bytes. | 

|3Defaults to RECFF!=FA and LRFCL=80. | 



Fiqure 18. DP Statement Para maters for Unit Record EauiDment 
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EMULATOR, CONTROL STATEMENTS 

The emulator needs certain information to 
execute the 1400 program properly. This 
information is provided in emulator control 
statements. Emulator control statements 
are required to: 

• Define each I/O device being emulated 

• Indicate 1400 program end-of-job 
addresses 

• Describe how 1400 console sense 
switches are to be emulated 

• Identify the device from which the 1400 
program is loaded 

• Add your own routines to the emulator 

• Send comments to the operator before 
the 1400 program is executed 



Emulator control statements are defined 
in this section, and their formats are 
shown in Figure 30. This figure, which is 
located just before the appendixes, can be 
folded out and read with the rest of this 
section. After you become familiar with 
the definition of each statement and 
operand. Figure 30 can be used to prepare 
emulator control statements for your 1400 
program. 

The input stream may contain emulator 
commands. The ALTER command can be used to 
modify an instruction in the 1400 program 
or to store a value in a data area. The 
DUMP command can be inserted between any 
two emulator control statements to record 
the contents of the emulator partition at 
the time the command is read. The commands 
that are not accepted in the input stream 
are: 

• DISPLAY, with the REG, STATUS, TAPE, 
DISK, UR, or CONFIG operand 

• EOJ, ECJ ALL or EOJ A 

• SET 

• START 



Emulator commands are discussed in the 
section "Communicating with the Emulator." 
Syntax and coding conventions are given in 
Appendix B. 



When you have data for the 1400 program 
in the input stream, you must put a ) LC 
card just before the last data card. The 
)LC card is defined with the emulator 
control statements in this section. 



CAUTION: The ) LC and ) RC cards differ from 
the emulator control statements in that 
they must start in column 1 of the card. 



HOW TO PREPARE CONTROL STATEMENTS 

CCTL. .z.Car^iage^Control, Information 

Use the CCTL statement to emulate the 
carriage control tape for a 1400 printer. 
The CCTL statement defines the image and 
the length of the carriage control tape 
that was used on the printer when the 1400 
program was executed on a 1400 system. 
Multiple operands may be specified if they 
are separated by commas. Do not specify 
the LENGTH operand more than once. 

The channel-1 punches and the length of 
the carriage control tape defined by the 
CCTL statement must correspond to the 
channel- 1 punches and the length of the 
carriage control tape on the System/370 
printer. The System/370 printer is 
identified in the UR emulator control 
statement by the UNIT=PTR operand. Punches 
in other channels of the carriage control 
tape do not have to correspond. 



CHcc=nnn[/nnn ]. . . 

describes how the carriage control 
tape is to be emulated for the 1400 
program. CHcc specifies the channel 
being emulated, cc is a decimal value 
from 1 through 12 that identifies a 
specific channel, nnn is a decimal 
value from 1 through 132 that 
identifies the column in which a 
carriage tape punch is to be emulated. 
Multiple column numbers can be 
specified for each channel if they are 
separated by slashes (for example, 
CH5=8/96/108) . 

This operand must be specified and 
can be specified twelve times in one 
CCTL statement, but there must be no 
more than one operand for any one 
channel. If two or more operands are 
coded for the same channel, all but 
the last operand are ignored. Default 
values for this operand are listed in 
Figure 30. 

LENGTH=nnn 

is the length of the carriage control 
tape, where nnn is a decimal value 
from 1 through 132. If this operand 
is omitted, 132 is assumed. 

CHBUF 7 Obtain Channel Buffer 

Use the CHBUF statement when you use a 
channel buffer for tape units. This buffer 
may be used by one tape unit or by all tape 
units. The CHBUF statement establishes the 
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size of the channel buffer. The emulator 
uses the channel buffer if (1) the size of 
the buffer needed by the tape unit is equal 
to or less than that of the channel buffer, 
(2) the data is in 1400 format or VS 
format, and (3) double buffers are not 
requested for that tape unit. If the 
emulator cannot use the channel buffer, a 
separate buffer is obtained. 

The size of the buffer needed by the 
tape unit is specified in the BLKSIZE 
parameter of the DCB operand (DD 
statement) . If the value in the BLKSIZE 
parameter is greater than the size of the 
channel buffer, a separate buffer is 
obtained for that tape unit. If the 
BLKSIZE parameter is omitted, the channel 
buffer is used, and the block size becomes 
that of the channel buffer. 

Only two record formats can be used with 
the channel buffer: 1400 format (FECFM=U) 
and VS format (EECFM=VS) . VBS format 
cannot be used with the channel buffer 
because the second and subsequent records 
in the block would be lost. 

Note: Using a channel buffer greatly 
reduces the main storage required for some 
emulator jobs, but it also increases the 
time required to run those jobs. Most 1400 
programs are T/O-bound, and using a channel 
buffer makes them even more so. A channel 
buffer should not be used unless you must 
reduce the main storage required by the 
emulator job. 

CH1=nnnnn 

specifies the size of the channel 
buffer. nnnnn is a decimal value from 
0 through 32,755. Values above 32,755 
cause the emulator to stop. 

Note: When emulating tape files on a 
disk unit, no records can be written 
that exceed the track size of the disk 
unit. 

COMMENT - Programmer Comment to, Operator 



Use the COMMENT statement to give 
instructions to the console operator. The 
instructions are displayed on the operator 
console when the emulator job is 
initialized. One COMMENT statement must be 
coded for each line of information to be 
displayed on the console. 

comments 

contains the text that is to be 
displayed on the operator console. 
Any EBCDIC character acceptable to the 
operating system may be entered. The 
emulator stops when an invalid 
character is found. 



The emulator types up to 52 
characters of comments on the operator 
console for each COMMENT statement. 
If the comments field exceeds 52 
characters, the field is truncated 
after the 52nd character, and the 
remaining characters are lost. 

The comments field becomes the text 
field of a WTO (write-to- operator) 
macro instruction. A routing code of 
12 and a descriptor code of 7 are 
assigned to the WTO. 

DISK - 1400 Disk Informat ion 

Use the DISK statement to identify a 1400 
disk device. One DISK statement must be 
coded for each disk device used by the 1400 
program. Multiple operands may be 
specified if they are separated by commas, 
but each operand may be specified only 
once . 

If the first volume must be removed for 
a subsequent volume to be mounted, the 
operator must identify the second and any 
subsequent volumes by typing the DISK 
statement at the console. A DD statement 
must be included in the JCL to define each 
volume used. 

UNIT=cm 

identifies the channel (c) and module 
(m) of the 1400 disk being emulated. 
This operand must be specified, c 
must be 1; m must be one of the 
following values: 

0 - for a 1301 
0 - for a 1405 

0, 2, 4, 6, or 8 - for a 1311 

NAME=ddname 

is the name of the DD statement that 
describes the System/370 device that 
is to emulate the 1400 device. This 
operand is used to connect emulator 
control information provided in the 
DISK statement with system control 
information provided in JCL 
statements. 

Although the NAME operand is 
optional, the ddname associated with 
the first file on the device should be 
specified. If the ddname is not 
specified, the emulator asks the 
operator to assign one during 
execution. The operator must then 
type the DISK statement at the 
console. 

FEOMDEV 

is the type of disk device to be 
emulated. This operand must be 
specified. There is no default value. 
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"Figure 19. Comparison of Buffer Sizes and Mode Operands 



BUFID=nn 

identifies a buffer when buffers are 
shared, where nn is a two -digit buffer 
identification from 00 through 99. If 
two or more DISK statements have the 
same buffer identification, the 
devices described by those statements 
share that buffer. The first DISK 
statement read by the emulator 
determines the size of the buffer (see 
the MODE operand) . Omit this operand 
if the device is not sharing a buffer. 



MODE 

is the data format being used on the 
1400 device. MIXED indicates that 
track-record mode or both track-record 
and sector modes are used. SECTOR 
indicates that only sector mode is 
used. If MODE is not specified, 
sector mode is assumed. Use Figure 19 
to determine which MODE operand to 
use . 

CAPTIONS: 



• Use the same mode in the DISK statement 
as was used when the volume was 
formatted by the disk formatting 
program. 



• The emulator determines the size of the 
disk input or output buffer from the 
MODE operand; therefore, the operand 
must indicate the largest buffer used 
on the disk volume (or subseguent 
volume if one volume is removed and 
another mounted) . The operator cannot 
increase the buffer size when he enters 
the DISK statement from the console, 
because the first DISK statement 
defines the size of the buffer. 



• If a buffer is shared, the size of the 
buffer is determined by the MODE 
operand of the first DISK statement 
read; it cannot be changed by another 
DISK statement. 



MCTL_;_Emulator_Con^rol_Inf or mat ion 

Use the EMCTL statement to indicate when 
the 1400 program will reach normal 
end-of-job, how the sense switches on the 
1400 console are to be emulated, and 
whether communication between the operator 
and the emulator is desired. 

All operands of the EMCTL statement are 
optional, but at least one operand must be 
coded if the statement is used. Multiple 
operands may be coded if they are separated 
by commas, but each operand may be coded 
only once. 

Whenever a Halt or Halt and Branch 
instruction is encountered, the contents of 
the emulated A-address, B-address, and 
I-address registers are compared with 
information in the EMCTL statement. The 
emulator tests the registers in the order: 

A-address register (AAR) 
B-address register (BAR) 
I-address register (IAR) 

The results of the possible combinations 
are listed in Figure 20. 

Only one address need be specified when 
one address is used for all halts in the 
1400 program. When there is more than one 
halt address, one operand should be 
specified for each. 

This statement has three operands when 
decimal addresses of locations in emulated 
1400 storage are specified. The first 
position of 1400 storage is location 0. 
Addresses outside the boundaries of 1400 
storage are never placed in the IAR, AAR, 
or BAR, and need not be specified. 



EOJAADDR=nnnnn 

is the contents of the emulated AAR 
when the 1400 program reaches normal 
end-of-job. nnnnn must be a decimal 
value. Whenever the 1400 program 
issues a Halt or Halt and Branch 
instruction, the emulator compares the 
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contents of the AAF with the address 
specified in the EOJAADDR operand. If 
the addresses match and the EOJBA DDE 
and EOJIADDR operands were not 
specified, the emulator ends the 1400 
job. Figure 20 shows the interaction 
of EOJAADDR with other operands. 

i 1 r— < 1 1 

| MESSAGE | EOJIADDR | EOJAADDR | EOJBADR | 

I r 4 J \ 

\ J =i I any combinations \ 

\ r . -f 

I \ I I not | 

j or \= l | specified | 

I 1 I +— 1 

1TTQ0 23 | not |not | | 

I j specified | specified 1 = * \ 

\ I I \ ^ 

\ I l =1 != l ! 
\ \. i j jj 

1IIQ021 ! \ 
ITTQ022 jail ether combinations ! 



| 1 indicates that the contents of the \ 
| emulated register and the specified | 
\ operand (nnnnn) are egual (=) or \ 
\ different (?) . I 

t . i 

Figure 20. Combinations of EMCTL Operands 

EOJBADDR=nnnnn 

is the contents of the emulated BAR 
when the 1400 program reaches normal 
end-of-job. nnnnn must be a decimal 
value. Whenever the 1400 program 
issues a Halt or Halt and Branch 
instruction, the emulator compares the 
contents of the BAR with the address 
specified in the EOJBADDR operand. If 
the addresses match and the EOJAADDR 
and EOJIADDR operands were not 
specified, the emulator ends the 1400 
job. Figure 20 shows the interaction 
of EOJBADDR with other operands. 

EOJIAEDR=nnnnn 

is the contents of the emulated IAR 
when the 1400 program reaches normal 
end-of-job. nnnnn must be a decimal 
value. Whenever the 1400 program 
issues a Halt or Halt and Branch 
instruction, the emulator compares the 
contents of the IAR with the address 
specified in the EOJIADDR operand. 
These addresses are compared after the 
AAR and ERR have been compared. If 
the addresses match, the emulator 
program ends the 1400 job. Figure 20 
shows the interaction of EOJIADDR with 
other operands. 

SENSE[=abcdefg] 

turns on the indicated sense switches. 
All switches are turned on by 
specifying SENSE with no sub-operands. 
If you' want one or more (but not all) 
switches turned on, code the SENSE 
operand using capital letters for the 



switches to be turned on (for example, 
SENSE=BFG) . All other switches are 
turned off. 

OPSERV 

indicates that you want communication 
between the emulator and the operator. 
The OPSERV operand causes the emulator 
to issue the WTOR message: 

IIQ001I jobname OPERATOR SERVICES AVAILABLE 

If the OPSERV operand is omitted, 
the WTOR message is not issued and the 
operator has no way of entering 
emulator commands or control 
statements except on reguest from the 
emulator or at a 1400 halt. 

Omitting this operand slightly 
increases emulator performance. 
However, the operator cannot interrupt 
the 1400 program. 

This operand should be coded until 
the 1400 program runs properly. It 
can then be omitted for those 1400 
programs that do not need to issue 
message IIQ001I. 

When several 1400 programs are 
being executed in a singie OS job 
step, replying to this message during 
the execution of a 1400 program for 
which OPSERV is not specified has no 
effect. 

LOAD - Load . 1400,, Program 

Use the LOAD statement to indicate the type 
of device used to load the 1400 program. 
The LOAD statement is reguired. It must be 
the last emulator control statement before 
the 1400 program; that is, it follows all 
the emulator control statements entered 
into the input stream except the ) LC card. 



CARD 

indicates that the 1400 program was 
loaded from the card reader. The 
emulator uses the ddname from the OR 
emulator control statement for the 
card reader to locate the System/370 
device that contains the 1400 program. 
If there is no UR statement for the 
card reader, the emulator stops. 



TAPE 

indicates that the 1400 program was 
loaded from a tape unit. The emulator 
uses the ddname from the TAPE emulator 
control statement with UNIT=11 to 
locate the System/370 device that 
contains the 1400 program. If there 
is no TAPE statement with 0NIT= 11, the 
emulator stops. 
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TAPE - 1400 Tape Information 

Use the TAPE statement to identify the 1400 
tape units to be emulated. One TAPE 
statement must be coded for each tape unit 
used by the 1400 program. Tf the 1400 
program uses multiple-volume files, only 
the first file can be identified using the 
TAPE statement. Subsequent files must be 
identified by the operator after the first 
file has been processed. 

Multiple operands may be specified if 
they are separated by commas, but each 
operand may be specified only once. 

UNIT=CU 

identifies the channel number (c) and 
unit number (u) of the 1400 tape unit 
being emulated. This operand must be 
specified, c must be 1; u is a value 
from 1 through 6. 

NAME=ddname 

identifies the DD statement that 
describes the System/370 device that 
is to emulate the 1400 tape unit. 
This operand is used to connect 
emulator control information in the 
TAPE statement with system control 
information provided in JCL 
statements. 

Although the NAME operand is 
optional, the ddname associated with 
the first file on the unit should be 
specified. Tf the ddname is not- 
specified, the emulator asks the 
operator to assign one during 
execution. The operator must then 
type the entire TAPE statement on the 
console . 

ALTMODE 

specifies whether the tape is in 

alternate mode or normal mode. Tf the 

tape is in normal mode, specify 

ALT MODE=NO, or omit the operand. If 

the tape is in alternate mode, specify 

ALTMODE=YES. 

A tape in normal mode, even parity, 
contains a 1 in bit 1 of the EBCDIC 
character; a tape in normal mode, odd 
parity, contains a 0 in bit 1: 

nlnnnnnn - Even parity 
nOnnnnnn - Odd parity 

When tapes are in alternate mode, 
the emulator does not make a 
distinction between odd and even 
parity. Data in alternate mode is the 
same as data in normal mode, even, 
parity. 

TYPEFLE= 

INOUT 



indicates that an input tape may 
later be used as an output tape. 
If TYPEFLE is not specified, 
INOUT is assumed. 

INPUT 

the emulator opens the file for 
input. (You need not reply to 
the OS file protect warning 
message. ) 

OUTPUT 

opens the output data set when 
the emulator might open it 
incorrectly. This operand should 
be specified when the tape is an 
output tape, but the first I/O 
operation is a read operation to 
check for a 1400 label. When the 
file is opened, a 20-byte record 
is written on the tape, and the 
tape is then repositioned to the 
beginning. This is done for all 
data formats. 

DILCNT=nnn 

indicates the number of 1400 
instructions that must be executed 
before a 1400 I/O interruption occurs 
for an overlapped instruction. nnn is 
a decimal value from 0 through 126. 
If this operand is omitted, a value of 
25 is assumed. This operand makes it 
possible to execute most 
time-dependent programs. (For more 
information, see "Time-Dependent 
Programs" in the section "Emulator - 
1400 Differences.") 

5g_Z^J40p UnitRecprd, I n formation 

Use the UR statement to identify 1400 unit 
record devices to be emulated. One UR 
statement must be coded for each unit 
record device used by the 1400 program. 
Multiple operands may be specified if they 
are separated by commas, but each operand 
may be specified only once. 

UNIT 

identifies the 1400 unit record device 
being emulated. This operand is 
required. CNSL specifies the console, 
PNCH the card punch, PTR the printer, 
and EDR the card reader. 

NAME=ddname 

identifies the DD statement that 
describes the System/370 device that 
is to emulate the 1400 device. This 
operand is used to connect emulator 
control information in the UR 
statement with system control 
information in JCL statements. This 
operand should not be used if the unit 
is a console. When STACK ER=YES, 1, 2 
or 3 is coded, the ddname must not be 
SYSEMCTL. 
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STACKER 

indicates that the Selective Stacker 
feature is to be emulated. (If, 
however, STACKER was not in the 
TODVTYP parameter of the EM1401 macro 
instruction, the Select Stacker 
operation is not performed.) When the 
operand YES is coded, the emulator 
stacks the cards read or punched in 
the pocket selected by the 1400 
program; when the operand 1, 2, or 3 
is coded, the emulator stacks all 
cards in the appropriate pocket and 
ignores the 1400 program stacker 
reguest. When STACKER= YES, 1, 2, or 3 
is coded, the ddname of the NAME 
parameter must not be SYSEMCTL. 

DILCNT=nnn 

indicates the number of 1400 
instructions that must be executed 
before a 1400 I/O interruption occurs 
for an overlapped instruction. nnn is 
a decimal value from 0 through 126. 
If omitted, 25 is assumed. This 
operand is not needed if the unit is a 
console. This operand makes it 
possible to execute most 
time-dependent programs. For more 
information, see "Time-Dependent 
Programs" in the section "Emulator - 
1400 Differences." 

USER - Include Your. Routine 

This statement gives information about a 
routine you have written that you want 
loaded with the emulator. When the 
emulator is initialized, the operation code 
table is modified so that it points to your 
routine rather than an emulator routine. 
The USER statement and its operands are 
discussed in Appendix F. 

VLC - End of Data 



TJse the ) LC statement to show the end of 
data for the 1400 program or, if there is 
no data, to show the end of the 1400 
program. 

) LC 

indicates that the last c^rd of BCD 
data or, if there is no data, of the 
1400 program follows. If there is 
more than one data or program card 
immediately after the ) LC statement, 
the first one is used and the rest are 
ignored. 



If the emulator runs out of data 
cards before finding the ) LC 
statement, it continues to issue read 
operations until a JCL card is 
encountered, whereupon the emulator 
ends the 1400 job, issuing the 
message: 



IIQ072D CARD INPUT EXHAUSTED 

) RC Emu lating_Several^1 400. Programs 

Use the ) RC statement when the emulator is 
to execute several 1400 programs in the 
same OS job step. 

) RC 

indicates that a 1400 program follows 
immediately. This card must be used 
only when you are executing several 
1400 programs in the same OS job step; 
it must be inserted before every set 
of emulator control cards except the 
first. 



EXAMPLES OE JCL AND EMULATOR CONTROL 
STATEMENTS 

EXAMPLE 1 : Figure 17 shows an emulator 
job. This example assumes a 1401 program 
that reguires: 

• One card reader 

• One card punch (PUNCH 1 DD statement) 

• One printer (PEINT1 DD statement) 

• Two tape files in spanned format using 
the same nine-track tape unit (TAPE1 
and TAPE1A DD statements) 

• One tape file in 1400 format on a 
seven-track tape (TAPE2 DD statement) 

• One 1311 file on one t 2314 disk pack 
(DISK 1 DD statement) 

• The operator console 

The DD statement named TAPE 1A is not 
referred to in the emulator control 
statements. After the tape file defined by 
the TAPE 1 DD statement has been removed, 
the tape file defined by the TAPE1A DD 
statement can be mounted, control 
information for TAPE1A must be typed on the 
console by the operator, as follows: 

TAPE UNIT=1 2 , NAME=TAPE TA 

The DTSK1 DD statement defines the data 
set created by the disk formatting program 
for the 1311 Disk Storage Drive defined by 
the DISK statement. The data set name 
(HIJ) must be the same as the one created 
by the disk formatting program. Since LOAD 
CARD is specified, the emulator uses the 
ddname in the UR statement with UNIT=RDR to 
determine the device on which the 1400 
program is located. 

Note: Performance of the emulator job is 
reduced when the data sets described by the 
PRINT 1- and SYSEMCTL DD statements are on 
the same disk drive. 
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//HOLD JOB 


JOE 


MSGLEVEL= (1,1) , EEGION= 10 OK, CLASS=A, TYPRUN=HOLD 


//STEP 


EX EC 


PGM=EMUL 1 4 


//SYSUDUMP 


DD 


SYSOUT=A 


//SYSPETNT 


DD 


SYSOUT=A 


//SYSEMOUT 


DD 


SYSOUT=A 


//READER 


DD 


UNIT=00C,DCB= (RECFM=F, BLKSIZE=80) 


//PUNCH 


DD 


UNIT=00D, DCB= (P ECFM=FA ,BLKSIZE=80) 


//PRINTER 


DD 


UNIT=00E, DCB= (FECFM=FA ,BLKSIZE=1 33) 


//DISKO 


DD 


UNIT=231 1 ,VOL=SEE=RPG401,DCB=(RECFM=FT) , 


// 




DISP=OLD ,DSN=MSFILE 


//SYSEMCTL 


DD 


DATA 




DISK 


UNTT= 10, NAME=DISK0,FROMDEV=131 1, BUFTD=10 , MODE= MIXED 




UR 


UNIT=PNCE, NAME=PUNCH 




DR 


T!NTT=RPR,NAME=READER 




TJR 


TTNIT=PTR , NAWE=PR INTER 




UR 


UNTT=CNSL 




LOAD 


CARD 



/* 



Figure 21. JCL and Emulator Control Statements - Example 2 



EXAMPLE _ 2: figure 21 shows an emulator job 
that uses online unit record devices. Only 
the cards shown in Figure 21 are placed in 
the card reader. The operating system 
reads the cards into the hold queue because 
TYPRUN=HOLD was coded in the JOB statement. 

After the reader has been closed, a 1400 
program and its data should be placed in 
the card reader and the job released. The 
printer, punch, and reader must not be 
allocated to another job nor to a system 
task. 



EXAMPLE 3: An emu 
tapes but only one 
Figure 22. To use 
drives needed to e 
the unit affinity 
(UNIT=AFF=T APE 1) i 
separate DD statem 
block) is created 
first file is a 14 
(TAPE 1 DD statemen 



lator job that uses two 
tape drive is shown in 
only the number of tape 

xecute the 1400 program, 

parameter 

s used. By having 
ents, a DCB (data control 
for each tape file. The 
00 tape-to-print program 
t) . The second file is 



the data to be printed (TAPE 1A DD 
statement) . 

After the program has been read, the 
operator reassigns the tape drive by 
typing: 

REPLY id, 'TAPE UNIT=1 1, NA ME=TAPE 1 A • 

The emulator then closes the data set 
that contains the 1400 program and rewinds 
and unloads the tape. The operator then 
mounts the next tape and continues by 
typing: 

REPLY id, * START* 

Note: A specific value has been reguested 
for the space parameter in the PRINTER DD 
statements. 

EXAMPLE 4: The emulator job in Figure 23 
executes~a 1400 program that needs four 
tape units, but only three are used at a 



//TAPE OPT 

//STEP 

//SYSUDUMP 

//SYSPRTNT 

//SYSEMOUT 

//PRINTER 

//TAPE1 

// 

//TAPE1A 
// 

//SYSEMCTL 



MSGL EVEL= ( 1, 1) ,REGION = 100K 
PG M=EMUL14 
SYSOUT=A 
SYSOUT=A 
SYSOUT=A 

SYSOUT=A,SPACE= (CYL, (10,10)) 

UNTT=2400-2,LABEL= (,NL) ,DISP= (OLD, KEEP) , DCB= (RECFM=VBS , 
DEN=2, ELKSIZE=3200,TRTCH=C) , VOL=SER=TP1 

UNTT=AFF=T APE1 , LABEL= (,NL) , DISP= (OLD, KEEP) , DCB= (REC FM=U, 
DEN=1,BLKSTZE = 5000,TRTCH=ET) ,VOL=SEP=TP1 A 
* 

EMCTL OPSERV, SENSE=B 

TAPE UNIT=1 1 , NAME=TAPE1 

UR UNIT=CNSL 

UR UNI T= PTE , NAME= PRINTER 

LOAD TAPE 



JOE 

EXEC 

DD 

DD 

DD 

DD 

DD 

DD 

DD 



Figure 22. JCL and Emulator Control Statements - Example 3 
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time. Only three tape units are defined in 
JCL statements; the characteristics of the 
fourth are the same as those of the first. 
T >7hen the emulator cannot open the dummy 
file, it issues message IIQ054T TAPEJOB 
EILE=DUMMY COULD WOT BE OPENED. The 
operator should respond: 

REPLY id, 'TAPE UNIT=11 , NAME= DUMMY « 
REPLY id,«TAPE UNIT= 15, N AME=TAPE 1 ' 
PEPLY id , * START * 

The first two responses swap tape files, 
making the active file the dummy and the 
dummy file active. Before typing the START 
command, the operator must mount the fourth 
tape file on the same unit used for the 
first. 

EXAMPLE, 5: Figure 24 shows an emulator job 
with a buffer shared by two 1311 disk 
units. The buffer identification is 01 
(BUFID=0 1) . 

EX AMPLE ,6: Figure 2 5 shows an emulator job 
of two 1«400 programs in the same OS job 
step. The first 1400 job stops at a halt 
with AAR=500 and gives control to the 
initialisation routine to start the second 
1400 job. The Selective Stacker feature is 
emulated in the second job. 



LOADING THE ,1400 PPOGBAM 

The emulator loads the 1400 program from 
the device specified in the LOAD emulator 
control statement: 

• If LOAD CAFD is specified, the emulator 
finds the System/370 device that 
emulates the 1400 card reader and it 
emulates the Load key of the 1400 
reader. This reads the first record of 
the card file into emulated 1400 
storage, and gives it control. 

• If LOAD TAPE is specified, the emulator 
finds the System/370 device that 
emulates the tape unit connected to the 
1400 processor unit at channel 1 unit 
position 1 and emulates the Load Tape 
key of the 1400 processor unit. This 
reads the first record of the tape file 
into emulated 1400 storage, and gives 
it control. 



EXECUTING^THE_J400_PROGRAM 

The emulator executes the 1400 program by 
fetching, interpreting, and executing each 
1400 instruction. It uses the data 
management macro instructions of the 
operating system to execute 1400 I/O 
operations. The emulator continues to 
execute 1400 instructions until: 



• The emulator must wait for some action 
by the operator. (Once the action is 
completed the emulator continues.) 

• An end-of - 1 400-job condition is 
recognized. 

• An unrecoverable error occurs. 
End- of -Job Conditions 

The end-of-job conditions for the 14 00 
program are: 

• A 1400 Halt or Halt and Branch 
instruction is encountered and the 
end-of-job condition established by the 
EMCTL emulator control statement is 
met . 

• The EOJ emulator command is typed by 
the operator. 

• An unrecoverable error occurs in the 
1400 program; for example, there is 
invalid data in 1400 storage. 

If a ) PC control statement follows the 
1400 program in which the end-of-job 
condition occurred, the emulator proceeds 
to execute the next 1400 program. The 
operator can end the entire OS job step by 
entering the EOJ ALL or EOJ A command. 

Error Handling 

The emulator recognizes the following error 
conditions of the 1400 processor unit: 

• Invalid instruction format 

• Invalid operation code 

• Invalid I/O instruction 

• Invalid address 

• Wrong-length record 

• Data check 

When one of these errors occurs, a 
message is printed on the operator console 
to explain the error, or error indicators 
are set to pass the error to the 1400 
program. Operator commands ALTER, SET C TN, 
and TF may be used to change information in 
the 1400 program (see "Communicating With 
the Emulator") . 

I/O errors for all devices are processed 
by OS error recovery procedures. Those 
that are corrected are not normally passed 
to the 1400 program. Uncorrectable I/O 
errors on tape input and on disk, such as 
permanent I/O errors, data checks, and 
wrong-length length records, are recorded 
by the emulator, and control is returned to 
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//TAPE J OB 


JOE 


MSGL EVEL = ( 1 , 1) ,PEGION=1 12K,TTME=60 


//STEP 


EXEC 


PG M=EMUL14 


//SYSUDUMP 


DD 


SYSOUT=A 


//SYSPRTNT 


DD 


SYSOUT= A 


//SYSEMOTJT 


DD 


SYSODT=A 


//TAPE 1 


DD 


UNTT=2400 , LABEL= (,NL) , DCB= (RECFW=U, BLKSTZE=4800) , 


// 




DISP= (OLD, KEEP) ,VOL=SER=TP1 


//TAPE2 


DD 


UNIT=24 0 0,LABEL= (,NL) ,DCB= (RECFM=VBS, BLKSI ZE=3000) , 


// 




DTSP= (NET?, KEEP) , ?OL=S ER=TP2 


//TAPE 3 


DD 


UNIT=2400-2,VOL=SER=TP3,DTSP=(OLD,KEEP) ,LABEL= ( , NL) , 


// 




DCR= (RECFM=U , DEN= 1 , BLKSIZE= 160 00, TRTCH=ET) 


//PRINT 


DD 


SYSOUT=A 


//SYSEMCTL 


DD 


* 




EMCTL 


OPSERV 




TAPE 


TTNTT=1 1 , HAME=TAPE1 




TAPE 


UNIT=12,NAME=TAPE2 




TAPE 


UNIT=1 3 , NAME=TAPE3 




TAPE 


UNIT=15, NAME=DUMMY 




UR 


UNTT=CNSL 




UR 


UNTT=PTR,NAME=PRTNT 




UR 


UNIT=RPE,NAWE=SYSEMCTL 




LOAD 


CARD 



The 1400 urogram (except for the last card) goes here. There is no data. 
) LC 

The last card goes here. 



Figure 23. JCL and Emulator Control Statements - Example 4 



//BTJFSHR 

//STEP 

//SYSUDUMP 

//SYSEMOUT 

//SYSPRTNT 

//DTSK0 

//DISK 1 

//DTSK2 

//SYSEMCTL 



JOB 

EX EC 

DD 

DD 

DD 

DD 

DD 

DD 

DD 

DISK 
DISK 
DISK 
UR 
UR 
LOAD 
ogr am 
i ta goe 



The 1400 pr 
The 1400 da 
) LC 

The last data card goes here. 
/* 



MSGLEVEL= (1,1) ,TIHE=90, RFGION= 10 OK 

PGM=IIQE14 

SYSOUT=A 

SYSOUT=A 

SYSOUT=A 

DSNAME=D13110, UNIT=231 1 ,DI SP= (OLD, KEEP) , VOL=SER=002 5EU 
DSNAME=D1301,UNIT=2314,DISP= (OLD, KEEP) , VOL=SER=0030 EU 
DSNAME=D13114,UNIT=2311,DISP=(OLD,KEEP) , VOL=SER=0026EU 
* 

UNTT=1 0 , flAME=DISKO , FROMDEV=1 31 1, MODE=MIXED, BUFID=01 
UNIT=10 r NAME=DTSK1,FROMDEV=130 1, MODE=MIXED,BUFID=02 
UNIT=12,NAME=DTSK2,FROMDEV=1311, MODE=MIXED,BUEID=0 1 
UNIT=CNSL 

UNIT=RDR,NAME=SYSEMCTL 
CARD 
goes here. 

s here (except for the last data card) . 



Figure 24. JCL and Emulator Control Statements - Example 5 
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//RESTART 


JOB 


MSGLEVEL= (1, 1) ,TIME=80,REGION= 100K 




//STEP 


EXEC 


PG M=ITQE14 




//SYSUDUMP 


DD 


SYSOUT=A 




//SYSEMOUT 


DD 


SYSODT=A 




//SYSPRIflT 


DD 


SYSODT=A 




//READER 


DD 


TJNIT=00C, DCB= (P ECFM=F,BLKSIZE=80) 




//PUNCH 


DD 


UflTT=00D,DCB= (RECFM=FA, BLK STZE=80) 




//SYSPflCH 


DD 


SYSOUT=B 




//DTSKO 


DD 


DSNAME=D 1 3 1 1 0, DNIT = 23 1 1 , DI SP= (OLD , 


KEEPe, 


// 




V0L=SEB=666666 




//TAPE1 


DD 


UNIT=2U00,LABEL= (,NL) ,DCB= (RECFM=0 


,BLKSIZE=4800) , 


// 




DTSP=OLD,VOL=SER=TP1 




//TAPE2 


DD 


UNIT=2400, LABEL= (, NL) , DCB= (RECFM=VBS , BLK SIZE=3000) , 


// 




DISP=0LD, V0L=SER=TP2 




//TAPE3 


DD 


UNIT=23m,VOL=SER=6666,DTSP=NEW,SPACE=(CYL, (50, 10)) , 


// 




DCB= (RFCFW=VBS,BLKSTZE=3500) 




//TAPE01 


DD 


DNIT=2U0 0,LABEL=(,flL) , DCB= (RECFH=U 


r BLKSIZE=4800) , 


// 




DISP=0LD f VOL=SER=TP0 1 




//SYSEMCTL 


DD 


* 






EMCTL 


OPSERV,SENSE=B,EOJAADDR=50 0 






DISK 


UNIT=10,NAWE=DTSK0,FROMDEV=131 1 






TAPE 


UNTT= 1 1 , NAME=TAPE1 






TAPE 


UNTT=12,NAME=TAPE2,TYPEFLE=0UTPUT 






DR 


UNIT=PNCH, NAME=SYSPNCH 






UR 


UNTT=CNSL 






UR 


UNIT=PTR, NAME=SYSPRINT 






DR 


DNIT=RDR , N AM E= SYSEMCTL 






LOAD 


CARD 




The 1400 


program 


goes here. 




The mOO 


data {except for the last card) goes here. 




) LC 








The last 


card goes here. 




)RC 










EMCTL 


0PSERV,E0JBADDR=11 1 






TAPE 


UNIT=1 1,NAME=TAPE01 






TAPE 


UNIT=1 2 , MME=TAPE2 r TYPEFLE=ODTPOT 






TAPE 


UNIT=13, NAME=TAPE3,TYPEFLE=0DTP0T 






DISK 


DHTT=1 0 , NAME= DTSKO , FROMDEV=1 31 1 






TTR 


DNIT=RDR r NAME=READEP r STACKER = YES 






DR 


UNTT=PTR r UAME=SYSPRIWT 






DR 


UNIT=PNCH, NAME=P DNCH 






LOAD 


CARD 





The 
The 
) LC 

The last card goes here. 



1400 program goes here. 

1400 data (except for the last card) goes here. 



Figure 25. JCL and Emulator Control Statements - Example 6 
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the 1400 program. The 1400 program can 
either ignore the error or test for the 
various types of errors using 1400 
instructions. The emulator abnormally ends 
the 1400 program when it encounters an 
uncorrectable error on tape output or unit 
record operations. 



//PBOGLTB DD DSNAME=P 14KKA , UNIT=23 1 1 , 
// VOL=SER=145000, DISP=OLD 



JCL statements are scanned by the //SYSEMCTL 
operating system for syntax errors. If an 
error is found, the job is ended but the 
remainder of the JCL is scanned; emulator 
control statements are ignored. Emulator 
control statements are analyzed by the 
emulator during initialization, if a 
control statement error is found, the 1400 
job is ended, but the remainder of the 
statements are scanned and error messages 
are printed on the system output device. 

Operating system errors, such as 
inability to allocate a device, and 
hardware errors, are handled by the 
operating system. The operator is informed 
so that he can take appropriate action. 

The emulator uses the dynamic device 
reconfiguration (DDF) facilities of the 
operating system for all devices except 
tape devices that have 1400 format tapes. 
Additional information about DDF can be 
found in Operato r's Refe re nce, GC28-6691. 



DD * 

UR UNIT=RDR , NAME =PROG LIB 



CATALOGUING 



Emulator control statements, which are 
normally in the input stream, may be on 
tape or disk. If the emulator control 
statements are in the input stream, the 
SYSEMCTL DD statement should have an 
asterisk or DATA in the operand field and 
should be followed by emulator control 
statements, as shown in Figure 24. 

Emulator control statements must have 
been catalogued by a previous job step or 
utility program in order to be called from 
tape or disk by the emulator. Once 
catalogued, the data set name and other 
information are specified in the SYSEMCTL 
DD statement. For example, if the emulator 
control statements and the 1400 program are 
catalogued on the same 2311 as the 1400 
program library used in the example above, 
and the data for the 1400 program is in the 
input stream, the SYSEMCTL DD statement 
would be modified as follows: 



A 1400 object deck can be catalogued on a 
direct access device. For example, using 
the IEBOPDTE utility program, each object 
deck can be catalogued as a member of a 
partitioned data set (a library of 1400 //SY 
programs) or a sequential data set. // 

//PR 

Probably the easiest way to execute a // 
1400 program is to catalog the program, the // 
emulator control statements, and the data The 
in the same data set. If they are shou 
catalogued together, components must be in ) LC 
the same order as they appear in the input The 
stream: control statements, 1400 program, here 
and BCD data. If your 1400 program cannot /* 
be catalogued with control statements and 
data, each component should be catalogued 
separately. 



SEMCTL DD DSNAME=P 1 4EC S, UNI T=23 1 1 , X 
VOL=SER=145000, DISP=OLD 

OGLIB DD DSNAME=P14KKA,UNIT=2311 , X 
V0L=SER= 145000, DISP=OLD 
DD * 

BCD data (except for the last card) 
Id be entered here. 

last card of BCD data should be entered 



In this example, the SYSEMCTL data set on 
the program library contains either: 



If the program to be executed is in a 
1400 program library, the ddname of the DD 
statement that describes the library must 
be specified in the NAME operand of the 
emulator control statement that describes 
the 1400 device used for program loading. or 
For example, if the 1400 program library is 
on a 2311 with a volume serial number of 
145000, the device originally used for 
program loading was the card reader, and 
the 1400 program to be executed has the 
data set name P14KKA, the backward 
reference would be: 



UR UNIT=RDR, NAME=PROGLIB 
LOAD CARD 



TAPE UNIT= 1 1 , NA ME=PR OGLIB 
LOAD TAPE 

When the 1400 program is catalogued, all 
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of the following conditions must be met: 



• The type of device from which the 
program is loaded must be the same type 
of device as the OS CPP (concurrent 
periphical processing) data set. The 
CPP data set is used for intermediate 
storage of input stream data. 

• The program has the same DCB attributes 
as the CPP data set. (For example, the 
block si?:es must be egual.) 

• The 1400 program and data are 
concatenated, as the DD statements in 
the example show. 



Additional information on the CPP data set 
is in S Ystem_ Programmer^ s.Guide , GC 28- 6550. 
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COMMUNICATING WITH THE EMULATOR 



The operator communicates with the emulator 
by responding to messages it issues. He 
can respond to any WTOR (Write To Operator 
with Reply) message issued by the emulator. 
He must respond using the operating system 
REPLY command, and within the reply, he 
types the emulator command. The format is: 

REPLY id,« command keyword=operand 1 

The emulator command with its associated 
keywords and operands becomes the text of 
the REPLY command. The emulator command 
and its keyword and operands must be 
enclosed in single guotes. Using the 
commands, the operator can get displays and 
dumps, and can modify the 1400 program. 
Most emulator commands have several 
keywords, and many keywords have several 
operands. The operating system uses the id 
to identify the REPLY command as a response 
to the emulator message. 



The programmer who codes the emulator 
control statements determines whether the 
operator can interrupt the 1400 program. 

If the programmer includes the OPSERV 
parameter in the EMCTL emulator control 
statement, the operator can interrupt the 
1400 program. The OPSERV parameter causes 
the emulator to issue a WTOR message just 
before the program begins. The operator 
should not reply until he needs to type an 
emulator command. When the operator 
replies, the emulator issues another WTOR 
message, so that another command can be 
entered. When a command is entered, the 
emulator is interrupted and the command is 
executed. If, however, there are several 
1400 programs being executed in a single OS 
job step, replying to the WTOR message 
during the execution of a 1400 program for 
which OPSERV is not specified has no 
effect. 

If the OPSERV parameter is not coded, 
the operator cannot interrupt the 1400 
program. He can, however, type most 
emulator commands in response to other 
messages issued by the emulator. Any 
emulator command can be typed when the 
emulator encounters a Halt or Halt and 
Branch instruction in the 1400 program. 

Note: If your emmulator has an automatic 
reply routine, you can enter a message only 
if the OPERATOR SERVICES AVAILABLE message 
is printed on the console. 



EMULATOR. COMMANDS 

All emulator commands are defined in Figure 
31. This figure, located just before the 
appendixes, can be folded out and read with 
the rest of this section. When you become 
familiar with the definitions of each 
command and operand. Figure 31 can be used 
as a reference when typing emulator 
commands. 

The rules that the emulator follows when 
replying to commands are the same ones that 
must be followed when typing commands. 
They are: 

• BCD data is typed or printed in load 
mode. Only the ALTER command can be 
used to enter BCD data in move mode. 

• A BCD character with a wordmark is 
typed or printed with an underscore 
preceding the character. 

• A word separator is printed as an 
underscore. A word separator preceding 
a BCD character with a wordmark is 
displayed as two underscores followed 
by the character. 

• A word separator cannot be typed at the 
console in load mode; it would be 
interpreted as a wordmark. 

• Two commas must be typed to get one 
comma in 1400 storage. Single commas 
are presumed to be delimiters. For 
example, if you need a string of three 
commas in storage, type six. By typing 
seven, you get three in storage and the 
emulator uses the seventh as a 
delimiter. 

• Some BCD characters cannot be typed or 
printed on System/370 consoles. Figure 
26 shows graphic differences and should 
be used to determine which BCD 
character a System/370 character 
represents. 

All emulator control statements except 
CHBUF and the )LC and )RC cards can be 
typed at the console. You can type them to 
change the emulator during execution of the 
1400 program. Additional information is 
given in this section under "Typing 
Emulator Control Statements at the 
Console" and in the section "Executing the 
Emulator" under the definition of each 
control statement. 
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Syntax and coding conventions are 
defined in Appendix B. 



i- 

i 



1407 Console 
Character 



H 



I— 



1447 Console 
Character 



— H 



] 

A 

(underscore) 



\ 



blank 



Corresponding 
System/370 
Character 



+- 



space 



and in a protected area of main storage) . 
Either one causes the operating system to 
end the emulator job. Accordingly, 
hexadecimal addresses should be used only 
by a system programmer during program 
debugging. 



CODING COMMONLY USED OPERANDS 

The ALTER , CONVERT, DISPLAY, DUMP, SET, and 
START commands have operands in which you 
must specify the decimal address of a 
location in emulated 1400 storage. The 
first position of 1400 storage is location 
0. The largest address that can be 
specified is limited by the size of the 
1400 system being emulated. If the address 
is higher than the highest address in 1400 
storage, the message IIQ0 24D -jobname 
ADDRESS=addr IS INVALID IN COMMAND is 
issued, and the command is ignored. 

The ALTER and DISPLAY commands handle 
data. The data is typed in EBCDIC by using 
the XD ATA operand, in BCD by using the DATA 
operand, or in emulator internal code by 
using the XADDR operand to address 1400 
storage and the XDATA operand to enter the 
internal code. 



HOW TO TYPE EMULATOR COMMANDS 

You must use the REPLY command of the 
operating system to reply to all emulator 
messages containing a reply identification. 
The REPLY command is described in 
Operator's Peference , GC2 8-6691. The text 
of the REPLY command must be an emulator 
command. For example, to display the I/O 
configuration for a 1400 program, you type: 



Figure 26. Differences in Console Graphics REPLY id , ' DI SPLAY C0NFIG» 



Abbreviations for emulator commands are 
shown in Figure 31. Only the first four 
characters of a command need be typed to 
make the command valid. For example, the 
START command can be typed as either STAR 
or S. 



Emulator commands 
1400 console operati 
and maintenance aids 
operands starting wi 
XADDR=nnnnnn, XDATA=s 
emulator maintenance 
with X allow EBCDIC 
entered anywhere in 



can be used to emulate 
ons, and as debugging 

Commands that have 
th X, such as ALTER 
tring, are useful for 

Operands beginning 
characters to be 
the emulator partition. 



CAUTION: Hexadecimal addresses specified 
in the XADDR operand must be within the 
limits of the emulator partition. If they 
are not, the emulator receives either a 
program check (if the address is outside 
main storage) or a protection check (if the 
address is outside the emulator partition 



Emulator commands longer than one line 
can be continued by typing a hyphen in the 
position following the last character in 
the line. The emulator recognizes the 
hyphen as a continuation character and does 
not include it as part of the command. It 
then issues the message IIQ034A jobname 
CONTINUE INPUT OF COMMAND STRING, SO that 
the next line can be typed. Commands or 
command strings as long as 485 console 
characters can be typed. 

An embedded hyphen, that is, one between 
two other characters, is not a continuation 
character and is considered as part of the 
command. When two or more hyphens are 
typed at the end of the line, all but the 
last one are considered part of the 
command, and the last one is a continuation 
character. 

If the last character of the command 
must be a hyphen, enter an extra one for 
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the continuation character, When the 
continuation message is received, type: 

REPLY id, • ». 

When the emulator processes your 
command, it prints the message TTQ06 1D 
EMULATOR WAITING. You can then type other 
commands; to continue executing the 1400 
program , type REPLY id, 1 START*. The TN 
INQUIRY command is an exception to this 
rule. If you type it, the emulator 
automatically continues at the next 
sequential instruction of the 1400 program. 

ALTER - Modify . Sto rage 

Use the ALTER command to change System/370 
main storage within the emulator partition, 
or to change emulated 1400 storage. The 
ALTER command is useful during debugging 
and maintenance of a 1400 program. R 
separate ALTER command must be used for 
each contiguous string of data you type. 

ADDR=nnnnn 

is the emulated 1400 storage address 
at which the data is to be stored, 
nnnnn must be a decimal value. 

DAT A=da ta 

is a string of BCD data that is stored 
at the 1400 storage location nnnnn. 
The string of data can be one or more 
characters long. Valid characters are 
listed in the 1400 graphic column of 
Appendix A. Figure 26 shows graphic 
differences, and should be used to 
determine which BCD character a 
System/370 character represents. If 
the las,t character in the data string 
is a blank, invert the order of the 
ADDR and DATA operands as shown below: 

ALTER DATA=_J00138 ,ADDR=1573 

Note : If you type an invalid BCD 
character, it is written as an 
asterisk in 1400 storage. 

MODE 

is the mode in which the data is 
entered. If M0DE=M, data is entered 
in move mode. If MODE=L, or if the 
MODE operand is omitted, data is 
entered in load mode. 

XADDR=nnnnnn 

is the main storage address (in 
hexadecimal) at which the data is to 
be stored . 

XDATA=data 

is a string of EBCDIC data that is to 
be stored at main storage location 
nnnnnn. The string of data can be two 
or more characters long, with each two 
characters being the hexadecimal 



equivalent of one byte of storage. 
This operand is invalid if you type an 
odd number of characters. If the data 
is to be stored in emulated 1400 
storage, the characters must be typed 
using the hexadecimal representation 
of internal code (see Appendix A) . 

EXAM PL E 1: Alter location 650 of emulated 
1400 storage to contain character A. 

REPLY id,' ALTER ADDR=650 , DAT A=A» 

EXAMPLE 2: Alter the Punch Card and Branch 
instruction at location 680 to branch to 
location 1758. Location 1758 is X58 in 
1400 machine language. 

REPLY id, 'ALTER ADDR=680, DATA=_4X58» 

or 

REPLY id , 1 ALTER ADDR=681 , DATA=X58» 

EXAMPLE 3: Alter the word of data at main 
storage location 66AC0 to read "P 10" when 
printed on the printer. Location 66AC0 is 
in the emulator partition, but not in 
emulated 1400 storage. 

REPLY id , * ALTER XA DDR=66AC0, XD ATA=D740F1 F0 1 

CLEAR - Clear 1400 Storage 

Use the CLEAR command to set all of 1400 
storage to a given character. The 
character can be typed with or without a 
word mar k . 

CORE 

The emulator program is to clear 
emulated 1400 storage to the BCD 
character indicated by n, or the BCD 
character with wordmark indicated by 
_n„ Valid characters are listed in 
the 1400 graphic column of Appendix A. 
Figure 26 shows graphic differences. 

If no operand is specified, 1400 
storage is cleared to blanks. If you 
want to clear storage to blanks with 
wordmarks, the command must be coded 
REPLY id , 1 CLEAR C0RE=_ ', with a blank 
following the underscore that 
represents the wordmark. 

CONVERT - Convert to Hexadecimal^ Address 

Use the CONVERT command to convert a 1400 
storage address to its corresponding 
System/370 main storage address. Since the 
emulator is relocatable, the location of 
1400 storage will not be the same from one 
run to the next. To find the System/370 
address of a known displacement in 1400 
storage, type the CONVERT command. 

ADDR=nnnnn 

is the 1400 address to be converted, 
nnnnn must be a decimal value. 
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DISPLAY - Display on Console 

Dse the DISPLAY command to display 
information about the emulator and the 1400 
job. This command should not be confused 
with the OS display command. The emulator 
DISPLAY command must be in the text field 
of the OS REPLY command; for example, it 
must be entered REPLY id , » DISPLAY REG' . 



At least one operand must be coded with the 
DISPLAY command. Multiple operands may be 
entered if they are separated by commas, 
and operands can be entered more than once. 

SENSE 

displays the status of sense switches 
A through G for the 1400 system. Each 
switch is either on or off; only the 
switches that are on are displayed. 

INQUIRY 

displays the status of the 1400 
inquiry status latch. The latch is 
either on or off, but the status is 
displayed only if it is on. 

REG 

displays the contents of the 
T-address, A-address, and B-address 
registers. The contents are displayed 
as decimal values. 

STATUS 

displays the SENSE, INQUIRY, and REG 
operands. 

TAPE[=cu] 

displays both the name of the DD 
statement that defines the System/370 
device used to emulate the tape unit 
and the System/370 device address. cu 
identifies the device by its channel 
(c) and unit (u) number. c must be 1. 
u is a value from 1 through 6. All 
tape unit assignments are displayed if 
only TAPE is specified. 

If there is no tape unit at the 
channel and unit addresses specified, 
message IIQ065I jobname 1400 DEVICE 
cccc NOT ASSIGNED is displayed. If 
there is a tape unit at the addresses 
specified, but there is no System/370 
device to emulate it, the message 
IIQ066I jobname TPcu=blanks=blanks is 
displayed. 

DISK[=cm ] 

displays the name of the DD statement 
that defines the System/370 device 
used to emulate the disk unit, cm 
identifies a 1311 disk unit by its 
channel (c) and module (m) number, c 
must be 1. m must be 0, 2, 4, 6, or 
8. All disk unit assignments are 
displayed if only DISK is specified. 



If there is no 1311 disk unit at 
the addresses specified, message 
IIQ065I jobname 1400 DEVICE cccc NOT 
ASSIGNED is displayed. If there is a 
aisk unit, but there is no System/370 
device to emulate it, the message 
IIQ066I jobname cm=blanks is 
displayed . 

UR 

displays the names of the DD 
statements that define the System/370 
devices used to emulate the unit 
record devices assigned to the 1400 
job and displays the addresses of the 
System/370 devices. If there are no 
unit record devices specified, message 
IIQ065I jobname 1400 DEVICE UR NOT 
ASSIGNED is displayed. If there is a 
unit record device specified* but 
there is no System/370 device to 
emulate it, the message IIQ066I 
jobname unit=blanks=blanks is 
displayed. 

CONEIG 

displays the TAPE, DISK, and UR 
ope rands. 

ADDF.=nnnnn 

displays 40 positions of emulated 1400 
storage starting at address nnnnn. 
nnnnn must be a decimal value. The 40 
positions of 1400 storage are 
translated from internal code to 
EBCDIC. Differences in graphics 
between the 1407 or 1447 console and 
System/370 operator consoles are shown 
in Figure 26. 

Note: The number of 1400 storage 
positions displayed is shortened by 
one position for each wordmark. 

XADDR=nnnnnn 

displays 20 bytes of emulator 
partition starting at address nnnnnn. 
nnnnnn must be a hexadecimal address 
that permits all 20 bytes displayed to 
be within the emulator partition. Two 
console characters represent one byte 
of main storage. The data is not 
translated as with the ADDP=nnnnn 
operand. The data is displayed in 
EBCDIC. 

DUMP_-_Print_Main_ Storage 

Use the DUMP command to record the 
conditions under which an error occurred. 
You can dump as little as 100 bytes, or you 
can dump the entire partition. You cannot 
dump the nucleus or any area of main 
storage outside your partition that is in a 
storage protected area. 

The dump is printed on the data set 
defined by the SYSEMOUT DD statement. If 
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the SYSEWOUT DD statement is omitted or is 
incorrectly specified, no dump is printed. 
At the beginning of each dump the emulator 
prints several lines of status information. 
This information summarizes the CPU and I/O 
status at the time the dump was requested. 
Figure 27 shows all the status conditions 
that can be printed. Abbreviations used in 
Figure 27 are: 



CPU Status 



TP- 



T=nnnnn 

A=nnnnn 

B=nnnnn 

HI 
LO 
EQ 

ARITH OVFLO 
INQU REQ 
TNQU CLR 
SSW=ABCDEFG 



Contents of the T-address 
register. 

Contents of the A-address 
register. 

Contents of the B-address 
register. 

Compare was high. 

Compare was low. 

Compare was egual. 

Arithmetic overflow. 

Inquiry request. 

Inquiry clear. 

Sense switches specified 
are on. 



cccccccc 



UR- 



RDR ERR 
PTR ERR 
PNCH ERR 



Last I/O instruction 
attempted. 

Unit record. 

Card reader error. 

Printer error. 

Card punch error. 



DK- 



ERR 
EOF/R 

ERR (x) 
WLR (X) 

UNEQ ADDR(x) 
ACC INOP(x) 



Tape. 

Tape Error. 

End of file or end of 
reel. 

Disk. 

Disk error 
(x=d-modif ier) . 

Wrong- length record 
(x=d-modif ier) . 

Unequal address compare 
(x=d- modifier) . 

Disk unit inoperable 
(x=d-modif ier) . 



You can dump emulated 1400 storage in 
BCD on the printer. The format of the 
1400-storage dump is shown in Figure 28. A 
wordmark is represented by a 1 under the 
character, a groupmark by a 2 under the 
character, a groupmark wordmark by a 3 
under the character. Any position that 
contains a BCD character that is not on the 
print chain is left blank. Lines that 
contain 100 blanks are not printed. (In 
Figure 27, note the absence of lines 00500, 
00600, and 00700, and lines 01800 onward.) 
Lines that contain unprintable characters 
are printed. Line 01600 is an example, 
with the character at location 01610 having 
a wordmark. To determine what characters 
are in line 01600, you must use a 
hexadecimal dump and translate it to BCD. 
Remember that the characters are in 
internal code in 1400 storage. 



Addresses in 1400 instructions are in 
machine language. To read the dump. Figure 
29 must be used to translate from machine 
language to decimal numbers. For example, 
the 1400 instruction at location 001100 in 
Figure 28 is B/22917. When the addresses 
are translated using Figure 29, /22 becomes 
1122 and 917 remains the same. 



I JOBNAHE 1400 STATUS 

1 I=nnnnn A=nnnnn B=nnnnn INDICATORS ON - HI, LO, EQ, ARITH OVFLO, INQU REQ,INQU CLR 

I LAST I/O INST=CCCCCCCC UR - RDR ERR, PTR ERR, PNCH ERR, LAST CARD, TP- ERR, EOF/R 

| DK-ERR (V) , WLE (W) ,UNEQ ADDR(X),ACC INOP(N) 



I 

SSW=ABCDEFG | 
I 



Figure 27. Status Information in Emulator Dump 
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iobname 



1400 STORAGE PRINT 



00000 0120JB420 0170060061/073B099902 110B1 



00099 


1 


1 1 










11 11 11 


















00100 
00199 










END 


OF TEST 


220 B125S220B1 
111 


















00200 
00299 










END 


OF TEST 




















00300 
00399 










/073B368902 
3 1 1 


1393B377AB385M%G1001RH%G1001R, 001B00 
1111 1 11 


















00400 
00499 


1001 


,B416 
1 1 


B352N476I96 B/00 
11 21 1 


























00800 
00899 




M849199L285185B8449021H*G1101GB989t*989!i 
1 1 1 1 111 




VO 


















00900 
00999 


1 












M+88201B8179884B+31902 B+7 
1111 
















7 8 9 


01000 
01099 


09 021B+44M^T0201WB+89*B*17<B+44M^Y1201WB+89+B+56 201*BT57N+65EB+52.+5212+3 9 /201B981CB+ 52* . 9810 4W01C 
11 1111 11 1 1 1 1 11 11 1 1 11 1 1 



















01100 B/22917 Y9 17/23 E917/23U1/344/, V22LV223 U5HX0 1/70MX0 1+ 56BT669036BT669031B S06M V21 225M+ 99206MX04+55B981 M 
01199 1 1 1 1 1 11 1 1 1 1 1 11 1 1 11 



0 1 2 3 4 5 6 7 .8 9 

01200 X05/70/344/ r 200YS15V45YS22VU2Y/9 5V29MV88 344HV88280HV88216MX08V25BO67GMX11 + 55B9 81AS80V25BT13V23l!l34 42 

01299 1 11 1 1 1 1 1 1 1 11 11 1 1 

0 1 2 3 4 5 6 7 8 9 

01300 OOM3I43344BS64B/54D/344/BT579031BT579036MV04261HX14+55B981.999999NNHW06344HW06MM06WW06MH06MW06HW06HWO 

01399 1 1 1 1 11 1 1 1 11 111 1111111 

0 1 2 3 4 5 6 7 8 9 

01400 6BS57BU529036BU529031KX15344M344MX18+55B981BO32GBT13MX193U4M344BU32BU05X00 , X00MX00344M344BD 32END OF 

01499 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 

0 1 2 3 4 5 6. 7 8 9 

01500 TESTRTPPLE PRINTPTJNCH 100 .< &$* -/#* *» &ABCDEFGHI JKLMNOPQR STOVWXYZ01234567891 234567890 
01599 1 31 1 2 1 

0. 1 2 3 4 5 6 7 8 9 

01600 

01699 1 

0 1 2 3 4 5 ,..6 7. 8 9 

01700 N/99B000S80T57HO438 
01799 111 11 1 1 11 1 

0. . . 1 2 3 4 5 6 .7 8 9 

END OF 140 0 STORAGE PRINT 



Figure 28, Format of the 1400 Storage Dump 
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ADDRESSES 0000-3999 


ADDRESSES 4000-7999 
A-Bit (0-Zone) 
over Units Position 


ADDRESSES 8000-11999 
B-Bit (11 -Zone) 
over Units Position 


ADDRESSES 12000-15999 
AB-Bits (12-Zone) 
over Units Position 


Addresses Codes 


Addresses Codes 


Addresses Codes 


Addresses Codes 


0000-0099 000-099 
0100-0199 100-199 
0200-0299 200-299 
0300-0399 300-399 
0400-0499 400-499 
0500-0599 500-599 
0600-0699 600-699 
0700-0799 700-799 
0800-0899 800-899 
0900-0999 900-999 


4000-4099 00+-09Z 
4100-4199 10 + -19Z 
4200-4299 20+-29Z 
4300-4399 30 + -39Z 
4400-4499 40 + -49Z 
4500-4599 50 + -59Z 
4600-4699 60 * -69Z 
4700-4799 70 + -79Z 
4800-4899 80 4= -89Z 
4900-4999 90+-99Z 


8000-8099 00!-09R 
8100-8199 10I-19R 
8200-8299 201-29R 
8300-8399 30I-39R 
8400-8499 40I-49R 
8500-8599 50L59R 
8600-8699 601-69R 
8700-8799 70I-79R 
8800-8899 80I-89R 
8900-8999 90I-99R 


12000-12099 007-091 
12100-12199 10?-19l 
12200-12299 207-291 
12300-12399 307-391 
12400-12499 407-491 
12500-12599 507-591 
12600-12699 607-691 
12700-12799 707-791 
12800-12899 807-891 
12900-12999 907-991 


A-Bit (O-Zone) 
over Hundreds 
Position 


1000-1099 + 00- + 99 
1100-1199 /00-/99 
1200-1299 S00-S99 
1300-1399 T00-T99 
1400-1499 U00-U99 
1500-1599 V00-V99 
1600-1699 W00-W99 
1700-1799 XO0-X99 
1800-1899 Y00-Y99 
1900-1999 Z00-Z99 


5000-5099 4=04=- + 9Z 
5100-5199 /0 + -/9Z 
5200-5299 SO 4* -S9Z 
5300-5399 TO + -T9Z 
5400-5499 U0 + -U9Z 
5500-5599 V0 + -V9Z 
5600-5699 W0 + -W9Z 
5700-5799 X0 + -X9Z 
5800-5899 Y0+-Y9Z 
5900-5999 Z0 + -Z9Z 


9000-9099 +01-+9R 
9100-9199 /0I-/9R 
9200-9299 S0I-S9R 
9300-9399 T0!-T9R 
9400-9499 U0!-U9R 
9500-9599 V01-V9R 
9600-9699 W0I-W9R 
9700-9799 X0I-X9R 
9800-9899 Y01-Y9R 
9900-9999 Z0I-Z9R 


13000-13099 4=07-4=91 
13100-13199 /07-/9I 
13200-13299 S07-S9I 
13300-13399 T07-T9I 
13400-13499 U07-U9I 
13500-13599 V07-V9I 
13600-13699 W07-W9I 
13700-13799 X07-X9I 
13800-13899 Y07-Y9I 
13900-13999 Z07-Z9I 


B-Bit (11 -Zone) 
over Hundreds 
Position 


2000-2099 100-199 
2100-2199 J00-J99 
2200-2299 K00-K99 
2300-2399 L00-L99 
2400-2499 MO0-M99 
2500-2599 N00-N99 
2600-2699 000-099 
2700-2799 P00-P99 
2800-2899 Q00-Q99 
2900-2999 R00-R99 


6000-6099 !04=-!9Z 
6100-6199 J0 + -J9Z 
6200-6299 K0 + -K9Z 
6300-6399 L0+-L9Z 
6400-6499 M0+-M9Z 
6500-6599 N0+-N9Z 
6600-6699 O04=-O9Z 
6700-6799 P0+-P9Z 
6800-6899 Q0+-Q9Z 
6900-6999 R0 + -R9Z 


10000-10099 !0!-!9R 
10100-10199 J0I-J9R 
10200-10299 K0I-K9R 
10300-10399 L01-L9R 
10400-10499 M01-M9R 
10500-10599 N0I-N9R 
10600-10699 O0I-O9R 
10700-10799 P0!-P9R 
10800-10899 Q0I-Q9R 
10900-10999 R0I-R9R 


14000-14099 !0?-!9l 
14100-14199 J07-J9I 
14200-14299 K07-K9I 
14300-14399 L07-L9I 
14400-14499 M07-M9I 
14500-14599 N07-N9I 
14600-14699 O07-O9I 
14700-14799 P07-P9I 
14800-14899 Q07-Q9I 
14900-14999 R07-R9I 


AB-Bits (12-Zone) 
over Hundreds 
Position 


3000-3099 ?00-?99 
3100-3199 A00-A99 
3200-3299 B00-B99 
3300-3399 C00-C99 
3400-3499 D00-D99 
3500-3599 E00-E99 
3600-3699 F00-F99 
3700-3799 G0O-G99 
3800-3899 H00-H99 
3900-3999 100-199 


7000-7099 70 + -79Z 
7100-7199 A0 + -A9Z 
7200-7299 B0 + -B9Z 
7300-7399 C0 + -C9Z 
7400-7499 D0 + -D9Z 
7500-7599 E0+-E9Z 
7600-7699 F0 + -F9Z 
7700-7799 G0 4=-G9Z 
7800-7899 H0 + -H9Z 
7900-7999 I0 + -I9Z 


11000-11099 ?0!-?9R 
11100-11199 A0I-A9R 
11200-11299 B0I-B9R 
11300-11399 C01-C9R 
11400-11499 D0I-D9R 
11500-11599 E0I-E9R 
11600-11699 F0S-F9R 
11700-11799 G01-G9R 
11800-11899 H0I-H9R 
11900-11999 I0U9R 


15000-15099 ?0?-?9l 
15100-15199 A07-A9I 
15200-15299 B07-B9I 
15300-15399 C07-C9I 
15400-15499 D07-D9I 
15500-15599 E07-E9I 
15600-15699 F07-F9I 
15700-15799 G07-G9I 
15800-15899 H07-H9I 
15900-15999 107-191 




Units Position: 

Address 
Digit Code 

? t 

2 S 

3 T 

4 U 

5 V 

6 W 

7 X 

8 Y 

9 Z 


Units Position: 

Address 
Digit Code 

0 ■ 

1 J 

2 K 

3 L 

4 M 

5 N 

6 O 

7 P 

8 Q 

9 R 


Units Position: 

Address 
Digit Code 

0 7 

1 A 

2 B 

3 C 

4 D 

5 E 

6 F 

7 G 

8 H 

9 1 



Figure 29. 1400 Storage Addresses in 1400 Machine Language 
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The dump is printed on the unit 
specified in the SYSEMOUT DD statement of 
the JCL for the emulator job. If there is 
no SYSEMOUT DD statement, the DUMP command 
is ignored. 

DUMP (without operands) 

dumps the entire emulator partition. 
The dump contains an 
EBCDIC representation of the entire 
emulator partition and a BCD 
representation of emulated 1400 
storage. The format of the emulator 
partition dump is shown in 
Programmer ' s Gu ide , t o _ Debu ggin g, 
GC2 8-667 0."" The format of the 140 0 
storage dump is shown in Figure 28. 

FROM=nnnnn 

dumps emulated 1400 storage in BCD, 
starting at address nnnnn. nnnnn can 
be any decimal address in 1400 
storage, but it is rounded down to an 
even hundred by the emulator. For 
example, 12370 is rounded to 12300. 

If the FROM operand is the only 

operand specified, storage is dumped 

from the specified address to the end 
of 1400 storage. 

T0=nnnnn 

indicates where the dump of 1400 
storage is to end. nnnnn must be a 
decimal address in 1400 storage egual 
to or greater than the address in the 
FROM=nnnnn operand. nnnnn is rounded 
up to an even hundred by the emulator. 
If, after rounding, nnnnn is less than 
the address in the FROM=nnnnn operand, 
100 bytes are dumped starting at the 
FROM address. 

XFROM=nnnnnn 

dumps the emulator partition in 
EBCDIC, starting at address nnnnnn. 
nnnnnn can be any hexadecimal value, 
but it is rounded down to an even 
hundred by the emulator. 

XTO=nnnnnn 

indicates where the dump of the 
emulator partition is to end. nnnnnn 
must be a hexadecimal value equal to 
or greater than the address in the 
XFROM=nnnnnn operand. nnnnnn is 
rounded up to an even hundred by the 
emulator. 

I0J_Z_lJ^_ihe._J400_Pro2iam 



after which no further commands will be 
accepted. 



When severa 
executed in a 
the EOJ comman 
start executio 
To end the ent 
specify the op 
so, the -job st 
and, in a mult 
qiven to the n 



1 1400 programs are being 
single OS job step, entering 
d causes the emulator to 
n of the next 1400 program, 
ire OS job step, you must 
erand ALL (or A) . If you do 
ep being executed is ended 
iple-step job, control is 
ext OS job step. 



SET - Set 1400 Register 

Use the SET command to load the IAR, AAR, 
or BAR with a 1400 storage address. 

At least one operand must be coded with 
the SET command. Multiple operands may be 
entered if they are separated by commas, 
but each operand can be entered only once. 

IAR=nnnnn 

sets the IAR to the decimal address 
nnnnn. 

AAR=nnnnn 

sets the AAR to the decimal address 
nnnnn. 

BAR=nnnnn 

sets the BAR to the decimal .address 
nnnnn. 

START - Start 1400 Program 

Use the START command to start a 1400 
program. The program is started at the 
next sequential instruction or at a 
specified address. If no operand is 
specified, the program begins at the next 
sequential instruction. 

Use the START command to emulate the 
START-RESET and START keys of the 1400 
console . 

ADDR=nnnnn 

sets the IAR to the 1400 decimal 
address nnnnn, and execution begins at 
that address. 

RESET 

emulates the START-RESET and START 
keys. All 1400 I/O device and 
processor unit indicators are reset 
and the program starts at the next 
sequential instruction. 

TF - Turn Off Switches 



Use the EOJ command to end the 1400 
program. The emulator stops executing the 
1400 program, and does not test whether the 
1400 program is ended normally or 
abnormally. If an error has occurred, you 
may wish to type DUMP followed by EOJ, 



Use the TF command to turn off emulated 
sense switches or the emulated inquiry 
status latch. 

You turn sense switches on using the TN 
command and turn them off using the TF 
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command. Additional information on how the 
sense switches interact with the 1400 
program can be found in Sp ec ial Features 

Instructions : IBM 1401 Da ta Processin g 

System „ IBM 146 0 Pat a Processing . System , 
A24-3071. 

At least one operand must be coded with 
the TF command. Multiple operands can be 
entered if they are separated by commas, 
but each operand can be entered only once. 

SENSE[ =abcdefg] 

turns off the specified sense 
switches. If SENSE is specified 
without any sub-operands, all switches 
are turned off. 

To turn off one or more switches, 
enter the letter that identifies the 
switch. For example, enter SENSE=BF 
to turn off switches B and F. 

INQUIRY 

turns off the inquiry status latch. 
Some 1400 programs test the inquiry 
status latch before issuing a Read 
from Console instruction. If the 
latch is off, the 1400 program does 
not issue the instruction. If the 
1400 program issues the instruction 
without checking the latch, the 
instruction is emulated and the 
message ITQ00 2A jobname I is issued. 
The TF INQUIRY command does not delete 
the message if you have no data to 
enter, nor can it be a response to a 
message. 

TN - Turn On Switches 

Use the TN command to turn on emulated 
sense switches or the emulated inquiry 
status latch. 

At least one operand must be coded with 
the TN command. Multiple operands may be 
entered if they are separated by commas, 
but each operand can be entered only once. 

SENSE[ =abcdef g] 

turns on the specified sense switches. 
One or mere switches may be specified. 
If SENSE is specified without any 
suboperands, all switches are turned 
on. 

To turn on one or more switches, enter 
the letter that identifies the switch. 
For example, enter SENSE=AB to turn on 
switches A and B. 



INQUIRY 

turns on the inquiry status latch. 
Some 1400 programs test the inquiry 
status latch before issuing a Read 
from Console instruction. If the 



latch is on, the 1400 program issues 
the instruction. 



TYPING EMULATOR CONTROL, STATEMENTS, AT, THE 
CONSOLE 

Although emulator control statements are 
generally entered on cards, they can be 
typed at an operator console. To enter a 
control statement, the operator uses the 
REPLY command in the same way he uses it to 
enter emulator commands, specifying the 
control statement in the text field: 

REPLY id'UR UNIT=PTR, NAME=PNTR01 » 

The control statement is typed using the 
format for punched cards, but the first 
character of the text field does not have 
to be blank. To continue a statement from 
one line to the next, a hyphen is typed 
after the last character. The hyphen can 
be typed after any character of the operand 
string. The message IIQ034A jobname 
CONTINUE INPUT OF COMMAND STRING is 
displayed after each continued line. The 
next character in the operand must 
immediately follow the single quote that 
defines the text field. There can be no 
embedded blanks. 

You reply differently to errors in the 
UNIT operand of the DISK statement and in 
the UNIT operand of the TAPE statement. If 
you specify a module or unit number and no 
device is at that location, you receive a 
message advising you that the UNIT operand 
is wrong. The job is not ended. 

You can enter or reassign the STACKER 
parameter during a 1400 job by reassigning 
the 1400 card reader or punch with the 
STACKER parameter omitted or changed. 

Note : The ) LC and ) RC cards cannot be 
typed at the console. 

REASSIGNING THE CARD READER: When more 
than one 1400 data file is to be entered 
from the card reader, the operator must 
assign the next file to be processed by: 

1. Typing the UR control statement after 
the first file has been read, 
specifying the UNIT and NAME operands. 

2. Typing START with the RESET operand. 

This closes the first data file and 
readies the next one so that it can be 
opened when the 1400 program issues the 
next Read a Card instruction. 

REASSIGNING OTHER I/O DEVICES: When more 
than one 1400 data file is to be entered 
from a tape or disk unit, or written on a 
tape or disk unit, a card punch, or a 
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printer, the operator must assign the next 
file to be processed by: 

1. Typing the appropriate control 
statement (TAPE, DISK, or UR) after 
the first file has been processed, 
specifying the DNTT and NAME operands . 

2. Typing the CCTL control statement if 
the device is the printer and the 
carriage control tape image must be 
changed . 

3. Typing START. 

The emulator uses the original ddname each 
time it reopens a tape file after 
performing a Rewind and Unload operation, 
unless the operator reassigns the tape and 
changes the ddname. 



CHAINING COMMANDS AND CONTROL STATEMENTS 

Whenever you must type more than one 
command or control statement for a task, 
vou can save time by chaining commands. 
Chaining commands means typing more than 
one command or control statement in a 
single response. 

The plus sign is used to indicate 
chaining. The plus sign is entered between 



each command in the command chain. There 
can be no blanks before or after the plus 
sign; a blank ends the command chain. For 
example, to display the sense switches and 
then continue the 1400 program, type: 

REPLY id , * DISPLAY SENSE+START * 

To add the display of all tape 
assignments to the above, type: 

REPLY id, 'DISPLAY SENSE, TAPE+START' 



Commands and control statements are 
executed in the sequence listed, except for 
the START command. The START command can 
be typed at any time, but it is not 
executed until everything else is done. If 
you type the EOJ command in the middle of a 
chain, the emulator ends the 1400 program 
and ignores the rest of the chain. 



If an error is found in the command 
chain, all commands preceding the command 
in error were executed. Portions of the 
command in error may not be executed, 
depending on the command and the error. 
The interrelationship between the type of 
error and the command is discussed in 
Appendix G under messages TIQ012D and 
IIQ013D. 
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I Control 
t — — 



CCTL 



Operand 



CHcc=nnn[ /nnn ]. 
£lENGTH= j nnn jj 



Description 

CCTL aefines the carriage-control tape of the 1400 
printer. 

The channel number (cc) and the column numbers (nnn) of 
the carriage-tape punches to be emulated. 

The line length of the tape. 

Tf there is no CCTL statement, a standard image is 
assumed: 

• A channel- 1 carriage-tape punch in columns 4 and 70 

• A channel- 12 carriage-tape punch in columns 63 and 
129 

• A 132-character carriage tape 



CHBUF 



CH 1=nnnnn 



A channel buffer is to be set up and used for all tape 
units whose block size (BLKSIZE) is equal to or smaller 
than the size of the channel buffer. 



COMMENT 



comments 



Information to be displayed on the operator console 
when the job is begun. 



,DTSK) 
' DK S 



UNTT=cm 

(1301 
FPOMDEV= ] 13 1 1 
(1405 

f NAME=ddname ] 



[BUFID=nn] 



[M0DE= (MIXED il 
L 'SECTOR'! 



DISK defines a 1400 disk device. 

The channel number (c) and module number (m) of the 
1400 disk. 

The unit type of the 1400 disk. 



The name of the DD statement that defines the 
System/370 device used to emulate the 1400 disk. 

Two-digit buffer identification. If two or more DISK 
statements have the same buffer identification, the 
buffer is shared by those devices. 

The track format used on the 1400 disk, where MIXED 
indicates that track-record mode or both track- record 
and sector modes are used. 

Note: The BUFID and MODE operands are ignored when 
typed at the console. 



EMCTL 



[EOJAADDP.=nnnnn ] 
[ EO JBADDR=nnnnn ] 
f EOJTADDR=nnnnn] 

[ SENSE[=abcdef g] ] 



[OPSEP.V] 



EMCTL specifies control information for the emulator. 

The contents of the AAP, BAR, and IAR when the 1400 
program reaches normal end-of-job. 



The sense switches are to be turned on. If a switch is 
not specified, it is turned off. 

The operator can enter commands at any time during the 
emulator job. 

Note: The OPSERV operand is ignored when typed at the 
console. 



LOAD 



<CARD , 
'TAPE' 



Type of device, either a card reader 
(CARD) or a tape unit (TAPE) , used to load the 1400 
program. 



Control I 
1~ 



Operand 



,TAPE> 



TP 



TJB 



USER 



DNIT=cu 
[ NAME=ddname ] 
£ALTMODE= j Y E s jJ 

[TYPEFLE= (OUTPUT) "I 
] IN OUT [ 
'input )j 

DILCNT= (nnn) 
(25 S 



CNSL 
UNIT= )PNCE| 
IPTR 
RDR 

[NAME=ddname] 



STACKEB= (YES 
1 
2 
3 



"DILCNT= (nnn 
<25 



0 



NAME=name 

OPCODE=(c \ 
TO 

(ar ) 
[~CONTROL= inn 



nnn 
00 i J 



Description 
TAPE defines a 1400 tape device. 

The channel number (c) and unit number (u) of the 
140 0 tape. 

The name of the DD statement that defines the 
System/370 device used to emulate the 1400 tape device. 

Specifies whether the tape is in alternate 
mode (YES) or normal mode (NO) . 

Specifies if the tape is an input tape (INPUT) , an 
output tape (OUTPUT) , or an input tape that is later to 
be used as an output tape (INOUT) . 

The number of 1400 instructions to be 
executed during the overlap interval. 



UR defines a 1400 unit record device. 

The unit to be emulated is a console (CNSL) , a card 
punch (PNCH) , a printer (PTR) , or a card reader (RDR) . 

The name of the DD statement that defines the 
System/370 device used to emulate the 1400 device. Do 
not specify this operand if UNIT=CNSL. 

Specifies if the 1400 program stacks the cards read or 
punched (YES) , or if the cards are to be placed in 
stacker 1, 2, or 3. 



The number of 1400 instructions to be 
executed during the overlap interval. 



The load module name of a routine you have written. 

The operation code to be emulated, c specifies a 
BCD operation code. 10 must be coded for all I/O 
operation codes. AR specifies automatic reply. 

The control byte to be used by the compatibility 
feature. 



) LC 



End of 1400 data. This card is inserted just before 
the last card of 1400 data in the input stream. 



) RC 



When several 1400 programs are being executed in a 
single OS job step, this card is inserted before every 
set of emulator control cards except the first. 



Figure 30. Format of Emulator Control Statements 
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Command 



, ALTERj 



Operand 



jDATAj = data|",HODE= jMjj 



, | ADDEj =nnnnn, $DATAj =data|*rHODE= jMi 



XADDR=nnnnnn, XDATA=data 



Description 

Stores BCD characters (DATA) in move (M) or load 
(L) mode at the 1400 storage address (ADDR) . 

Stores hexadecimal data (XDATA) at the 
hexadecimal address (XADDR) . 



}CLEAR) 
<CL ' 



CORE=l n 
n 



Sets all of 1U00 storage to an alphameric charac- 
ter (n) or an alphameric character with a word- 
mark (_n) . 



CONVERT 



jADDBj =nnnnn 



Converts a 1400 storage address to its corres- 
ponding System/370 hexadecimal address. 



jDISPLAY j 



SENSE 
jINQUIRYj 

jSTATOSj 

<TAPE J[=CU ] 
<TP ' 



<DISK) [=cm] 
<DK » 



OR 



CONFIG 



jADDR j =nnnnn 



XADDR=nnnnnn 



Displays the status of the sense switches. 
Displays the status of the Inquiry Status latch. 

Displays the contents of the IAR, AAR, and BAR. 

Displays all of the above operands. 



Displays both the ddname of the System/370 device 
assigned to emulate the 1400 device and the 
System/370 device address; if only TAPE is 
entered, all tape assignments are displayed. 

Displays the ddname of the System/370 device 
assigned to emulate the 1400 device; if only DISK 
is entered, all disk assignments are displayed. 

Displays the assignments of all of the 1400 unit 
record devices. 

Displays the assignments of all devices used by 
the 1400 program. 

Displays 40 positions of emulated 1400 storage 
starting at the address specified. 

Displays 20 bytes of emulator partition starting 
at the address specified. 



DUMP 



f no operands 
lFROM=nnnnn[ ,TO=nnnnn ] 

XFROH=nnnnnn, XTO=nnnnnn 



Dumps the entire emulator partition (in EBCDIC) 
and 1400 storage (in BCD) . 

Dumps 1400 storage from the FROM address to the 
TO address (in BCD), or if the TO operand is 
omitted, dumps from the FROM address to the end 
of emulated 1400 storage. 

Dumps the emulator partition from the XFROM 
address to the XTO address (in EBCDIC) . 



EOJ 



no operands 

in I 



Ends the 1400 job. 

Ends the OS job step when several 1400 programs 
are being executed in a single job step. 



IAR=nnnnn 
AAB=nnnnn 
BAR=nnnnn 



Loads the specified address into the IAR, AAR, or 
BAR. 



jSTART j 



'no operands 



jADDR =nnnnn| 



jRESETj 



Starts a 1400 program at the next sequential 
instruction. 

Starts at the address specified. 
Emulates the Start-Reset and Start keys. 



STN| 
<TF> 



SENSE[ =abcdef g ] 



jINQUIRYJ 



Turns on (TN) or off (TF) the sense switches 
specified, or all switches if only SENSE is 
specified. 

Turns on or off the Inquiry Status latch. 



Figure 31. Format of Emulator Commands 
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APPENDIX. A: CHARACTER £ODE_COHRES PON PENCE 



Because 1400 programs and data are in BCD, the emulator accepts BCD characters, but it 
translates them into codes that are easier to use with System/370. The sequence of BCD 
characters before translation is CWBA8421, where C represents the check bit and W the 
wordmark bit. After being translated into internal code, sequence is 8421BAWC, where bit 
C is always zero. Figure 32 shows this translation as well as translations to other 
codes used by the emulator; all are for BCD characters without wordmarks. For BCD 
characters with wordmarks, bit six of the internal code character is 1. For example, an 
A with a wordmark is 1E in internal code. 
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| 








| EBCDIC or 








I 
1 








| Alternate Mode 














| or Even-parity 


j Odd -parity 


llnternal 


1 I 


! 


1 Collating 


| 1400 




1 Normal Mode 


| Normal Mode 


j Code 


I 1400 \ 




1 Sequence 


ICard Code 


| BCD Code 


1 (Bit 1 = 1) 


| (Bit 1=0) 


I (Bit 7=0) 


| Graphic! 


1400 Character 1 
, , 1 


| 00 




I c 


! 40 


! 00 


| 00 


J J 


Blank | 


1 01 


| 12-3-8 


| BA821 


| 4B 


| 0B 


I BC 


I | 

1 * 1 


Period | 


I 02 


1 12-4-8 


j CBA84 


| 4C 


I 0C 


| CC 


1 a ) l 


Lozenge or Bight j 
















Parenthesis j 


! 03 


! 12-5-8 


| BA841 


| 40 


| 0D 


I DC 


1 [ f 


Left Bracket | 


| 04 


| 12-6-8 


| BA842 


1 4E 


! 0E 


| EC 


1 < 1 


Less Than f 


1 05 


| 12-7-8 


| CBA8421 


| 4F 


| OF 


I FC 


l * 1 


Groupmark | 


| 06 


I 12 


| CBA 


1 50 


I 10 


| OC 


I s + I 


Ampersand or Plus | 


I 07 


I 11-3-8 


| CB821 


1 5B 


I 1B 


| B8 


l $ l 


Dollar Sign | 


1 08 


! 11-4-8 


I B84 


1 5C 


| 1C 


| C8 


i * i 


Asterisk | 


! 09 


! 11-5-8 


| CB841 


I 5D 


| ID 


| D8 


i ] i 


Bight Bracket | 


1 10 


\ 11-6-8 


| CB842 


t 5E 


| IE 


| E8 


i » « 


Semicolon | 


I 11 


| 11-7-8 


| B8421 


I 5F 


| 1F 


I F8 


J A | 


Delta | 


! 12 


I 11 


1 B 


| 60 


I 20 


1 08 


! - I 


Minus | 


I 13 


| 0-1 


1 CA1 


1 61 


I 21 


1 1 4 


i / i 

i f i 


Slash | 


I 14 


j 0-3-8 


| CA821 


| 6B 


| 2B 


j B4 


I 9 v 


Comma | 


I 15 


| 0-4-8 


| A84 


| 6C 


| 2C 


| C4 


1 % ( I 


Percent or Left \ 
















Parenthesis 1 


I 16 


I 0-5-8 


| CA841 


J 6D 


I 2D 


| D4 


1 - ! 


Word Separator | 


I 17 


| 0-6-8 


I CA842 


| 6E 


! 2E 


1 E4 


f \ ! 


Backslash | 


l 18 


| 0-7-8 


1 A8421 


| 6F 


1 2F 


| F4 


1 * I 


Segment Mark j 


1 19 


| 2-8 


I A 


| 7A 


f 3A 


| 04 


I B 1 


Substitute Blank | 


| 20 


I 3-8 


| 821 


I 7B 


| 3B 


| B0 


1 # = 1 


Number or Equal Sign \ 


! 21 


| 4-8 


| C84 


I 7C 


| 3C 


J CO 


| 9 * 1 


At Sign or Single Quote j 


1 22 


J 5-8 


1 841 


! 7D 


I 3D 


| DO 


! : ! 


Colon | 


| 23 


1 6-8 


| 842 


| 7E 


| 3E 


| EO 


1 > I 


Greater Than | 


| 24 


| 7-8 


| C8421 


| 7F 


! 3F 


I FO 


1 V 1 


Tapemark 1 


I 25 


! 12-0 


| CBA82 


! CO 


| 80 


f AC 


1 ? 1 


Plus Zero | 


| 26 


| 12-1 


| BA1 


I C1 


1 81 


1 1C 


1 A | 


A | 


I 27 


f 12-2 


| BA2 


| C2 


| 82 


| 2C 


1 B | 


B I 


J 28 


| 12-3 


| CBA 21 


| C3 


| 83 


I 3C 


1 C | 


C | 


| 29 


I 12-4 


| BA4 


| C4 


| 84 


| 4C 


1 D | 


D | 


| 30 


1 12-5 


| CBA 41 


| C5 


I 85 


I 5C 


! E ( 


E | 


I 31 


| 12-6 


| CBA42 


| C6 


| 86 


| 6C 


| F | 


F ! 


• 




j. ._, 


.l . ... ... . 


i— 


JL 


.x J. 


j 
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1 " T 


T 


r 




T 


r 


r 


r* 


,_ .. 1 








EBCDIC 


or | 
















Alternate 


Hode| 






J 










or Even-parity | 


Odd-parity | 


Internal j 






I Collating | 


1400 | 




Normal Mode | 


Normal Model 


Code | 


1400 | 




| Sequence j 


Card Codej 


BCD Code| 


(Bit 1= 


U ! 


(Bit 1=0) | 


(Bit 7=0) | 


Graphicl 


1400 Character | 


1 32 | 


12-7 | 


BA421 | 


C7 




87 | 


7C | 


G | 


G I 


1 33 | 


12-8 I 


BA8 I 


C8 




88 1 


8C 1 


H | 


H | 


1 34 | 


12-9 1 


CBA81 | 


C9 




89 1 


9C | 


I | 


I | 


1 35 \ 


11-0 | 


B82 | 


DO 




90 1 


A8 | 


! | 


Minus Zero | 


\ 36 1 


11-1 | 


CB1 | 


D1 




91 | 


18 | 


J I 


J | 


1 37 | 


11-2 \ 


CB2 | 


D2 




92 | 


28 | 


K | 


K l 


I 38 1 


11-3 1 


B21 | 


D3 




93 | 


38 | 


L | 


L 1 


1 39 1 


11-4 | 


CB4 1 


D4 




94 I 


48 | 


M | 


M 1 


1 40 1 


11-5 l 


B41 | 


D5 




95 | 


58 | 


N I 


N | 


1 m 1 


11-6 | 


B42 ( 


D6 




96 | 


68 | 


0 I 


0 | 


1 42 | 


11-7 | 


BC421 | 


D7 




97 | 


78 | 


P ! 


P 1 


| 43 I 


11-8 j 


CB8 1 


D8 




98 | 


88 | 


Q I 


Q 1 


1 44 I 


11-9 | 


B81 | 


D9 




99 | 


98 | 


B | 


« 1 


1 45 | 


0-2-8 \ 


A82 1 


E0 




AO | 


A4 | 


* | 


Record Mark | 


1 46 t 


0-2 | 


CA2 | 


E2 




A2 ! 


24 | 


S | 


S 1 


\ 47 I 


0-3 | 


A21 | 


E3 




A3 | 


34 | 


T | 


T | 


1 48 1 


0-4 1 


CA4 | 


E4 




A4 1 


44 | 


U | 


U | 


I 49 | 


0-5 j 


A41 | 


E5 




A5 | 


5U | 


V | 


V | 


1 50 | 


0-6 1 


A42 | 


E6 




A6 | 


64 | 


I 


W | 


1 51 | 


0-7 | 


CA421 | 


E7 




A7 | 


74 1 


X I 


x I 


I 52 | 


0-8 | 


CA8 | 


E8 




A8 1 


84 | 


Y | 


Y 1 


1 53 1 


0-9 1 


A81 | 


E9 




A9 j 


94 | 


z I 


z t 


I 54 | 


0 1 


C82 | 


F0 




B0 | 


AO j 


o \ 


0 I 


1 55 | 


1 I 


1 | 


F1 




B1 | 


10 | 


1 I 


1 I 


1 56 1 


2 I 


2 I 


F2 




B2 | 


20 | 


2 I 


2 I 


\ 57 1 


3 I 


C21 f 


F3 




B3 | 


30 | 


3 I 


3 I 


I 58 | 


•» ! 


*» 1 


F4 




B4 | 


40 | 


4 I 


4 I 


1 59 1 


5 I 


C41 1 


F5 




B5 | 


50 | 


5 I 


5 I 


1 60 | 


6 ! 


C42 ! 


F6 




B6 | 


60 | 


6 I 


6 I 


1 61 | 


7 1 


421 t 


F7 




B7 | 


70 | 


7 I 


7 | 


I 62 | 


8 1 


8 1 


F8 




B8 | 


80 | 


8 I 


8 I 


I 63 J 


9 1 


C81 \ 


F9 




B9 | 


90 | 


9 I 


9 I 


L A 


L 


— , f. 




X 


— _.t 


L 


...L. 


• 
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The following MLP (Multiple Line Punch) codes are accepted when reading from cards only. Cards 
are read in even-parity normal mode, but bit 1 is 0. To make the MLP code valid, the 8-9 punch is 
stripped off the 1100 card code and the remainder is translated to internal code. The 1400 
graphic corresponds to internal code, not to 1400 card code. 

Note; HLP codes 12-8-9, 11-8-9, 0-8-9, and 8-9 produce 00 in internal code. 

, , 1 i * — " - ^ ■ 1 i 1 "- 1 







| EBCDIC or 












I Alternate Mode 












| or Even-parity 


Odd-parity 


Internal 




ICollating 


1400 


| Normal Mode 


Normal Mode 


Code 


| 1400 | 


| Sequence 


Card Code 


BCD Code| (Bit 1=1) 


(Bit 1=0) 


(Bit 7=0) 


|Graphic| 


| 00 


12-8-9 


| 08 




00 




1 01 


12-1-8-9 | 


| 09 




1C 


I A 1 


I 02 


12-2-8-9 


| OA 




2C 


1 B | 


I 03 


12-3-8-9 | 


| 0B 




3C 


1 C | 


| 04 


12-4-8-9 


| OC 




4C 


1 D | 


| 05 


12-5-8-9 


| 0D 




5C 


1 E | 


I 06 


12-6-8-9 


J 0E 




6C 


IF ! 


| 07 


12-7-8-9 


| OF 




7C 


1 G | 


| 08 


11-8-9 | 


I 18 




00 




| 09 


11-1-8-9 | 


! 19 




18 


1 J 1 


I 10 


11-2-8-9 | 


I 1A 




28 


1 K | 


I 11 


11-3-8-9 


| IB 




38 


1 L 1 


I 12 


11-4-8-9 


1 ic 




48 


1 M | 


! 13 


11-5-8-9 


! 1D 




58 


1 N 1 


I 14 


11-6-8-9 1 


| 1E 




68 


1 o ! 


I 15 


11-7-8-9 i 


1 1* 




78 


1 P 1 


I 16 


0-8-9 ] 


| 28 




00 




I 17 


0-1-8-9 


| 29 




14 


1 / 1 


| 18 


0-2-8-9 


| 2A 




24 


1 S I 


| 19 


0-3-8-9 | 


| 2B 




I 34 


1 T | 


| 20 


0-4-8-9 I 


| 2C 




44 


1 U 1 


I 21 


0-5-8-9 | 


I 2D 




| 54 


1 V ! 


| 22 


0-6-8-9 | 


| 2E 




64 


I W | 


| 23 


0-7-8-9 | 


| 2F 




t 74 


1 X ! 


| 24 


8-9 i 


| 38 




! 00 




| 25 


| 1-8-9 


1 1 39 




1 10 


I 1 


| 26 


| 2-8-9 


1 1 3A 




| 20 


I 2 


! 27 


J 3-8-9 


1 1 3B 




| 30 


I 3 


| 28 


| 4-8-9 


1 1 3C 




f 40 


| 4 


! 29 


| 5-8-9 


I ! 3D 




| 50 


I 5 


| 30 


I 6-8-9 


1 1 3E 




| 60 


I 6 


I 31 


| 7-8-9 


1 I 3F 




| 70 


| 7 



1400 Character 
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APPENDIX B. CONVENTIONS AND SYNTAX USED TO DESCRIBE EMULATOR CONTROL CARDS AND COMMANDS 



This appendix presents the conventions used 
to describe emulator control cards and 
operator commands. It also gives the rules 
of syntax that must be followed when 
preparing emulator control cards or 
entering commands. 



CONVENTIONS 

Lower case letters in the description of a 
control card or operator command represent 
variables for which specified information 
is substituted in the actual statement. 
For numeric operands, the number of letters 
equals the maximum number of digits that 
may be written (except for the DUMP and 
ALTER commands) . 

Upper case letters, numbers, and the 
symbols = / 1 _ and , represent themselves. 

The characters shown below never appear 
in control cards and commands. 

• Braces { } indicate alternative items. 

• Brackets [ ] indicate optional items. 

• Elipsis ... indicates that the 
preceding item may be repeated. 



SYNTAX 

The identification field in an emulator 
control card or command is a string from 
one to eight alphanumeric characters long. 

The keyword is a string from one to 
eight alphanumeric characters long. 

The operand is either a character, an 
alphanumeric character string, a 1400 
decimal address, a System/370 hexadecimal 
address, 1400 data, or hexadecimal data. 

The following syntactic rules must be 
observed: 

• Control card information may begin 
anywhere in a card; commands cannot 
begin with a blank. 



• The order in which a sequence of 
keywords and operands is specified does 
not matter. Each keyword plus operand 
must be separated from the following 
one by a comma. 

• Leading zeros in both 1400 and 
hexadecimal addresses are ignored and 
need not be entered. 

• You can use lower or upper case letters 
for commands, except in 1400 data, 
which must be entered according to its 
meaning. 

• Numbers and the symbols = / » _ and , 
must be coded as they appear. 

• The first blank after the first keyword 
ends the command or control card 
statement, except when the blank is 
part of 1400 data, or when a 
continuation character indicates the 
statement is not complete, or when no 
keyword is specified. 

• You can use only one identification 
field per card or line. 

• Hexadecimal addresses and data are 
defined and recognized by the keywords 
XADDR and XDATA, while 1400 decimal 
addresses and 1400 data are defined and 
recognized by the keywords ADDR and 
DATA. 

• You can punch an emulator control 
statement on several cards. To do so, 
place any character in column 72, and 
continue the control statement on the 
next card starting anywhere. 

• You can type an emulator command on 
several lines. To do so, type the 
character hyphen (-) as continuation 
character and continue the command on 
the next line. 

• A keyword or operand can span two cards 
or two lines. 

• The maximum length of a command is 485 
characters. 
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APPENDIX C; SAMPLE PROG BAH 



A sample program is provided so that the 
emulator can he tested after it has been 
generated. The sample program is a 1400 
object program, in the EMUL.EMSAMP data 
set. After Stage TI of emulator generation 
but before the Emulator Distribution 
Library has been removed, the sample 
program should be either executed to see if 
any errors can be detected or punched on 
cards to be executed later. The program 
tests emulation of the 1400 card reader, 
card punch, and printer. 



PUNCHING THE SAMPLE PROGRAM 



The JCL statements for punching the sample 
program are shown in Figure 33. Underlined 
values represent variables; the others must 
be coded as shown. The EMUL. EMSAMP data 
set must be on the unit specified in the 
UNIT parameter of the SYSUT1 DD statement. 
The JCL statements should be modified when: 



• The program name of the emulator to be 
tested is other than the default name 
IIQF14. 

• The emulator needs an MVT region larger 
than 61,440 bytes (60K) , or an MFT 
partition other than that assigned to 
the default class. 



EXECUTING THE SAMPLE PROGRAM 

The output of the IEBPTPCH utility program 
contains a MEMBER card and the JCL 
statements needed to execute the sample 
program, as shown in Figure 34. The MEMBER 
card must be removed before the job is put 
into the input stream. 

If the job is executed using the MFT 
control program, the job is assigned to the 
default class. The EXEC statement 
instructs the operating system to execute 
program IIQE14. This is the default name 



r i — - 

! //PNCHSAMP 


JOB 


MSGLEVEL= (1, 1) 


I //PNCH 


EXEC 


PGM=IEBPTPCH 


| //SYSPRINT 


DD 


SYS0UT=A 


1 //SYSUT1 


DD 


DSNAME=EMUL. EMS AMP,UNTT=2 31 1, 


I // 




VOL=SER=EMDLIB , DISP=0LD 


I //SYSUT2 


DD 


SYS0UT=B 


| //SYSIN 


DD 


* 


1 


PUNCH 


TYP0RG=P0 



I /* 



Figure 33. JCL Statements for Punching the Sample Program 



r- - 

| MEMBER NAME 


SPGM1 








| //EMUL01H 


JOB 


MSGLEVEL= (1,1) , REGION=60K 






! //GO 


EXEC 


PGM=IIQE14 






| //SYSUDUMP 


DD 


SYS0UT=A 






| //SYSEMOUT 


DD 


SYS0UT=A 






| //PRINTER 1 


DD 


SYS0UT=A 






I //PUNCH01 


DD 


SYS0UT=B 






| //SYSFMCTL 


DD 


* 








UR 


UNIT=RDR,NA«E=SYSEMCTL 








UR 


UNIT= PTR, NAMF=PRI NTER1 








UR 


UNIT=PNCH,NAME=PUNCH01 








ALTER 


ADDR=90 2 f DATA= 1 








EMCTL 


EOJAADDR=999 








LOAD 


CARD 






| The 1400 program 


goes here. There are no data cards. 






j Note: Underlined 


-. , ^K. , — „ 1 I. ■ 

values represent variables; the remaining values must 


be coded as 




| shown. The 


ALTER 


command is reguired to emulate 1401 and 1460 systems. 


Remove the 




| ALTER command if 
• 


the system is a 1440. 




j 



Figure 34. JCL Statements for Executing the Sample Program 
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assigned to the emulator at emulator 
generation, and it must be changed if you 
have selected another name. 



COMPRJING_THE_PESOLTS 

Figure 35 shows the first five lines of 
printer output from the sample program. 
Each line contains 132 BCD characters, 
printed using an HN print chain. 
Underlined characters in the first line are 
substitutes for the BCD characters. 
(Figure 8 in the section "Emulator- mOO 



Differences" shows the differences in 
printer graphics.) 



The sample program tests the card 
punching routines by punching the first 80 
characters in each line of printer output. 
Comparing the output of the printer and 
card punch can help you check for errors. 

Figure 36 shows the punches in the first 
card of punched output. The character at 
the top of each column is the BCD character 
that the punch represents. 



4W01C RIPPLE PRINTPUNCH 

UVWXYZ01 23456789 .) S$* -/, ( =' SA BCDEFGHI JKLMNOPQR STUVWXYZO 1 23456789 .) S$* -/, ( =' SA BCDEFGHI JKLMNOPQR STUVWX 

9UVWXYZ0 123456789 .) S$* -/,( =' SABCDEFGHI JKLMNOPQR STUVWXYZO 1 23456789 .) S$* -/~{ ^ SABCDEFGHI JKLMNOPQR STUVW 

89UVHXYZ01 23456789 .) S$* -/, ( =' SABCDEFGHI JKLMNOPQR STUVWXYZ0 123456789 .) S$* -//( =' SABCDEFGHI JKLMNOPQR STUV 

789UVWXYZ0123456789 .) S$* -/,( =' SABCDEFGHI JKLMNOPQR STUVWXYZ01 23456789 .) S$* -/.( =' SABCDEFGHIJKLMNOPQR STU 




Figure 35. Printed Output of the Sample Program 



UVWXY Z0123456789b6.H[<*&$*j;A-/,X'"\*b#a: >V? ABCDEFGHI JKLMNOPOR STUVWXY Z0123456789 

iiiiii minim 

HUH HIHIHI 

HIHHOOOOOOOOOOOOOOOOOOOOOOOllllllOOOQOOlOOOOOOOOOOOOOOOQOOOllllllHIOOOOOOOOO 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 16 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 38 37 38 39 40 41 42 43 44 454647 48 49 50 51 52 53 54 55 56 57 58 59 6061 62 63 S4 65 bb 67 68 69 70 71 72 73 74 75 7677 78 79 80 

1 1 1 ii 1 1 li 1 1 1 1 1 1 J h i H i n 1 1 1 1 n li i ii ii i ii n 1 1n n ii ii li ii i ii i n n i ii i n 1 1n i ii i n 

22222222l222222Z222Z22Z2222222222222l2222222l22222222lZZ2Z2ZZZl2Z222Z222lZ2222 2.2 
3 3 3 3 3 3 3 3 3 1 3 3 3 3 3 3 3 3 13 3 3 3 3 1 3.3 3 3 3 3 13 3 3 3 3 13 3 3 3 3 3 3 13 3 3 3 3 3 3 3 1 3 3 3 3 3 3 3 3 1 3 3 3 3 3 3 3 3 3 ■ 3 3 3 3 3 3 
|4 4 4 4 4 4 4 4 4 14 4 4 4 4 4 4 4 14 4 4 4 4 14 4 4 4 4 4 14 4 4 4 4 1 4 4 4 4 4 4 4 14 4 4 4-4 4 4 4 14 4 4 4 4 4 4 4 14 4 4 4 4 4 4 4 4 14 4 4 4 4 
5l555555555l55555555l55555l555555l55555l5555555l5 5555555l55555555l555555555l555-5 
6 6 1 6 6 6 6 6 6 6 6 6 16 6 6 6 6 6 6 6 16 6 6 6 6 16 6 6 6 6 6 16 6 6 6 6 l 6 6 6 6 6 6 6 16 6 6 6 6 6 6 6 16 6 6 6 6 6 6 6 16 6 6 6 6 6 6 6 6 16 6 6 
777l777777777^77777777l77777l777777l77777l7777777l77777777i77777777l777777777l77 
8 8 8 8 l 8 8 8 8 8 8 8 8 8 l 8 8 8 lllll8lllll88lHHIIIIIl 8 8 8 8 8 8 8 8 l 8 8 8 8 8 8 8 8 l 8 8 8 8 8 8 8 8 l 8 8 8 8 8 8 8 8 8 1 8 
9 9 999l999999999l999 99999999999999999999 9 9 9999 99999919999 99 9 9 19999999919999 9 99991 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 75 76 77 78 79 80 

IBM ( 



Figure 36. Punched Output of the Sample Program (First Card Only) 
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APPENDIX P; TAPEFOFMATTTNG PROGRAMS 



Because of differences in record formats 
and data representation of 1400 tapes, it 
is often advantageous to reformat data on 
tape before executing a 1400 program on 
System/370. The tape preprocessor program 
and the tape postprocessor program run as 
problem programs under control of OS MFT 
and MVT. The programs are started using 
JCL statements. 

The preprocessor program converts data 
files in 1400 format on seven-track or 
nine-track tape to data sets in spanned 
format. Data sets in spanned format can be 
on seven-track or nine-track tape or on 
direct access storage devices. The 
preprocessor reads physical records from 1 
to 200,000 bytes long and writes physical 
records up to 32,755 bytes lcng. 

The postprocessor program converts data 
in spanned format written by the emulator 
to data files in 1400 format on seven-track 
or nine-track tape. The postprocessor 
reads physical records up to 32,755 bytes 
long and writes physical records from 1 to 
200,000 bytes long. 

The programs process tapes with 
densities of 200, 556, 800, and 1600 bits 
per inch (bpi) and with mixed densities. 
The programs also process tapes with data 
in even, odd, and mixed parity. Tapes with 
data in even parity and odd parity are 
processed by the programs themselves, while 
tapes with data in mixed parity are 
processed partly by an error recovery 
procedure (ERP) of the operating system. 



MINIMUM SYSTEM REQUIRED 
You need: 

• 4,096 bytes of main storage for the 
tape preprocessor program and 5,226 
bytes for the tape postprocessor 
program (does not include buffers) 

• One input and one output buffer large 
enough to hold the longest record to be 
formatted 

• One system input device for JCL and 
control statements 

• One system output device for a summary 
listing and error messages 

• One system console 



• At least two I/O devices to read and 
write data 

Seven-track and nine-track tapes may be 
used as input or output for preprocessing 
and postprocessing jobs. The Data 
Converter must be installed on the control 
unit of a seven-track tape in order to use 
seven-track tape for preprocessor output or 
postprocessor input. Output from 
preprocessor and input to the postprocessor 
can be on direct access devices. 



BTTFFEE^STORAGE 

The input buffer for a preprocessor job and 
the output buffer for a postprocessor job 
must be large enough to hold the longest 
1400 record in the file. If the size of 
the longest record is unknown, select a 
buffer size you think sufficient and run 
the preprocessor. The output data set 
contains an end-of -volume summary for every 
tape volume processed. The summary gives 
the size of the longest record formatted, 
and indicates whether there were any 
records too long for the buffer. You may 
use this information to establish the 
correct buffer size for subseguent 
formatting. 



Because output from a preprocessing job 
and input to a postprocessing job are in 
spanned format, each physical record 
includes some control information (see 
"Processing 1400 Labels" in this appendix 
and "Spanned Format" in the section 
"Processing Data"). You must include space 
for this control information when computing 
the buffer size. Buffer space is increased 
by 4+4n bytes, where n is egual to the 
number of input records or segments of 
input records in an output block. For 
example, if the input block size is 80 
bytes per record and you want to block your 
data at five records per block, the output 
block size should be 424 or 
(80«5) + (4+ (4*5) ) . When specifying buffer 
space: 

• The emulator input block size should 
egual the preprocessor output block 
size. 

• The postprocessor input block size 
should be egual the emulator output 
block size. 
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TAPE CORRESPONDENCE 

In order to keep the original 1400 labels 
when converting tapes to spanned format, 
tapes are converted as one-reel reel files. 
If you cannot convert one input reel to one 
output reel: 

• Use a larger output tape. 

• Specify a higher output density. 

• Specify a larger buffer for spanned 
records (preprocessor) . 

• Re-create the input tape, using a 
smaller buffer for spanned records 
(postprocessor) . 

• Replace a worn output tape with one 
that is in better condition. 

• Create a shorter input file. 

If none of the above are appropriate, 
two output tapes may be used, but the 
emulator cannot backspace from the second 
tape back to the first. 

Note: Tapes in 1400 format having records 
longer than 32,755 bytes must be formatted 
before being used by the emulator. 



PROCESSING 1400 TAPEWARKS 

OS cannot distinguish System/370 tapemarks 
from 1400 tapemarks. Conseguently , both 
types of tapemarks cannot be written on the 
same tape. On 1400-format tapes, any 
tapemark encountered is assumed to be a 
1400 tapemark. On System/370 tapes 



(spanned format) , any tapemark encountered 
is assumed to be written by the operating 
system. To save 1400 tapemarks, the 
preprocessor rewrites them as "tapemark 
records." These tapemark records define 
the relative position of the 1400 tapemark. 

The format of the tapemark record is 
shown in Figure 37. After the interrecord 
gap (IRG) , there is a block descriptor word 
(BDW) of 4 bytes and a segment descriptor 
word (SDW) of 4 bytes. These are followed 
by 12 bytes of data describing the 
tapemark. The identification field of the 
tapemark record will always contain 
hexadecimal FF000000. The tapemark trace 
field contains the relative record number 
(block number) of the preceding tarcemark 
record on a tape volume. If this is the 
first tapemark record, the field is set to 
1. If the data set is being written on a 
direct access device, the tapemark trace 
field contains the relative track and 
record number of the preceding tapemark 
record. 



PROCESSING 1400 LABELS 

To avoid having more than one label on a 
tape, 1400 header and trailer labels are 
written as by the preprocessor data 
records; that is, each header or trailer 
label will have its own BDtf and SDH in 
spanned format. This permits the operating 
system to recognize System/370 labels, but 
only the emulator and the tape formatting 
programs can recognize the data record as a 
label. Figure 38 shows how the 1400 tape 
is modified by the preprocessor. The 
postprocessor removes the BDW and SDW when 
returning the tape to its original format. 











Tapemark Data 













•< 






IRG 


BDW 


SDW 


ID 


Tapemark 
Trace 


Zeros 


IRG 




4 bytes 


4 bytes 


4 bytes 


4 bytes 


4 bytes 





Figure 37. Format of the Tapemark Record 
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1400 Format 



IRG 



Tapemark 



IRG 



Trailer Label 



IRG 



Tapemark 



IRG 



Spanned Format 



IRG 



Tapemark 
Record 



IRG 



BDW 



SDW 



Trailer Label 



IRG 



Tapemark 
Record 



IRG 



Figure 38. Modifying 1400 Header and Trailer Labels 



CHARACTER CODE CORRESPONDENCE 

Figures 39 and 40 show the correspondence 
between input and output character codes 
for both tape formatting programs. 
Even-parity normal mode and alternate mode 
characters in spanned format are the same 
as EBCDIC characters. Seven-track tapes 
are accepted and produced at 200, 556, or 
800 bpi and nine-track tapes are accepted 
and produced at 800 and 1600 bpi. 



TAPE PREPROCESSOR PROGRAM 

The tape preprocessor program converts data 
sets in 1400 format on seven-track or 
nine-t.rack tape to data sets in spanned 
format." It reads and reformats any 1400 
record up to 200,000 bytes long, so that 
the 1400 file can be read by the emulator. 

You should know the exact number of 
tapemarks on the reel of tape to be 
formatted. Although tapes can be formatted 



without specifying the number of tapemarks, 
the preprocessor operates more efficiently 
when it is known. The tapemark information 
cannot be supplied using JCL statements. 
The console operator will supply it when 
responding to the WTOR message IIQ301D. 



After receiving the operator response, 
the preprocessor formats one reel of tape, 
and stops after having read the number of 
tapemarks specified by the operator. If 
the operator has specified ALL, the 
preprocessor formats all readable data on 
the tape, and stops when the tape comes off 
the reel or when an I/O error is 
encountered. After the data has been 
formatted, the preprocessor issues an 
end-of-volume summary (message IIQ305I) , 
closes both input and output data sets, and 
issues message IIQ301D again. If there are 
other files to be formatted, the operator 
should mount the appropriate files and 
respond to message IIQ301D by specifying 
the number of tapemarks on the next file. 



I — 1 '"- 1 - - 

| , INPUT 


, , r~ 

(1400 Format) | 


OUTPUT 
(Spanned Format) 


~— 
t 


! 7-Track Tapes 
1 (Data Translator On - 


T — - _ _ _ _. f-- 

ECD) j 9-Track Tapes | 


Tape Data Sets on Disk, or 
9-Track Tapes, or 7-Track Tapes 
(Data Converter On - EBCDIC) 




1 Even Parity 


| Normal Mode, Even Parity | 


Normal Mode, Even Parity 




1 Odd Parity 


1 Normal Mode, Odd Parity | 


Normal Mode, Odd Parity 




1 Mixed Parity 


| Normal Mode, Even and odd| 
J Parities Interspersed | 


Normal Mode, Even and Odd 
Parities Interspersed 




L — _ ._ 


| Alternate Mode 1 
_.J. ._ . ... ,. _ ., X 


Alternate Mode (Appears to be 
even parity) 


i 



Figure 39. Data Formats Used with the Preprocessor 
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JCL STATEMENTS 

JCL statements are used to start the tape 
preprocessor program and to define the 
input and output data sets. The statements 
for executing the program will vary 
depending on vhere the program is 
catalogued, what devices are used for the 
input and output data sets, and the input 
and output data sets themselves. 

The JCL statements used with the program 
are shown in Figure 41. (See Job Control 
Lanquage_Ref erence , GC28-6704 for more 
information on JCL statements, and T ap e 
Labels, GC28-6680 for detailed information 



r 


- " — - " 1 " 1 — r 

INPUT | 
(Spanned Format) | 


OUTPUT (1400 


.. ,. . . n 

Format) | 


| Tape 
| 9-Track 
I (Data 


Data Sets on Disk, or | 
Tapes, or 7-Track Tapes) 
Converter On - EBCDIC) { 


- T 

9-Track Tapes, or | 
7-Track Tapes | 
(Data Converter On - EBCDIC) | 


7-Track Tapes | 
(Data Translator On - BCD) | 


\ Normal 


Mode, Even Parity \ 


Normal Mode, Even Parity | 


Even Parity | 


I N o r ma 1 


Mode, Odd Parity \ 


Normal Mode, Odd Parity | 


Odd Parity | 


| Normal Mode, Even and Odd \ 
1 Parities Interspersed \ 


Normal Hode, Even and Odd | 
Parities Interspersed | 


Mixed Parity | 


1 Alternate Mode 1 

I _ L 


Alternate Hode | 

X 


Even Parity I 
— . ,_ . , _. i 



Figure 40. Data Formats Used With the Postprocessor 



1 — 


Statement 


—i ■ - - ■ * » 

I Use | 
\. ^ , J 




JOB 


\ Starts the job. 1 
—4 ■ -f 




EXEC 


1 Specif ies the program name (PGM=ITQPRE) and the block size of the | 
| input data set (PAFM=blocksize) . I 

— i. e , 1 




SYSPFINT DD 


| Defines a seguential message data set containing system messages, \ 
| error messages, and volume summaries. I 
j. , , , 1 




T 

SYSUT1 DD 


\ Defines a seguential data set on a magnetic tape to be used as | 
\ input to the preprocessor. \ 
— + — . 1 


1 


SYSUT2 DD 


1 Defines a seguential data set on a magnetic tape or a direct access | 
| device to receive the output from the preprocessor. | 

... _JL i . - ,_ _ _ ». '_ _ 1 



Figure 41. JCL Statements for the Preprocessor 



on the LABEL parameter of the DD 
statement.) 

Definin2_In£Ut_Data 

Parameters that define input data are shown 
in Figure 42. The block size of the input 
data is the only attribute not defined in 
the SYSUT1 DD statement. The length of the 
longest input record (block size) for the 
preprocessor should be specified in the 
PARM field of the EXEC statement. More 
than one input volume can be formatted. 
After the first volume is formatted, the 
operator is asked to remove the formatted 
volume and mount an unformatted one. 
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Data Attribute 



7- Track Tape 



9-Track Tape 



Status/Disposition 



Not Required 



Not Reguired 



Device 



UNIT=2400-2 



UNIT=2400 



Label 



LABEL= (, NL) 



LABEL=(,NL) 



Volume Identification 



VOL=SER=number 



VOL=SER=num ber 



Density * 



(DEN= |1J) 2 



Default to 800 bpi 



Block Size 3 



PARM=blocksize 



PARM=blocksize 



Parity 



Not Reauired* 



Not Required 



1 This attribute is a subparameter of the DCB parameter of the SYSUT1 DD statement. 
20=200 bpi r 1=556 bpi, 2=800 bpi. 

3 The maximum input block size is specified by the PARM keyword of the EXEC statement. 
The other parameters are specified in the SYSTJT 1 DD statement. The default value 
for PABM is 10,000 bytes; the maximum is 200,000 bytes. The PABM keyword is used so 
that values greater than 32,765 bytes can be specified. 

*Tapes can be read in even, odd, or mixed parity. 



Figure 42. Defining Input Data for the Preprocessor 



Defining. Output Da t a 

Ml attributes of the output data are 
defined in the SYSUT2 DD statement. At 
least one output volume should be allocated 
to each input volume. If the data from one 
input volume might overflow a single output 
volume, two output volumes should be 
specified. Figure 4 3 shows the parameters 
of the SYSUT2 DD statement that define the 
output data set for the preprocessor. 

The data can be sent to any tape or disk 
device accepted by BSAH. If using a disk 
device, the Record Overflow feature should 
not be used because the emulator cannot 
backspace over a record that is split 
between two cylinders. 



TAPE POSTPROCESSOR PROGRAM 

The tape postprocessor program converts 
data sets in spanned format to data files 
in 1400 format. The data sets in spanned 
format can be on seven-track or nine-track 
tape or on a direct access device. The 
data files in 1400 format must be on a 
seven-track or nine-track tape. 

The postprocessor writes records from 1 
to 200,000 bytes long. When formatted, the 
tape may be used on a 1400 system, by a 
stand-alone emulator, or by Compatibility 
Support/30 or Compatibility Support/40 
programs. Input to the postprocessor must 
be in spanned format. If you want 1400 
tape marks on the output tape, there must 



be a tapemark record wherever a 1400 
tapemark is desired. All 1400 labels must 
be data records; that is, they must have a 
BDW and an SDW. All data sets produced by 
the emulator in spanned format and all data 
sets produced by the preprocessor have this 
format. 

You should know when an input volume 
will need more than one output volume so 
that additional information can be provided 
for the postprocessor. The information is 
provided by program control statements 
submitted with the JCL statements. Program 
control statements define end-of-tape 
(tapemarks and trailer label) on the first 
output volume and beginning-of -tape 
(tapemarks and header label) for the second 
output volume. If the postprocessor cannot 
write all the data on one volume and you do 
not provide the appropriate program control 
statements, it writes two tapemarks on the 
first volume and starts the second volume 
without writing a tapemark or label. (For 
more information on multiple output 
volumes, see "Defining Output Data.") 



You should know whether mixed-density 
output is needed. The postprocessor can 
write tapes in mixed densities when you 
include the DENSITY program control 
statement with the JCL statements for the 
postprocessor job. 

Program control statements are discussed 
further under "Defining Output Data" later 
in this section. 
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1 ■ — — — — »- TT 

| Data Attribute | | 7-Track Tape 
\ K 




— r ._ _. _. ._ ... _ 
1 9-Track Tape 


— " - - 1 

| Disk ] 


\ Status/Disposition 1 | DTSP= (NEW, KEEP) * 




-+ 

1 DTSP= (NEW, KEEP) i 


, -1 

1DISP=(NEW,KEEP) l | 


IDevice | | UNIT=2400- 2 




! (2400 )2 
I UNIT= 2400-3 
| (2400-4) 


1 4, 

1 12311)3 | 
|UNIT=j2314[ | 
\ (3330) | 
4.. , __ 4 


ILabel | |LABEL= (, \ SL >) 
1 11 * NL ' 




| LABEL= (, jSL )) 
| 'NL S 


1 1 

| Not Applicable | 
| | 


1 Volume Identification] 1 YOL=SER= (number,. 




* I VOL=SER= (number. 


1 4 

. . .) * ! V0L = SEE= (number, . . .) | 
■ • 


IDensitys ||(DEN=!in 6 
1 1! '2) 




\ (DEN=3) \ \ 
1 or | Not Applicable 8 | 
| Default to 800 bpi 7 | | 
-+ 1 1 


|Block Size 5 | | (BLKSIZE= Sblocksize) 
! I 1 <3500 S 


) | (BLKSIZE= iblocksize) ) | (BLKSIZE= (blocks ize^ | 
1 13500 > ! <3500 S 1 








+ ^ 


1 Parity s 1 | (TRTCH=C) 




| Default to Odd 
— \ , _ 


1 Default to Odd | 

1 , 4, 


ISpace on DAS D JjNot Applicable 




| Not Applicable 


JSPACE=dasd space | 
|SPLIT=dasd space \ 
\ SUBALLOC=dasd space | 


jData Set Name | | DSNA ME=dsname 




\ DSNAME=dsname 


1 _ j 

|DSNAHE=dsname | 
! - J. 


|Record Format ||FECFM=<VS \ 

I 1 1 <VBS> 
i i t 




| RECF M= iVS > 
t ~ 


|RECFM=<VS ) | 

! 'VBsj | 
■ ■ 


j l Specify when LABEL=(,SL). j 
| 22400 specifies a nine-track, 800 bpi tape drive; 2400-3 specifies a nine-track, 1600 \ 
| bpi tape drive; 2400-4 specifies a nine-track, 800 or 1600 bpi tape drive. Any | 
I nine-track tape unit accepted by BSAM may be specified. I 
! 3 May be any disk unit accepted by BDAM. j 
I *If an input volume reguires more than one output volume, two output volume serial | 
| numbers must be specified. I 
j s *This attribute is a subparameter of the DCB parameter of the SYSUT2 DD statement. | 
1*0=200 bpi, 1=556 bpi, 2=800 bpi. | 
f 7 If output density is 1600 bpi, specify the parameter DEN=3; otherwise let DEN default j 
| to 800 bpi. | 
l 8 Density is not specified for disk, but SPACE must be indicated: I 
| SPACE= (units, (quantities, increments) ) I 
« - , .i 



Figure 43, Defining Output Data for the Preprocessor 



Tape Labels, GC28-6680 for detailed 
information on the LABEL parameter of the 
DD statement.) 



Defining Input Data 



All attributes of postprocessor input data 
are defined in the SYSUT1 DD statement. 
Input to the postprocessor is in spanned 
format. Figure 45 shows the parameters of 
the SYSUT1 DD statement that define the 
input data set for the postprocessor. 
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JCL STATEMENTS 

JCL statements are used to start the tape 
postprocessor program and to define the 
input and output data sets. The statements 
for executing the program vary, depending 
on where the program is catalogued, what 
devices are used for the input and the 
output data sets, and the input and output 
data sets themselves. 

The JCL statements used with the 
postprocessor are shown in Figure 44. (See 
Job Control Language Reference , GC28-6704 
for more information on JCL statements and 



f 


Statement 


1 Usage \ 




JOB 


] 1 1 " V 1 ■ x < T 1 

| Starts the "job. \ 




EXEC 


| Specifies the program name (PGM=IIQPOS) and the block size for the \ 
J output data set (PARM = blocksize) • | 




SYSPBINT DD 


1 Defines a sequential message data set containing system messages, | 
| error messages, and volume summaries. J 




SYSUT1 DD 


| Defines a seguential data set on a magnetic tape or a direct access | 
| device to be used as input to the postprocessor. | 




S YSUT2 DD 


| Defines a sequential data set on a magnetic tape to receive the J 
| output from the postprocessor. | 


L, 


SYSIN DD 


t" ■ — — 1 . ....... _ T _ ... . * 

! Provides control data for the postprocessor job. The control data | 
f set is in the input stream and contains the program control J 
| statements needed to create header and trailer labels when a single | 
| input volume (SYSUT1) needs more than one output volume (SYSUT2) . | 
! Note: Postprocessor jobs with no program control statements must | 
| specify SYSIN DD DUMMY, with the DCB parameter specifying a | 
1 blocksize. | 
.... v - — - - _.. — , i 



Figure 44. JCL Statements for the Postprocessor 



Defining Output .Data 

Except under specific conditions, the block 
size of the output data is the only 
attribute not defined in the SYSUT2 DD 
statement. These conditions are explained 
below. The physical record length (block 
size) of the output data file for a 
postprocessor job should be specified in 
the PAFM keyword parameter of the EXEC 
statement. The PARM keyword is used so 
that values greater than 32K can be 
specified. The JCL parameters that define 
output data for the postprocessor are shown 
in Figure 46. 

SINGL|^VOLUME_TN^ 

Olimjn : Tf a or nearly full emulator 

output volume is being postprocessed , the 
postprocessor output may need two tape 
volumes. In this case, the postprocessor 
creates a trailer label for the first 
output volume and a header label for the 
second output volume. The TLABEL and 
HLABEL program control statements specify 
the labels and tapemarks to be created by 
the postprocessor. 

If you do not provide these control 
statements, two tapemarks are written when 
the end-of- volume reflective strip is 
sensed on the first output volume, and the 
output file is continued on the next volume 
without a header label. 

The TLABEL program control statement 
defines the series of records or tapemarks, 
or both, to be written when the 



end-of-volume reflective strip is sensed on 
the first of the two output volumes. The 
HLABEL program control statement defines 
the series of records or tapemarks, or 
both, to be written when a second output 
volume is mounted while postprocessing one 
input volume. The formats of the HLABEL 
and TLABEL statements are described under 
"Program Control Statements. " 

MIXED- DENSITY TAPES: The operating system 
does not write tapes in more than one 
density. If a mixed-density tape must be 
prepared for a 1400 system, the 
postprocessor writes the first part of the 
tape in one density and then modifies the 
DCB and writes the rest of the tape in 
another density. The DENSITY program 
control statement defines how many records 
are to be written in the first density. 
The format of the DENSITY statement is 
described under "Program Control 
Statements. " 



PROGRAM CONTROL STATEMENTS 



Normally, JCL statements provide the 
reguired information for output data. 
Additional information must be supplied to 
the postprocessor when: 



• A postprocessor input tape will, when 
reformatted, use two output tapes. 
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r .. — __ 

| Data Attribute 


TT 

1 | 7-Track Tape 
--H 


i — — — — — 

| 9-Track Tape 
H 


1 — — — T 

| Disk | 
4- 1 


w • 

| Status/Disposition 


| | DTSP= (OLD, KEEP) 1 


1DISP= (OLD, KEEP) * 


|DISP=(OLD,KEEP) i | 


1 

1 

1 Device 
1 


~H 

1 ! 

I | UNIT=2400-2 
1 ! 


1 

| 12400 8 
|DNTT=<2400-3> 
1 (2400-4) 


i (2311)3 j 

|UNIT=<2314> | 
I (333O) | 


1 

| Label 

! 


-44 

I | LABEL= (, JSL)) 

II <NLS 

-4H 




|LABEL= (, l SL ») 
| < NL ' 


|Not Applicable j 


1 ^ 

| Volume Identification 


| | V0L=SER= (number, . . 


1 

.) | VOL=SER= (number, . . . ) 


1VOL=SER= (number,...) | 


I 

1 

1 Density* 
I 


-44 

11 L0\ s 
\ | (DEN= Ih 

i i 


j 

| (DEN = 3) 

I or 

| Default to 800 bpi 6 


|Not Applicable | 


1 , — 

1 Block Size* 


|| (BLKSTZE=blocksize) \ (BLK.SIZE=blocksize) 
« i i 


| (BLKSIZE=blocksize) | 


| : 

| Parity* 


| | (TRTCH=C) 


| Default to Odd 


| Default to Odd | 


y , 

| Data Set Name 


-44 - 

| | DSNAME=dsname 
i i 


, r 

|DSNAHE=dsname 
i 


|DSNAME=dsname | 
• * 


r ■ i 

^Specify when LABEL=(,SL). 1 
\ 22400 specifies a nine-track, 800 bpi tape drive; 2400-3 specifies a nine-track, 1600 | 
| bpi tape drive; 2400-4 specifies a nine-track, 800 or 1600 bpi tape drive. Any | 
| nine-track tape unit accepted by BSAM may be specified. I 
| 3 May be any disk unit accepted by BDAH. I 
|*This attribute is defined as a subparameter of the DCB parameter of the SYSDT1 DD | 
1 statement. 1 
\50=200 bpi, 1=556 bpi, 2=800 bpi. I 
1 6 If input density is 1600 bpi, specify the parameter DEN=3; otherwise let DEN default | 

| to 800 bpi. I 
i i 



Figure 45. Defining Input Data for the Postprocessor 



1 — - 1 ' 

1 Data Attribute I I 


7-Track Tape 




~i 


9-Track Tape 


— 1 
— \ 


1 Status/Disposition |] 


Not Required" 






Not Required 


-4 


| Device 1 1 


UNTT=2400-2 






UNIT=2400 




| Label 1 1 


LABEL= (,NL) 






LABEL=(,NL) 


-H 


| Volume Identification || 


VOL=SER=number 






VOL=SER=n umber 


-H 


1 Density* 1 1 


(0) 

(DEN= h\ ) 2 
(2) 






Default to 800 bpi 




1 B lock Size 3 1 J 


PARH=blocksize 




-4 — 


PARH=blocksize 




j H- 

1 Parity 1 I 
1 1 1 


Not Required* 




\ 


Not Reguired 




| *This attribute is a subparameter of the DCB parameter of the SYSUT2 DD statement. y 
| 20=200 bpi, 1=556 bpi, 2=800 bpi. If the DENSITY program control statement is used, 
| this parameter is not needed. 

|3The output block size is specified by the PARM keyword parameter of the EXEC 
I statement. The other parameters are specified in the SYSTJT2 DD statement. The 
| default value for PARf is 10,000 bytes; the maximum is 200,000 bytes. 
|*Tapes can be written in even, odd, or mixed parity. 

« „_ — 1 


. j 



Fiqure 46. Defining Output Data for the Postprocessor 
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• Mixed-density postprocessor output is 
needed. 

Program control statements provide this 
information. 

There are two types of program control 
statements: function statements and data 
statements. There are three function 
statements: HL ABEL, TLA BEL , and DENSITY. 
A function statement must have a period in 
column 1, a slash in column 2, and a blank 
in column 3. The function and its 
parameters can appear anywhere between 
column 4 and column 71. Only one function 
can be coded on a card. 



A data statement contains the image, or 
a segment of the image, of a header or 
trailer label. The data statement has no 
keyword. It is identified by its following 
an HLABEL or TLABEL function statement. 



Note: No comments are allowed on function 
or data statements. 

P£ I .SIIX-P^PgrggL Control Statement 

T7sing the DENSITY statement, the 
postprocessor can create a mixed-density 
1400 tape. The first part of the tape, 
usually the header label and tapemarks, is 
in one density, and the rest of the tape is 
in another density. One DENSITY statement 
handles all tapes formatted in one 
postprocessor job. If two tapes need 
different densities, two postprocessor jobs 
must be run to format the tapes. The 
DENSITY statement overrides the DEN 
parameter in the SYSUT2 DD statement; if 
the DENSITY statement is omitted, the 
records are written in the density 
specified in the DEN parameter. 



r - - t 

f Operation | 

I — 4- 


Ope rand 


■ - ~ l 

1 

< 


I ./ DENSITY J 
(.,,,_ i. 


[ FIRST (n) 


= den1 ][,REST=den2 ]| 
i 



FIRST (n) =den1 

specifies that the first n records of 
the tape (including the header label 
and tapemarks) are to be written in 
the density specified by denl. A 
header label is one record and each 
tapemark is one record. n is a number 
from 1 through 9. denl must be 2, 5, 
or 8, indicating 200, 556, and 800 
bpi. If FIRST(n) =den1 is omitted, one 
record at 200 bpi is written. If 
FIRST=den1 is specified, one record is 
written in the density specified by 
denl . 



REST=den2 

specifies that all records after those 
indicated by the FIRST parameter are 
to be written in the density specified 
by den2. den2 must be 2, 5, or 8, 
indicating 200, 556, and 800 bpi. The 
default value of den2 is 800 bpi. 

Note: Do not code the DENSITY statement 
for 1400 tapes that have only one density. 

Example: The postprocessor output is to be 
on a mixed-density tape. The input tape 
has one 1400 header label, which is 
preceded by a tapemark record and followed 
by two tapemark records. The 1400 header 
label and tapemarks are to be written at a 
density of 556 bpi; the rest of the tape is 
to be written at' 200 bpi. The DENSITY 
statement for this tape is: 

./ DENSITY FIRST(4) =5,REST=2 

TLABEL_ Program _Cpntrol St atem e nt 

The TLABEL statement defines the trailer 
label to be written when the postprocessor 
senses the end-of -volume reflective strip 
on the output tape. The trailer label is 
normally a series of tapemarks and a record 
that describes the tape. 



In general, tapes produced by the 
emulator can be returned to 1400 format on 
one output tape. If the input tape is full 
or nearly full, or if the input tape is at 
a higher density than the output tape, two 
output tapes may be needed; in this case, 
the TLABEL statement should be specified. 



The TLABEL statement is ignored if 
provided but not needed. Nine TLABEL 
statements can be coded for each 
postprocessing job. If no statement is 
coded and the end-of -volume reflective 
strip is sensed, two tapemarks are written 
on the tape, and the output file is 
continued on the next volume. 



t 1 — ' - ■ 1 ~ — i 

| Operation | Operand | 

i 1 -r 

I I (TH ) ! 

| ./ TLABEL | DATA=< £ | 

I | (nnn) \ 

\ .» ,i i 



DATA=TH 

specifies that one tapemark is to be 
written. This operand can be 
specified once in each TLABEL 
statement; one TLABEL statement must 
be coded for each tape mark wanted, 
specifies that you want a trailer 
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label and that one or more data 
statements follow this TLABEL 
statement to define that label. (For 
a description of the data statement, 
see "Data Program Control Statement" 
later in this section.) nnn is a 
value frcm 1 through 99 9 that 
specifies the size in bytes of the 
trailer label. A discrepancy between 
the value specified in this operand 
and the number of characters in the 
data statement is processed as 
follows: 



• If the data statement is omitted, 
the record is filled with blanks. 



• If the value in DATA=nnn is greater 

than the number of characters in the 

data statement, the record is padded 
with blanks. 



follow this HLABEL statement to define 
that label. nnn is a value from 1 
through 999 that specifies the size in 
bytes of the header label. A 
discrepancy between the value 
specified in this operand and the 
number of characters in the data 
statement is processed as follows: 

• If the data statement is omitted, 
the record is filled with blanks. 

• If the value in DATA=nnn is 
greater than the number of 
characters in the data statement, 
the record is padded with blanks. 

• If the value in DATA=nnn is 
smaller than the number of 
characters in the data statement, 
the remaining characters in the 
data statement are ignored. 



• If the value in DATA=nnn is smaller 
than the number of characters in the 
data statement, the remaining 
characters in the data statement are 
ignored. 

HLABEL Progr am^ Control ..Statement 

The HLABEL statement defines the header 
label to be written by the postprocessor 
when data must be written on the second of 
two output tapes. The header label is 
normally a series of tapemarks and a record 
of data that describes the contents of the 
tape. This statement should be specified 
to identify the second volume. 

The HLABEL statement is ignored if 
provided but not needed. Nine HLABEL 
statements can be coded for each 
postprocessing job. If no statement is 
coded and a second output volume is needed, 
the postprocessor program does not write a 
header label or tapemark on the second 
volume. 



i 1 " 1 — n 

| Operation ] Operand j 

i y . 1 

\ | (TH ) 1 
] ./ HLABEL \ DATA=j > 1 
1 ) (nnn* ! 
t ', i i 



EAT A=TM 

specifies that one tapemark is to be 
written. One HLABEL statement must be 
coded for each tapemark wanted. 

DA TA = nnn 

specifies that you want a header label 
and that one or more data statements 



Data Program Cont rol Statement 

The data statement specifies the contents 
of the trailer and header labels defined by 
the TLABEL and HLABEL statements. There is 
no keyword for a data statement; the 
statement must follow the TLABEL or HLABEL 
statement it refers to (when the DAT A=nnn 
operand is coded) . 

i •—' > — ■ 1 

1 variable string | 
i , i 

variable string 

specifies the characters in the header 
or trailer label. Code the exact 
number of characters specified for the 
label in the DATA=nnn operand of the 
TLABEL or HLABEL statement. One card 
is used for each 80- character segment 
of data until the reguired number of 
characters is reached. If this 
statement is omitted, the label 
specified by the DAT A=nnn parameter is 
filled with blanks. 



Example: Input to the postprocessor is a 
single volume in spanned format. The 
output will need two volumes. The 
end-of-volume indicator for the first 
output volume will be one tapemark followed 
by an 80-character trailer label followed 
by two more tapemarks. The first four 
characters of the trailer label are 1E0R; 
the rest of the label is blank. The header 
label of the second output volume is 
preceded by two tapemarks and followed by a 
single tapemark. The header label is 84 
bytes long and contains 1HDF in the first 
four bytes and 1212 in bytes 81 through 8U . 
The rest of the label is blank. 
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The program control statements needed to 
run this job are: 



./ TLABFL 
./ TLABEL 
1E0F 



TLABEL 
TLA BEL 
"LABEL 
HLABEL 
HLABEL 



./ 
./ 
•/ 
•/ 
•/ 
1 HDR 
1212 

./ HLABEL 



DATA=TM 
DATA=80 

DATA=TM 
DAT A=TM 
DATA=TM 
DATA=TM 
DATA=84 



DATA=TM 



EXECUTING THE TAPE FORMATTING PROGEAHS 



The operating system reads the JCL 
statements that define the tape formatting 
program, allocates devices needed for the 
program, and then loads the program and 
gives it control. To show how the tape 
formatting programs and the emulator are 
related, the JCL examples provided below 
show mOO files formatted by the 
preprocessor, and the same files formatted 
by the postprocessor after emulation. 

The operator is asked to enter the 
number of tapemarks on the tape when the 
job is started. The program formats the 
data until that number of tapemarks is 
read. If the operator replies that he 
wants all tapemarks read, or if he gives a 
number greater than the number of tapemarks 
on the tape, the program formats the data 
until the tape runs off the reel or until a 
permanent I/O error is encountered. 



When the preprocessor finishes 
formatting an input volume, it prints a 
summary for that volume. The postprocessor 
prints a summary for each output volume. 
The summary is printed on the device 
defined by the SYSPEINT DD statement. 
After a summary is printed, the program 
asks the operator if there are any more 
volumes to be formatted. The program 
continues to format volumes until there are 
no more volumes. Each volume must have the 
same characteristics as those defined in 
the JCL statements. 



JCL EXAMPLES FOR THE TAPE PREPROCESSOR 

PREPROCESSOR EXAMPLE , 1; A seven- track tape 
at 200 bpi is to be formatted. The tape 
has two files and eight tapemarks. The 
records are 80 characters long and are to 
be blocked into 800-byte blocks. The 
output will be on nine-track tape at 800 
bpi. Although the tape is not labeled, an 
input volume serial number of 1400001 is 
used to help the operator identify the 
tape. The output number is 1400A1 and the 
data set name is PREOUT. The input reel is 
only half full and will not overflow the 
output volume. The JCL for this job is 
shown in Figure 47. 

When the preprocessor issues message 
IIQ301D, the operator should respond REPLY 
id, 1 8*. The program then processes volume 
140001, formats the data, writes the new 
data set on volume 1400A1, and records the 
tapemark and record distribution for the 
end-of-volume summary. The preprocessor 
stops at the eighth tapemark on the input 
volume. Both files are preprocessed . 

The preprocessor prints the 
end-of-volume summary and issues message 
IIQ301D. This time the operator should 
respond REPLY id,'EOJ». The preprocessor 
then returns control to the operating 
system, which ends the job. 

PREPROCESSOR, EXAMPLE 2: Two nine-track, 
800 bpi tapes are to be formatted. The 
longest input record is 33,000 characters; 
output records are to be 4,000 characters 
long. The first volume has eight 
tapemarks; the second has sixteen. 

The input serial numbers 000001 and 
000002 help the operator identify the tape. 
The first input volume is almost full and, 
when formatted, might overflow onto a 
second volume. Thus, two volumes may be 
needed for the output of volume 000001 . 
Output volumes for volume 000001 are 
numbered 0000A1 and O0O0A2. The second 
input volume (000002) must also use the 
output volume serial number 0000A1, because 
0000A1 is automatically reguested by the 
operating system when starting the second 
input volume. The data set name is PREOUT 
for both output data sets. The control 



//SAMPLE1 


JOB 


MSGLEVEL=(1, 1) 




//STEP1 


EXEC 


PG M=IIQPRE W PARM=80 




//SYSPEINT 


DD 


SYSOUT=A 




//SYSUT1 


DD 


UNTT=2400-2,DCB= (DEN=0) , 


X 


// 




LABEL= (,NL) , VOL=SER = 1 4000 1 




//SYSUT2 


DD 


DISP= (NEW, KEEP) , UNI T= 2 400, DSNA ME=PPEOUT, 


X 


// 




LABEL= (,SL) ,VOL=SER=1400A1,DCB=(BLKSIZE=800) 





Figure 47. JCL Statements for Preprocessor - Example 1 
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statements for this job are shown in Figure 
48. 

The preprocessor issues message IIQ301D 
three times during the job. The responses 
should be: 

REPLY id,«8« to format volume 000001 
REPLY id,M6« to format volume 000002 
REPLY id. , »EOJ« to end the job 



Tvo end-of -volume summaries are issued; 
one summary for volume 000001; the other 
for volume 000002. 

PREPROCESSOR EXAMPLE 3 : One seven -track, 
556 bpi tape is to be formatted and the 
preprocessed data written on disk. The 
number of tapemarks on this volume is 
unknown. Input records are 80 characters 
long and are to be blocked into 800-byte 
blocks. 



The input serial number is 1400A6, and 
the output serial number is 444444. The 
data set name for the output is PREOUT, and 
SYS0T2 describes a disk. The control 
statements for this job are shown in Figure 
49. 

Several operating system and 
preprocessor messages are issued. To the 
first TIQ301D message issued by the 
preprocessor, the operator should respond 
REPLY id, ' ALL * to start formatting volume 
1400A6. The preprocessor formats the 
volume until the input tape runs off the 
reel. The operating system detects this 
and issues message IEA000A. The 
preprocessor also issues message TIQ304D 
PREPROCESSOR INTERVENTION REQUESTED — REPLY 
EOV OR SKIP ( jobname) . The operator must 



respond to message TEA000A by readying the 
unit and to message IIQ304D by entering 
REPLY id , 1 EOV . The preprocessor closes 
the input and output volumes and writes the 
end-of -volume summary before reissuing 
message TIQ301D. This time the operator 
should respond REPLY id^EOJ* to end the 
preprocessing job. 



JCL EXAMPLES FOR THE TAPE POSTPROCESSOR 

POSTPROCESSOR EXAMPLE 1; The tape prepared 
in preprocessor example 1 has been 
processed by the emulator. The output is 
in spanned format and is to be 
postprocessed. During emulation the data 
set was expanded; the postprocessed output 
will probably need two volumes. 

If the output overflows onto the second 
output volume, the trailer label for the 
first volume is to be 80 characters long, 
preceded and followed by a tapemark. The 
first four characters of the trailer label 
are to be 1EOR ; the rest of the label is to 
be blank. The header label for the second 
volume is to be 80 characters long, 
preceded and followed by one tapemark. The 
first four characters of this label are to 
be 1HDR; the rest of the label is to be 
blank. The control statements for this job 
are listed in Figure 50. 

The postprocessor scans and verifies the 
program control statements. It then issues 
message IIQ307D POSTPROCESSOR READY - REPLY 
ALL OR EOJ (jobname) . The operator should 
respond REPLY id, 1 ALL * . 

The postprocessor then formats the input 
volume. When the end of the first output 
volume is reached, the postprocessor writes 



\ //SAMPLE 2 JOB 

1 //STEP1 EXEC 

\ //SYSPRINT DD 

\ //SYSUT1 DD 

\ //SYSUT 2 DD 

1 // 

1 // 



MSGLEVEL= ( 1 , 1) 

PGM=IIQPRE,PARM=33000 

SYS0TJT=A 

UNIT=2400,LABEL= (, NL) , VOL=SER=000001 
DISP= (NEW, KEEP) ,UNIT= (2400, 2) , LABEL= (, SL) , 
DSNAME=PREOUT,DCB= (BLKSIZE = 4000) , 
V0L=SER= (O00OA1,O0O0A2) 



Fioure .48. JCL Statements for Preprocessor - Example 2 



! //SAMPLE 3 JOB 

\ //STEP1 EXEC 

I //SYSPRINT DD 

I //SYSDT1 DD 

\ // 

I //SYSUT2 DD 

! // 



MSGLEVEL= ( 1, 1) 

PG M=IIQPRE,PARM=80 

SYSODT=A 

DNIT=2400-2,DCB= (DEN= 1) , 
LABEL= (, NL) , VOL=SER=1 400A6 

DISP=(NEN,KEEP) , UNTT=23 1 1 , DCB= (BLKSIZE=844) , 
VOL=SER=004444,SPACE= (CYL, (10, 1) ) , DSNAME=PREOUT 



Figure 49. JCL Statements for Preprocessor - Example 3 
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the trailer label and tapemarks specified 
in the TLABEL and data statements. The 
operating system then requests that the 
second volume be mounted using the same 
volume serial number as for the first 
volume. 

After the second volume has been 
mounted, the postprocessor writes the 
header label and tapemarks specified in the 
HLABEL and data statements and continues 
formatting the input tape. When 
end-of -volume for the input volume is 
reached, the postprocessor closes both 
input and output files r prints an 
end-of- volume summary for that input 
volume, and reissues message IIQ307D. The 
operator should respond REPLY id^'EOJ'. 
The postprocessor then returns control to 
the operating system. 

POSTPROCESSOR EXAMPLE 2: The tapes 
formatted in preprocessor example 2 have 
been processed by the emulator. The output 
is in spanned format and is to be 
postprocessed . The control statements for 
this job are listed in Figure 51. No 
program control statements are needed. 



The postprocessor issues message IIQ307D 
three times during the job. The operator's 
responses should be: 



REPLY id, 'ALL* to format volumes 0000B1 

and 000 0B2 and to print the 
end-of-volume summary 



REPLY id,' ALL 1 to format the third input 

volume (0000B1) and to print 
the end-of-volume summary 



REPLY id,'EOJ* to end the job 



POSTPROCESSOR EXAMPLE 3 : The emulator 
output data is in tape format on a direct 
access device with volume number 400000. 
The output volume for the postprocessor is 
a seven-track tape with volume serial 
number 40000A. The input data set name is 
EMOUT. Input records are 3,500 bytes long; 
output records are 80 bytes long. 



i ■ ■ 1 " » ■ s >■" 1 

I //S AMPLE 1P JOB MSGLEVEL=(1, 1) | 

| //STEP1P EXEC PGM=TIQPOS,PARM=80 | 

! //SYSPFINT DD SYSOUT=A I 

! //SYSUT1 DD DISP= (OLD, KEEP) ,UNTT=2400, DCB= (BLKSIZE=8 00) , X | 

! // LABEL= (, SL) ,VOL=SER=1400A2 I 

| //SYSUT2 DD UNIT=2400-2,DCB=(DEN=0) , X | 

I // LABEL= (, NL) , VOL=SER= 140 00 1 | 

| //SYS IN DD * I 

! ./ TLABEL DATA=TM I 

\ ./ TLABEL DATA=80 ! 

| 1E0R | 

! ./ TLABEL DATA=TH f 

I ./ HLABEL DATA=TM I 

! ./ HLABEL DATA=80 I 

1 1HDR 1 

! ./ HLABEL DATA=TM I 

i i 



Figure 50. JCL Statements for Postprocessor - Example 1 



//SAMPLE2P 

//STEP1P 

//SYSPFINT 

//SYSTJT 1 

// 

// 

//SYSUT2 

//SYSIN 

/* 



JOB 
EXEC 
DD 
DD 



DD 
DD 



MSGLEVEL= (1,1) 
PGM=IIQPOS,PARM=33 000 
SYSOUT=A 

DISP= (OLD, KEEP) , DNIT= (2400,2) , 
LABEL= (,SL) ,DSNAME=PREOUT, 

VOL=SEE= (0000B1,0000B2) , DCB= (BLKSIZE=400 0) 
DNIT=2«I00,LABEL= (, NL) r VOL=SEF=000001 
DUMMY 



Figure 51. JCL Statements for Postprocessor - Example 2 
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I 


//SAMPLE3P 


JOB 


MSGLEVEL= (1,1) 


1 


//STEP 1P 


EXEC 


PGM=TIQPOS,PAFM=80 


1 


//SYSPRINT 


DD 


SYSOUT=A 


! 


//SYSUT1 


DD 


. DTSP= (OLD,KEEP) ,UNIT=231 1 , DCB= (BLKSIZE= 3500) , 


1 


// 




VOL=SER=400000,DSNAME=EMOUT 


1 


//SYSUT2 


DD 


UNIT=2H0O-2,LABEL= (, NL) , VOL=SER=40000A 


1 


//SYSIN 


DD 


* 


1 


./ DENSITY 




FIRST (3)=2,REST=5 



Figure 52. JCL Statements for Postprocessor - Example 3 



The header label and its two 
accompanying tapemarks are to be written at 
200 bpi and the rest of the tape at 556 
bpi. Density is specified in the DENSITY 
program control statement rather than in 
the SYSUT2 DD statement. The control 
statements for this job are shown in Figure 
52. 



MESSAGES 



SIZE OF LARGEST INPUT EECORD- 
nnnnnn BYTES 

MAXIMUM OUTPUT BLKSIZE- nnnnn 
INPUT RECORDS TOO LONG- nnn 
INPUT I/O ERRORS- nnn 

IIQ306I INVALID PARM FIELD ON EXEC CARD 

IIQ307D POSTPROCESSOR READY-REPLY ALL OR 
EOJ- (jobname) 

IIQ308D POSTPROCESSOR OUTPUT RECORD TOO 
LONG-REPLY EOV OR SKIP (jobname) 



Messages issued by the tape formatting 
programs are listed below. Explanations of 
the messages are in Appendix G. 



IIQ301D PREPROCESSOR READY-REPLY nnn 

(NO. OF TM) , ALL OR EOJ (jobname) 

IIQ302D PREPROCESSOR INPUT I/O ERROR-REPLY 
EOV OR SKIP (jobname) 

TTQ303D PREPROCESSOR INPUT RECORD TOO 

LONG-REPLY EOV OR SKIP (jobname) 

TIQ304D PREPROCESSOR INTERVENTION 

RE QUE ST ED-REPLY EOV OR SKIP 
(jobname) 

IIQ305I PREPROCESSOR EOV r REEL nnn SUMMARY 
tapemark and record distribution 
NUMBER OF TAPEMARKS SPECIFIED- nnn 
NUMBER OF TAPEMARKS FOUND- nnn 
NUMBER OF INPUT RECORDS- nnnnn 



IIQ309I POSTPROCESSOR EOV, REEL nnn 
SUMMARY 

NUMBER OF TAPEMARKS WRITTEN- nnn 
NUMBER OF OUTPUT RECORDS- nnn 
SIZE OF LARGEST OUTPUT RECORD- 
nnnnnn BYTES 

OUTPUT RECORDS TOO LONG- nnn 
OUTPUT REELS CREATED FROM THIS 
INPUT- nnn 



IIQ310I THE FOLLOWING POSTPROCESSOR 

CONTROL STATEMENTS ARE INVALID 
statements 

IIQ311I POSTPROCESSOR OUTPUT I/O ERROR 



IIQ312I POSTPROCESSOR INPUT BLOCKSIZE TOO 
SMALL 



IIQ313I INVALID REPLY-MESSAGE WILL BE 
REPEATED- (jobname) 
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APPENDIX_Ej. DISK FORMATTING PROGRAM 



The disk formatting program is a problem 
program supplied with the emulator. It 
builds a System/370 data set in which data 
from a 1400 disk can be written. The data 
set contains blank records that are large 
enough for an entire track of data from the 
1*100 disk. 

The disk formatting program can be 
executed on any System/360 or System/370 
CPU, but the data set must be written on 
the disk pack to be used during emulation. 
A JCL parameter specifies the type of 1400 
disk being formatted. The program creates 
a data set based on the size and number of 
1400 records. 



Note: Executing the disk formatting 
program is the second step of a three-step 
process to prepare a System/370 direct 
access device to be used to emulate a 1400 
disk device. Preparing the device is 
described under "Converting Disk Files" in 
the section "Processing Data." 



When the disk formatting program uses 
the Record Overflow feature, you need fewer 
System/370 cylinders to store the data from 
the 1400 device. Figures 53 and 54 may be 
used to determine the space needed for the 
System/370 data sets. 



T~ " 1 

Number of System/370 
Cylinders Reguired 



Emulated Device 



1400 Tracks Per 
System/370 Track 



. , — — r — — 

2311 j 2314 1 3330 
-4- 



— l r— 

2311 ! 2314 ! 3330 



1301 Disk 



Sector Mode 



1.5 | 

(- 



5.7 



634 



161 



92 



1301 Disk: Track-Record Mode, or 
Both Track-Record and Sector Modes 



1 | 2.5 

— f- 



4.8 



744 



188 



10 



1311 Disk: Sector Mode 



1311 Disk: Track-Record Mode, or 



1.5 | 
I 



5.7 



64 



17 



1 Both 


Track 


-Record and Sector Modes 


! 1 


I 

-+— 


2 




4.2 I 


87 j 


22 | 


12 ! 


I 1405 


Disk, 


Model 1 


I 3 


I 


6 




1 1 ! 


316 | 


82 | 


47 | 


| 1405 

i .. ., 


Disk, 


Model 2 


! 3 
„ „j... — 


-) 

I 

,L„ . 


6 


-f- 
-J — 


1 1 | 
j — 


632 I 
... J.. 


163 | 

... 1. 


— -f 

93 | 
... .... i 



Figure 53. Track and Cylinder Correspondence Using the Record Overflow Feature 
i 5 1 



Emulated Device 









| 2311 


2314 


I 


3330 ! 


2311 | 


2314 


f 3330 | 


J 1301 


Disk : 


Sector Mode 




3 


-4- 
I 

-+- 


5 ! 


1000 I 


167 


I 105 | 


I 1301 
! Both 


Disk: 
Track 


Track-Record Mode, or 
-Record and Sector Modes 




2 


I 
I 


4 i 


1000 I 


2 50 


I 132 | 


I 1311 


Disk : 


Sector Mode 




3 


4- 
1 


5 ! 


100 ! 


17 


I 11 I 

"t—T f 


I 1311 

! Both 


Disk : 
Track 


Track-Record Mode, or 
-Record and Sector Modes 




2 


+- 

! 

1 

H- 


4 


100 


25 


I m ! 


! 1405 


Disk, 


Model 1 


I 3 I 


6 


! 


11 


334 


84 


I 48 I 


| 1405 


Disk, 


Model 2 


! 3 


6 


I 


11 


667 


167 


I 96 J 



1400 Tracks Per 
System/370 Track 



T ' 1 1 

Number of System/370 

Cylinders Reguired 
1 r 



Figure 54. Track and Cylinder Correspondence Without the Record Overflow Feature 
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MINTMUM_SYSTEM_RJ2II£I5 



JCL STATEMENTS 



The disk formatting program needs a 
System/360 or System/370 with: 

• 2,364 bytes of main storage and a 
buffer large enough to held the 
formatted record (maximum buffer size 
is 2,992 bytes) 

• One system input device for JCL 
statements 

• One system output device for error 
messa ges 

• One system console 

• Direct access storage for the output 
file 



The control information needed to run this 
program is given in JCL statements. The 
JOB and EXEC statement parameters are: 

//jobname JOB MSGLEVEL= (1 r 1) 

//stepname EXEC PGM=IIQDFP, 

// PARM=« daddd-n[ ,ddddd-n]« 

You supply the job name and step name. 
The PARM parameter identifies the type and 
number of 1400 disk devices to be 
formatted. 

ddddd 

specifies the type of 1400 disk to be 
formatted. The ddddd field must be 
replaced by one of the five-character 
PARM values listed in Figure 55. 



BUFFER STORAGE 

The size of the buffer used by the program 
is determined by the type of 1400 device to 
be emulated. Figure 55 shows the buffer 
(data set) needed to hold the formatted 
record. Buffer storage must be added to 
the program storage when determining main 
storage needed for the program. The 
program obtains its own buffer during 
execution. 

Figure 55 shows the System/370 data set 
needed to emulate the 1400 device. The 
data set is larger than the track because 
12 bytes of control information precede 
each record; if in sector mode, 8 bytes of 
control information precede each sector but 
the first, which is preceded by 12 bytes. 



-n 

specifies number of devices of type 
ddddd to be formatted. The n field 
must be replaced with a value from 1 
through 9. Other values are invalid 
and cause the program to stop. If 
this field is omitted, 1 is assumed. 

Examples of the PAFM parameter are: 

PAFM=1301S 

A data set is created to emulate a 
1301 in sector mode. 

PARM=* 1311M-4* 

Four data sets are created to emulate 
four 1311s in both track-record and sector 
modes. 



1 


~ T" 

1400 Device | 


PAFM Value 


-T- 


— - — X 

System/370 | 
Data Set Size | 


Actual 1400 Track 


Size I 


I 1301 


Sector Mode j 


1301S 




10,000 \ 
2164-Byte Records \ 


20 Sectors at 

100 Characters per 


Sector j 


| 1301 
t Track 


Track, or Both | 
and Sector Modes \ 


1301M 




10,000 | 
2555-Byte Records \ 


2543 Characters 




1 1311 


Sector Mode | 


1311S 




1,000 1 

2164-Byte Records | 


20 Sectors at 

100 Characters per 


Sector | 


l 1311 

i Track 


Track, or Both | 
and Sector Modes \ 


1311M 




1,000 | 
2992-Byte Records | 


2980 Characters 




1 1405, 


Model 1 | 


1405A 


-4- 


10,000 1 
1044-Byte Records i 


5 Sectors at 

200 Characters per 


Sector | 


\ 1405, 


Model 2 1 

_ _.. _. _JL_ 


1405B 


i 


20,000 J 
1044-Byte Records | 

L 


5 Sectors at 

200 Characters per 


Sector j 
j 


Figure 


55. Disk Formatting 


Program PAFM 


Values and Data Set 


Sizes 
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//DISKFP JOB 
//STEP J EXEC 
//SYSUDUMP DD 
//SYS PRINT DD 
//SYSUT1 DD 
// 
// 
/* 



CJLA S S = I ,MSGLEVEL=(1 r 1) , RD=RNC, RE^ION=4K 

PGM=ITQDFU,PARM=1_405A 

SYSOUT=A 

SYSOUT=A 

DS NA ME= HSFTLE, U NIT= (2311 f 2) ,DISP= (NEW, KEEP, DELETE) , X 
VOL=SER= (115000^45001) , DCB= (RECFM=F) , X 
SPACE= (CYL, (198,136),) » LABEL=J[ f ^ r EXPDT=7 300 11 



| Underscored values represent variables. All other values must be coded as shown 



Figure 56. JCL Statements for the Disk Formatting Program - Example 



PA RM= ' 1301S,131lM-4* 

All of the above are emulated in one 
job. 

Three DD statements are reguired: a 
SYSDDUMP DD statement to be used when the 
operating system abnormally ends the 
program, a SYSPRINT DD statement to define 
normal printer outtiut, and a SYSUT1 DD 
statement to define the formatted data set. 
These DD statements are shown in Figure 56. 

The SYSUT 1 DD statement must have the 
six operands defined below and can have 
other operands as needed. Additional 
information on the DD statement can be 

found in Job Control Language Refere nc e, 

GC28-6704. 

DSNAME=name 

specifies a data set name for each 
data set created by the disk 
formatting program. 

UNIT= (type[ , number ]) 

specifies the type and number of units 
needed by the program * 

DISP= (NEW , KEEP r DELETE) 

specifies what to do with the data 
set. 

V0L=SER= (number[ ,number ]. . . ) 

specifies the volume serial number of 
each volume. 

DCB= (RECFM=F) or DCB= (RECFM=FT) 

specifies a data set with fixed-length 
records. If the Record Overflow 
feature is used, code DCB= (RECFM=FT) . 

SPACE= 

specifies the secondary storage needed 
for the data. The number of cylinders 
for each device is shown in Figure 53 
and 54. You should not reguest more 
than 198 cylinders on a 2311 or 2314 
(generally the maximum number of 
cylinders available after subtracting 
the VTOC) . You should not reguest 
more than 402 cylinders on a 3330. If 
the number of cylinders exceeds the 



maximum, the excess must be reguested 
using the secondary guantity reguest 
field. For example, a 1311 disk with 
data in sector mode reguires 100 
cylinders on a 2311 without the Record 
Overflow feature. The SPACE parameter 
should he coded: 

SPACE=(CYL, 100) 

The 1405 Disk Model 1, reguires 334 
cylinders. The SPACE parameter should 
be coded: 

SPACE= (CYL, (198, 136) ) 

If data sets are being prepared for more 
than one 1400 disk device, additional DD 
statements are needed. These data sets 
must be defined by DD statements with the 
names SYSUT2, SYSUT3, SYSUT4, and so on. 
Each DD statement must contain the same 
reguired operands as the SYSUT1 DD 
statement, and each may have optional 
operands. The disk formatting program 
takes each DD statement in the order listed 
in the JCL and uses it to create the data 
set for the 1400 disk that is next in the 
PARS field. The program continues to 
create data sets for all the devices in the 
PARM field. If there are not enough DD 
statements, or if a DD statement is 
missing, the program is abnormally ended by 
the operating system. 

Using the PARM parameter in the example 
above, PARM=» 1 301S , 1311M-4 1 , five DD 
statements are reguired. The SYSUT1 DD 
statement defines the 1301, and the SYSUT2 
through SYSUT5 DD statements define the 
four 1311s. 



You can use the UNIT and SPACE 
parameters to: 

• Indicate the device used for the data 
set created by the program. (However, 
OS actually assigns the data set to the 
device.) 

• Specify the number of disk units used 
to emulate a 1400 disk device. 
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The example below shows a data set in 
which the first 2311 is used only for that 
data set, and the second for the rest of 
the data set. If there were a need to 
divide the data set evenly between the two 
devices, the SPACE parameter could be coded 
SPACE= (CYL, (167,167) ,RLSE) ; or you could 
create a dummy data set to limit the 
available space on the device, and then run 
the disk formatting program. The operating 
system would allocate the remaining space 
to the disk formatting program. 

Ex ample: The disk formatting program is to 
be run so that the emulator can use two 
2311s to emulate a 1405 Disk Storage, Model 
1. There is no Record Overflow feature on 
the control unit of the 2311s. All of one 
2311 is used for the data set, and the 
second for the rest of the data set. The 
CLASS parameter is optional, but is used 
because the program is I/O bound. Replace 
the "I" with the class name that you use to 
indicate high I/O activity. The JCL 
statements are shown in Figure 56. The 
LABEL parameter is used to keep the data 
set from being deleted accidentally by 
another program. (If you need to delete 



such a data set, it can be done using the 
TEHPROGM utility program. The IEHPROGM 
utility is described in Utilities, 
GC 28-6 586.) 



MESSAGES 



Messages issued by the disk formatting 
program are listed below. Explanations of 
the messages are in Appendix G. 

IIQ401I ddname ASSIGNED PARM VALUE NOT 
FOUND 

IIQ402I ddname UNABLE TO OPEN DATA SET 

IIQ403I ddname IMPROPER RECORD FORMAT 
SPECIFIED 

ITQ404I ddname BUFFER WAS NOT AVAILABLE 

IIQ405I I/O ERROR, jobname, stepname, unit 
addr, device type, ddname, 
operation attempted, error 
description, last seek addr, access 
me thod 
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APPENDIX Ft ADDING ROUTINES YOU HAVE, WRITTEN 



You may write your own routines to perform 
functions not provided by the emulator. 
This section is written for the systems 
analyst who must decide whether a special 
routine is required, and for the systems 
programmer who must design and code it. 

Your routines must be assembled and 
catalogued before you execute the emulator 
job in which they are used. When the job 
is loaded, your routines are loaded with 
the emulator. 

You are modifying Type I coding when you 
add a routine, and you may be billed for a 
program maintenance call if it contains or 
causes an error. 



USER STATEMENT 



The USER emulator control statement tells 
the emulator which routines you want loaded 
with the emulator and what 1400 operations 
they are emulating. This statement is 
coded ana placed in the SYSEMCTL data set 
with the other emulator control statements. 
The format of the USER statement is shown 
in Figure 30, a fold-out page preceding 
Appendix A . 

You can write routines to emulate 1400 
operations not included in the emulator. 
For example, you may write routines to read 
and process column binary cards and to 
process data on paper tape. 

In addition, you can write a routine to 
process 1400 program messages directly, 
without having them printed on the console. 
This is called "automatic reply." 



EMULATING 1400 OPERATIONS 

One USER statement must be coded for each 
1400 operation code to be emulated, except 
for I/O operation codes. Only one USER 
statement is needed for all I/O operation 
codes . 

The format of the USER statement for 
emulating 1400 operation codes is: 



USER NAME=name,OPCODE= jlOj ,CONTROL=nn 

where: 

NA WE=name 

identifies the load module in which 
your routine is located. Whenever 
your operation code is encountered, 
control is passed to the first 
instruction in the load module. 

OPCODE 

specifies the operation code your 
routine inspects or emulates. 10 must 
be coded for all I/O operation codes: 
M, L, U, K, F, and 1 through 9. For 
other operation codes, replace c with 
the BCD operation code. There are 
three operation codes that must be 
multiple-punched to be entered. The 
codes and the punch combinations are: 



Ope ra tion. Code 
! (Zero and Subtract) 
? (Zero and Add) 
U (Clear Word Marks) 



Punch 
Combination 

1T-0 

12-0 
12-4-8 



CONTROL 

specifies the control byte used to 
decode the 1400 instruction. Before 
branching to your routine, the 
compatibility feature uses the control 
byte for decoding and error checking. 
If the CONTROL operand is not 
specified, 00 is assumed. If 
OPCODE=IO, the CONTROL operand is 
ignored. The values of the control 
byte are shown in Figure 57. 

Your routines must follow the 
conventions used by the emulator. These 
conventions include: 

• Use of registers 

• Complete handling of I/O operations for 
an emulated device 

• Proper posting of the status of the 
operation 

• Return of control 
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1 

1 


Bit No. 
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■ "■ ...... ., ,. _ i 
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I 
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j 


The compatibility feature analyzes the instruction and loads j 
the A-address of the instruction into the AAR and the | 
B- address into the BAB. I 
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! 


! 


This is a double address instruction. The compatibility | 
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1 


This bit configuration should not be coded. The operation \ 
code is for a branch instruction that is executed by the | 
compatibility feature (operation codes V and VT) . | 








j nnnlnnln 

{ 




The operation code is B. The instruction is executed by the j 
compatibility feature except for Branch on Indicator, where a | 
branch is made to your routine. If you set bits 3 and 6 to j 
1 , you must emulate the Branch on Indicator instruction in | 

Note: If your routine emulates a V or W opcode, bits 3 and 6 | 
must be 0 for that operation code. | 
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\ nnnnOnnn 


! 


The compatibility feature should search for a wordmark to j 
stop decoding this instruction. The wordmark is on the | 
operation code of the next instruction. | 
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The compatibility feature does not search for a wordmark to | 
stop decoding the instruction. | 
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_j_ 


This bit must be set to 1. | 
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Figure 57. Bit Settings for the USER Control Byte 



GETTING CONTROL AND USING REGISTERS 



Information about the 1400 instruction to 
be emulated is in the general purpose 
registers: 



• Register 2 is used by the compatibility 
feature and must not be modified by 
your routine. 



Register 3 contains the address of the 
communication region, and should be 
used as a base register for the 
communication region DSECT (DIIQCR) . 
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It must not be modified by your 
routine . 

Registers 4 and 5 contain the main 
storage addresses of the B-address and 
A-address fields of the 1400 
instruction. These addresses are set 
according to conventions of the 1100 
system, but are maintained in registers 
4 and 5 as System/370 binary addresses. 
They must be updated by your routine as 
a normal part of emulating a 1400 
instruction. The high-order byte is a 
control byte for the compatibility 
feature. (For more information, see 
"BIFLAG-Bra nch if Flag" under 
"Compatibility Feature Macro 
Instructions. ") 



Register 6 contains the DILCNT value in 
the first 7 bits of the high- order byte 
and the emulated 1400 IAR in the three 
low-order bytes. The contents of the 
three rightmost bytes, a System/370 
binary address, depend on the setting 
of bit 5 of the control byte. If 
0PC0DE=I0, the IAR always contains the 
address of the next sequential 1400 
instruction. For operation codes other 
than I/O, the IAR is set according to 
bit 5 of the control byte, which is 
explained in Figure 57. You must not 
alter the leftmost byte of this 
register. 



Register 7 contains the entry point 
address of your routine, and can be 
used as the base register for the 
routine except when OPCODE=IO. If 
0PC0DE=I0, register 7 contains the 
entry point address of the routine that 
called your routine. Do not modify 
register 7 when OPCODE=IO. 



Register 13 contains the address of a 
save area in the communication region. 
This save area can be used by your 
routine, and the locations in the save 
area that contain the AAR, BAR, and TAR 
can be modified. 



Register 14 is variable unless 
0PC0DE=I0. If 0PC0DE=I0, register 14 
contains the emulator return address 
when the I/O instruction in your 
routine is not emulated. 



Register 15 is variable unless 
0PC0DE=I0. If 0PC0DE=I0, register 15 
contains the entry point address of 
your routine. You may use register 15 
for your base register for all I/O 
instructions. 



The contents of registers should be 
saved when entering your routine and 
returned to the emulator exactly as they 
were, except for registers 4, 5, 6, and 7, 
which may be updated by your routine. 

The first word of the communication 
region contains additional information 
about the 1400 instruction, and other 
control information. This information is 
presented in Figure 58. 

Your routine is brought into storage 
using a LOAD macro instruction and, as 
such, cannot contain V-type address 
constants or EXTERN statements. If your 
routine is not in the SYS 1 .LINKLIB data 
set, the JCL for the emulator job must 
contain a JOBLIB or STEPLIB DD statement 
defining the library the routine is in. 

EMULATING 1400 INSTRUCTIONS 

A 1400 instruction is emulated using the 
System/370 universal instruction set and 
seven macro instructions that execute 
microprogrammed routines in the 
compatibility feature. These macro 
instructions simplify the access to and 
translation of the 1400 program and data, 
and are described under "Compatibility 
Feature Macro Instructions." 

Your routine should be assembled with 
the DSECT DIIQCR (the emulator 
communication region) . The DSECT is 
located in the Emulator Distribution 
Library, and you may use the same SYSLIB 
card for your routine as you used when 
assembling Stage I of emulator generation. 
The USING statement for the DSECT should b 
coded USING EMCOMF.G ,C0MREG. COM REG is 
register 3. 

EMULATING ENTIRE NON I/O OPERATION CODES : 
To emulate an entire operation code, the 
control byte specified in the USER 
statement should be X'OO*. After getting 
control and saving registers, you should 
emulate the operation code, restore 
registers, update the IAR, and exit using 
either the DIL or BDIL macro instruction. 
(For information on DIL and BDIL, see 
"Compatibility Feature Macro 
Instructions. ") 

You may code a control byte other than 
X'00* to update the IAR automatically or t 
provide other functions that would 
otherwise have to be in your routine. The 
control byte is described in Figure 57. 

EMULATING PORTIO NS OF NO N-I/O OPERATION 
CODES; To handle only a few instructions, 
(such as one or more branch d-modifiers) , 
and let the emulator handle the remaining 
instructions in that operation code, you 
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must find the control byte used to emulate 
the operation code and specify it in the 
CONTROL operand of the USEE statement. The 
control byte is the leftmost byte of each 
word in the CEOPCODE table (Communication 
Region Operation Code table) . The CEOPCODE 
table is in the CSECT IIQCR01, which is 
assembled during emulator generation. 

The address of the routine that emulates 
the operation code is also in the full word 



that contains the control byte. When your 
routine finds that it does not emulate an 
instruction it must return control to this 
emulator routine. The emulator routine 
address is destroyed, however, when the 
address of your routine is placed in the 
CROPCODE table. 



To obtain the address of the emulator 
routine : 



i 1 r 

Displacement and Name| 



Description 



CRBNOD 



CEIAREG 



CRLENGTH 
(or CRTRTJTH) 



A 1-byte field set by the compatibility feature. If there is a 
d-modifier associated with the instruction, it is stored in 
CRDMOD in internal code. (See Appendix A for internal code 
information.) CRDMOD contains a d-modifier only when bit 7 of 
CRLENGTH is 1. If bit 7 is 0, or if CETABEG contains an 
address, the value is a d-modifier from a previous instruction. 

A 3-byte field set by the compatibility feature. The field 
contains the absolute main storage address of the instruction 
being emulated if the instruction has an M, L, or U operation 
code, and an x-control field. The field is not set if these 
conditions are not met. You have an address in this field when 
the first two bytes are other than hexadecimal 1 0000'. 

A 1-byte field set by the compatibility feature when there 
is no address in the CEIAREG field. This field is set to zero 
if the control byte for the instruction is zero. For all other 
conditions, bit settings are determined by the length of the 
1400 instruction. Bits 0 through 3 show the instruction length 
in bytes (in binary) . Bits 4 through 7 are indicators and if 
set to 1 mean: 



Bit 4 - Reserved. 

Bit 5 - The instruction has a complete A-address. 

Bit 6 - The instruction has a complete B-address. 

Eit 7 » The instruction has a d-modifier. 

Bit settings for CRLENGTH are: 

Instruction Length Indicators 



0 


1 


2 


3 


4 


5 


6 


7 


0 


0 


0 


1 


0 


0 


0 


0 


0 


0 


1 


0 


0 


0 


0 


1 


0 


0 


1 


1 


0 


0 


0 


0 


0 


1 


0 


0 


0 




0 


0 


0 


1 


0 


1 


0 




0 


1 


0 


1 


1 


0 


0 




0 


0 


0 


1 


1 


1 


0 




1 


0 


1 


0 


0 


0 


0 




1 


1 



Figure 58. Information from the Communication Region 
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• Locate the entry point of the emulator 
routine (named in the source code of 
the CROPCODE table of CSECT TIQCR01) in 
the link edit map for the emulator load 
module (default name ITQE141) . 

• Define, in your routine, a constant 
equal to the displacement for the entry 
point that you found in the link edit 
map. 

• Add the constant to the contents of 
CRLOADAD (which contains the load 
address of the emulator load module) . 
CRLOADAD is defined in the DSECT 
DIIQCR. 

After getting control and saving 
registers, emulate the instruction and 
return control using the DIL or BDIL macro 
instruction. If your routine does not 
emulate the instruction, restore the 
registers, load register 7 with the address 
of the routine that emulates the 
instruction, and exit using the address in 
register 7. 

E MHL ATI NG_I/0_ IN ST RUCTIONS : When the USER 
emulator control statement specifies 
OPCODE=IO, the compatibility feature 
branches to a routine that decodes the 
instruction. Then, for every I/O 
operation, it branches to your routine. 
Your routine must examine the instruction 
to see whether it emulates it. If it does 
not, it must return control to the emulator 
program. The return address is in register 
14. 

If you emulate one I/O instruction for a 
device, you must emulate all I/O operations 
for that device, including opening and 
closing the data sets. When your routine 
emulates I/O instructions for a device, it 
must emulate both single-operation 
instructions (Read, Punch, Print, etc.) 
and the appropriate parts of 
combined-operation instructions (Read and 
Punch, Read, Punch, and Print, etc.) for 
that device. 

EMULATING PORTIONS OF , COMBINED OPERATIONS : 
Your routine can emulate portions of a 
combined operation by modifying the 
operation code and the TAR. For example, 
if your routine emulates the read portion 
of the Read, Punch, and Print instruction 
(operation code 7) , it must emulate the 
read portion of the instruction, change the 
operation code of the 1400 instruction in 
emulated 1400 storage to 6, reset the IAR 
to point to the 6, and then issue a DIL 
macro instruction. Since 6 is also an I/O 
operation code (the Punch and Print 
instruction) , your routine gets control 
again after the emulator has saved the 
Punch and Print instruction. Your routine 
must now reset the operation code back to 7 



so that the 1400 program will be executed 
properly if this section of coding is 
entered again. Your routine must then 
return control to the emulator at the 
return address in register 14. The 
emulator executes the Punch and Print 
instruction and fetches the 1400 
instruction. 



RETURNING CONTROL TO THE EMULATOR 

You must branch on register 14 when you 
have examined a 1400 I/O instruction and 
found it is not one that your routine 
emulates. Register 14 contains the address 
of the emulator routine that emulates the 
instruction or the address of an error 
routine if the instruction cannot be 
emulated. 

You must load register 7 with a return 
address and branch on register 7 when you 
have examined a non-1/0 instruction and 
found that it is not one that your routine 
emulates. Choosing the proper return 
address is discussed under "Emulating 1400 
Instructions. " 

When your routine has emulated the 1400 
instruction, you must use the DIL or BDIL 
macro instruction to fetch the next 
sequential instruction. 



COMPATIBILITY FEATURE MACRO INSTRUCTIONS 

Use compatibility feature macro 
instructions whenever you need access to 
the 1400 program or its data or when you 
wish to return control to the compatibility 
feature. The 1400 program and its data are 
located in emulated 1400 storage in 
internal code. Some compatibility feature 
macro instructions work with internal code 
and others translate it to EBCDIC so that 
it can be used by System/370 instructions. 
All parameters of the macro instructions 
are positional and must be replaced with 
commas when not coded. Whenever your 
routine contains a compatibility feature 
macro instruction that uses a location in 
the DSECT DIIQCR, that DSECT must be 
assembled with the routine. 

ANUM - Add^Numeric 



The ANUM macro instruction is the 
equivalent of the 1400 instructions: 

• Add 

• Subtract 

• Zero and Add 

• Zero and Subtract 



90 1401/1440/1460 OS Emulator on Models 135/145/155, GC33-2008 



• Modify Address 

All arithmetic operations are performed 
in internal code under algebraic sign 
control. The operations is executed 
starting in the units position. The 
overflow indicator is set, and the regl and 
reg2 registers are decremented by the 
number of bytes processed. All operands 
must be coded. 



r- t 

| Name \ 


- ' " 1 1 

Operation | 


Operand 


I 


I h 

1 [label] 1 

U. , L 


1_ 

ANOM | 

Ju. 


regl ,reg2,addr 


^ 

I 

,. ., 1 



regl 

is a general register containing the 
r.ddress of the destination field 
(B-f ield) . 



reg2 

is a general register containing the 
address of the source field (A^field) . 



addr 

is the address of the control byte. 
The control byte identifies the 1400 
instruction to be emulated. Only the 
following hexadecimal values may be 
coded in the control byte: 

01 - Add 

03 - Subtract 

05 - Zero and Add 

07 - Zero and Subtract 

09 - Modify Address 

The overflow indicator is in the DSECT 
DIIQCR at location CRCPUIND. 

Macro Example: ANUM BAR, AAR,FP14AD where 
FP14AD is hexadecimal '01'. This example 
adds the A-field to the B-field. 

BDTL._-_Branch_and .Do Interpretive .Loop 



The BDTL macro instruction places the 
address from the TAR (register 6) into the 
EAR (register 4) and the address from the 
AAR (register 5) into the TAR. It then 
returns control to the compatibility 
feature, which emulates 1400 I-fetch. This 
macro instruction is issued when your 
routine has emulated a 1400 instruction 
that reguires a branch. The compatibility 
feature fetches the Instruction in the 1400 
program pointed to by the new TflR, decodes 
it, and branches to an emulation routine. 
The IAR must point to a valid 1400 
instruction in internal code, but the 
instruction does not have to be in 1400 
storage. Both operands must be coded. 



r~ 
I 

h 


Name 


1 


Operation 


1 


rr . — , 

Operand | 


1 


[label] 


\ 

-JL_ 


BDIL 


"+" 

! 


-f 

CROPCODE, EMCOMRG | 
. j 



CROPCODE 

is a location in DSECT DIIQCR that 
points to the operation code branch 
table in the communication region. 
This operand must appear exactly as 
shown . 

EMCOMRG 

is the name of the communication 
region in the DSECT DIIQCR. This 
operand must appear exactly as shown. 

BIFLAG - Branch If Flag 

The BIFLAG macro instruction tests for 
error flags that may have been generated 
when the compatibility feature translated 
and loaded the A- and B-fields of the 1400 
instruction into the AAR and BAR. If the 
AAR or BAR contains an error, byte 0 of 
that register is not zero, and this macro 
instruction branches to an error routine. 
If byte 0 is 0, processing continues at the 
next seguential instruction. All operands 
must be coded. 



i 1 1 1 

1 Name | Operation | Operand | 

V- 1 H = « 1 

J [label] | BIFLAG | regl , reg2, EMCOMRG | 
i i . i „ j 



regl 

is a general register that contains 
the emulated AAR or BAR. 

reg2 

is a general register that contains 
the emulated AAR or BAR. 

EMCOMRG 

is the name of the communication 
region in the DSECT DIIQCR. This 
operand must appear exactly as shown. 

Macro Example: BIFLAG AAR, AAR, EMCOMRG 
Only the address in the AAR is checked for 
validity. 

COMP , - Compare 

The COMP macro instruction is the 
eguivalent of the 1400 Compare instruction. 
This macro instruction compares the 1400 
data field from right to left. (This is 
from high to low in System/370 main 
storage.) The arguments do not have to be 
in 1400 storage, but they must be in 
internal code. The first wordmark 
encountered in either A-field or B-f ield 
stops the compare, with the PSW condition 
code set as follows: 
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01 - A wordmark was found in the B-field 

10 - A wordmark was found in the A-field 

11 - A wordmark was found in both fields 

The registers identified by regl and 
reg2 are decremented by the number of bytes 
compared. All operands must be coded. 

Bits 1, 2, and 3 of location CRCPUIND in 
the DSECT DIIQCR can be tested to see 
whether the compare was low, high, or 
egual: 

nIOOnnnn - B is less than A (low) 

nOIOnnnn - B is egual to A 

nOOInnnn - B is greater than A (high) 



1 Name | Operation | Operand 
\ <— 1 H 



| [label] I COHP 
i i , 



| regl , reg2, CBBCDEBC | 
j i 



regl 



reg2 



is a general register containing the 
address of the A-field. 

is a general register containing the 
address of the B-field. 



CRBCDEBC 

is the name of the collating seguence 
table (translation table) in the DSECT 
DIIQCR. It must be coded exactly as 
shown. 

OIL - Do Interpretive Loop 

The DIL macro instruction returns control 
to the compatibility feature, which 
emulates 1400 I-fetch. This macro 
instruction is issued when your routine has 
emulated the current instruction. The 
compatibility feature fetches the next 
seguential instruction, decodes it, and 
branches to an emulation routine. The IAB 
(register 6) must point to a valid 1400 
instruction in internal code, but the 
instruction does not have to be in 1400 
storage. Both operands must be coded. 



r - 

| Name 

I 


— _„„. -..„. 
| Operation 


T 

f Operand 


— I 
1 


1 [label] 
i ._ . 


H > 

! DIL 

_i _ _ . 


H 

| CROPCODE,EMCOMRG 
-J — 


H 

I 
j 



CROPCODE 

is a location in DSECT DIIQCR that 
points to the operation code table in 
the communication region. This 
operand must appear exactly as shown. 

EMCOMRG 

is the name of the communication 
region in the DSECT DIIQCR. This 
operand must appear exactly as shown. 

MCPtJ - Move Data in CPU 

The MCPTJ macro instruction is the 
eguivalent of the 1400 move instructions. 



Data in internal code is moved character by 
character according to information in the 
control byte. The control byte provides 
the same information as the d-modifier. 
All operands must be coded. 



r 

| Name 


T~ 

| Operation 


T r 

| Operand 


i 

1 

— f 


I 

f [label] 
i 


H 

I MCPU 
.J 


H 

I reg1,reg2,addr 

-X _ 


I 
i 



regl 



reg2 



addr 



is a general register that contains 
the address of the destination field 
(B-field) . 



is a general register that contains 
the address of the source field 
(A-field) . 



is the address of the control byte. 
The following bit settings are 
permitted: 

00010001 - Move Numeric 
00100001 - Move Zone 
00111101 - Move 
10111101 - Move Record 
01110101 - Load 

10001001 - Scan Right to Groupmark 
Wo rdmark 

00001001 - Scan Left to Wordmark in 
B-field 

Macro Example : MCPO BAR, AAR, FPPF 
FPPF is defined as hexadecimal '75*. 

HIP - Move Data for Input/Output 

The MIO macro instruction is used to 
translate data in EBCDIC into internal code 
ana vice versa. Data is in EBCDIC in 
System/370 data management buffers (or in a 
modified form of EBCDIC, where bit 1 of 
each byte indicates mode or parity). Data 
is in internal code in emulated 1400 
storage. Data is moved character by 
character according to information in the 
control byte until the count register 
reaches zero. All operands must be coded. 

Control Byte : Figure 59 shows the bit 
settings permitted in the control byte. 
(Note that bit setting nnOlnnnn results in 
a specification exception.) 

Count Register : The number of the count 
register is one lower than that of the 
register identified in the regl operand. 
This register must contain the size of the 
System/370 buffer in bytes. Bytes 2 and 3 
are used for the count; bytes 0 and 1 are 
ignored. 



The count register is decremented by one 
after each character is moved. After the 
register is decremented, it is tested. 
When the count reaches zero, data movement 
stops. The two conditions that can stop 
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data movement before the count reaches zero 
are: 

• Encountering a groupmark wordmark when 
bit 6 of the control byte is 1 

• Reaching the end of emulated 1400 
storage 



Upon completing the MTO instruction, 
byte 0 of the count register contains one 
of three binary values: 



00000000 - The count reached zero. 

00010000 - Data movement stopped at end of 
emulated 1400 storage. 

00100000 - Data movement stopped at a 
groupmark wordmark. The 
groupmark wordmark was moved. 



f— - T 

| Name | 
| +- 


" T - 

Operation | 


Operand 


— - 1 
1 


1 [label] I 
i_ — _ _ j_ 


— f- 

HTO | 
_ _ i 


regl ,reg2,addr 


■ 



r — ■ — 

I Bit No. 




— — T 

Bit Setting \ 


"" ■ "— , - — ■ — t 

Description | 


1 o 


and 


1 




OOnnnnnn \ 


Always set to zero. | 




2 






nnOnnnnn | 


Move mode is to be used to move the data. ! 








I 


nnlnnnnn | 


Load mode is to be used to move the data. 1 


1 3 


and 


4 


\ 
\ 

I 


nnnOOnnn J 


The System/370 buffer is for nine-track tapes with data in | 
odd-parity normal mode. On data moves from the System/370 | 
buffer, bit 1 of each byte is tested to make sure it is 0. | 
If it is not, there is a parity error, and an asterisk is | 
written in 1400 storage and the invalid data condition code | 
is set. On data moves from 1400 storage, bit 1 is set to 0 j 
before the data is moved so that the correct parity is | 
maintained. | 








I 

J 
J 


nnnOlnnn | 

J 
j 


The System/370 buffer is for unit record devices, seven-track | 
tapes, or nine-track tapes with data in EBCDIC or even-parity | 
normal mode. On data moves from the System/370 buffer, bit 1 | 
of each byte is tested to make sure it is 1. If it is not, \ 
there is a parity error, and an asterisk is written in 1400 | 
storage and the invalid data condition code is set. On data | 
moves from 1400 storage, the data is translated and bit 1 is | 
set to 1. | 










nnnlOnnn | 


The System/370 buffer is for disk units.. The data is moved, | 
but is not translated (output only) . | 










nnn11nnn | 


The System/370 buffer is for disk units. Data is translated | 
as it is moved. I 




5 






nnnnnOnn | 


Data is to be moved from 1400 storage to the System/370 | 
buffer. | 










nnnnnlnn \ 


. - -i, __ . . . . _ — ., , ... — ,„,.,.— | 

Data is to be moved from the System/370 buffer to 1400 | 
storage. | 




6 






nnnnnnOn | 


The data move is not to be stopped if a groupmark wordmark is | 
encountered. | 










nnnnnnln | 


The operation is to be stopped if a groupmark wordmark is | 
encountered. | 


• 


7 




I 

- JL_ 


nnnnnnnl \ 

— - L. 


, , , 1 

Bit 7 is always set to 1. | 



Figure 59. Bit Settings for the MTO Control Byte 
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regl 

is a general register containing the 
address of a System/370 buffer. This 
register cannot be register 2, 3, or 
4. The count register must contain 
the number of bytes in the buffer. 

reg2 

is a general register containing the 
address of a data field in 1400 
storage. 

addr 

is the address of a control word. 
This word must contain a control byte 
in byte 0 (see Figure 59) and the 
address of a translation table in 
bytes 1 through 3. There are two 
translation tables in DSECT DTTQCR. 
When moving data from 1400 storage to 
the System/370 buffer (output), use 
the table at location CRBCDEBC. When 
moving data from the System/370 buffer 
to 1400 storage (input), use the table 
at location CR EBCDIC. 

Special considerations must be made 
for printer operations because of 
printer graphic differences. 
Interleaved in the translation table 
at location CRBCDEBC is a table that 
resolves differences in printer 
graphics. The interleaved table 
differs from the basic table in that 
unprintable characters are replaced by 
EBCDIC blanks, thereby reducing search 
time for characters on the print 
chain. The basic table should be used 
for all output operations to 
card-punch, tape, disk, and console 
devices. The translation table that 
should be used for output operations 
to the printer is at location 
CRBCDEBC+1 byte. 

Notes: 

1- Console graphic differences are 
handled by the emulator. 

2. You may use your own translation 

tables. Additional information may be 
found in 1401/1440/1460 OS Emulator on 
Models 145/155, GY3 3-7011. 

Macro Example: MIO DKCFIVE, DKCSIX,DKCTLB YT 
where DKCFIVE and DKCSIX are registers 5 
and 6. Register 4 is the count register. 
DKCTLBYT has been defined as: 

DKCTLBYT DS OF 

DC X'OV 

DC AL3 (CRBCDEBC+1) 



WRITING DEBUGGING AIDS 

You can write a routine for address stops, 
instruction step, or snap dumps during 1400 
programs. An invalid operation code should 
be selected and a routine written to take 
control when the invalid code is 
encountered. By inserting the invalid 
operation code at selected locations in the 
1400 program, control is passed to the 
routine when these locations are reached. 
The 1400 program can be modified by 
inserting the invalid operation code in the 
object deck before the program is put in 
the reader, by using the ALTER command, or 
by including the modification in the 
routine. The operation code G is an 
example of an invalid operation code. 



AUTOMATIC REPLY 

You can write a routine that suppresses the 
printing of 1400 program messages on the 
console and handles them directly. If you 
specify that certain messages are to be 
replied to automatically, your routine 
receives control each time a message is to 
be printed on the console and checks 
whether this is one of the messages for 
which you have specified an automatic 
reply. If it is, your routine replies and 
the message is not sent to the console; if 
it is not, your routine sends the message 
to the console. 

The format of the USER statement for 
automatic reply is: 

USER NAME=name,OPCODE=AR 

where 

NAME=name 

identifies the load module in which 
your routine is located. Whenever a 
message that is to be printed on the 
operator console is encountered, 
control is passed to the first 
instruction in the load module. 

OPCODE=AR 

specifies automatic reply. 

Using automatic reply, you can: 

• Change the routing code before sending 
a message to the console. 

• Turn on the inguiry latch immediately 
for 1400 programs that have console 
wait loops (which cannot be detected by 
the emulator) . 



94 1401/1440/1460 OS Emulator on Models 135/145/155, GC33-2008 



REGISTER USAGE 

Your routine must save and restore the 
contents of registers. The parameters 
passed to your routine are placed in 
register 0 (Y»00» if WTO; ^OH* if WTOR) 
and register 1 (the address of the 
parameter list) . The formats of the WTO 
and WTOR parameter lists are shown in 
figures 60 and 61. 

Your routine saves the address of the 
ECB (event control block) and the reply 
address of the outstanding WTOR. Register 
15 contains a return code that determines 
if a message is to be sent to the console. 
If it contains X'OO', the message is not 
sent to the console; otherwise, it is sent. 
The address of the descriptor field is 
found by adding the contents of the message 



length field to the address of the message 
length field. (For a description of event 
control blocks, see System Control Blocks, 
GC28-6628; for a description of reply 
address and descriptor codes, see 
Supervisor_and Data Management ..M^cro 
Instructions, GC 28- 6647.) 

Note ; Your routine is always called by the 
BALR 14,15 instruction. 



SAMPLE ROUTINE USING AUTOMATIC REPLY 

Figure 62 is a sample routine that 
illustrates some of the techniques used in 
coding a routine for automatic reply. This 
routine replies to halt messages detected 
at IAR=01234, IAR=05602, and AAR=111, and 
sends all other messages to the console. 
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4 bytes 



4 bytes 



MESSAGE 
LENGTH 



MCS 
FLAGS 



MESSAGE 
TEXT 



DESCRIPTOR 
CODE 



ROUTING 
CODE 



REPLY 
LENGTH 



REPLY 
ADDRESS 



ECB ADDRESS 



MESSAGE 
LENGTH 



MCS 
FLAGS 



Figure 60. WTO Parameter List 



MESSAGE 
TEXT 



DESCRIPTOR 
CODE 



ROUTING 
CODE 



Figure 61. WTOR Parameter List 
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AR 


CSECT 








USING 


*, 12 






SAVE 


(14, 12) 






LE 


12,15 






LTE 


0, 0 


IS IT A WTOB MESSAGE 




BZ 


NOTFOUND 


NO, BEANCH 




CLC 


16(2, 1) , AE21 


IS IT A HALT MESSAGE 




BNE 


WTOB2 


NO, BEANCH 




CLC 


38 (5, 1) , AE 1231 


IS IT A HALT IAE=01234 MESSAGE 




BE 


STAETJ 


YES, BEANCH 




CLC 


38(5 r 1) ,AE5602 


IS IT A HALT IAE=05602 MESSAGE 




BE 


SENSE 


YES, BRANCH 




CLC 


50 (5, 1) ,AE111 


IS IT A HALT AAE=111 MESSAGE 




BNE 


NOTFOUND 


NO, BRANCH 




MVC 


0 (3,5) , AREOJ 


REPLY IS »EOJ» 




B 


FIND 




STARTJ 


MVC 


0 (5,5) , AESTAET 


REPLY IS 'START' 




B 


FIND 




SENSE 


MVC 


0 (16,5) , AESENSE 


REPLY IS ' TN SEN SE=E+ START' 


FIND 


L 


5,4 (1) 


MESSAGE REPLIED TO 




POST 


(5) 






B 


MESFIND 




WT0E2 


CLC 


16(2, 1) ,AE01 


IS IT OPEEATOE SEEVICES AVAILABLE 




BNE 


NOTFOUND 


NO, BRANCH 




LM 


4,5,0(1) 






STM 


4,5, AEEEP01 




MESFIND 


SB 


15, 15 


RETUEN CODE=0 




B 


BETURN 


BRANCH 


NOTFOUND 


LA 


15, 4 


RETURN CODE =4 


RETUEN 


RETUEN (14,12) ,EC=(15) 


RETURN 


AR21 


DC 


C'21» 




AEEEP01 


DC 


2F»0« 




AB1234 


DC 


C'01234' 




AR5602 


DC 


C'05602' 




AREOJ 


DC 


C 'EOJ' 




AESTAET 


DC 


C» STAET' 




AR SENSE 


DC 


C'TN SENSE=E+ST AET ' 




AH01 


DC 


C»01* 




AE111 


DC 


C'00111 • 






END 







I „ , , , ,. , I 

Figure 62. Sample Routine Using Automatic Reply 
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APPENDIX G : MESSAGES 



This appendix lists, explains, and gives 
appropriate responses to messages printed 
by the emulator, the tape formatting 
programs, and the disk formatting program. 
The messages are presented in alphanumeric 
order: 



TTQOOOx - IIQ299X 
TTQ300X - TIQ399X 
IIQ400x - ITQ499x 



Emulator 

Tape Formatting Programs 
Disk Formatting Program 



Messages in this appendix are not in 
Messages and_Codes, GC28-6631. This 
appendix may te removed and placed in 
I!® § s a^es_ an d_ Co des . 

When there are several operator or 
procrrammer actions, preceded by bullets, 
you should select the most appropriate one. 
When actions are numbered, you should 
respond in numeric order, stopping after 
the action that gives the desired result. 
When actions are lettered, you should 
determine vhich explanation caused the 
message to be issued, then select the 
lettered action that matches the 
explanation. For example, action C is for 
explanation C. 



EMULATOR^ ME S SAGES 

TIQ000T jotname MESSAGE NUMBER nnn NOT 
FOUND 

Explanation: The emulator module 
TIQMW cannot find message nnn in 
the message text dictionary 
(ITQMT) . nnn are the fourth, 
fifth, and sixth characters of the 
message number. 

System Response: The 1400 program 
is ended. The emulator produces a 
System/370 dump if a SYSEMOUT DD 
statement was included with the 
job. 



Operator Action: None. 



Programmer, Act ion: Ensure that the 
mOO program or an operator command 
has not incorrectly altered main 
storage. If the message number 
(nnn) is not one of those listed in 
this appendix or if the error 
persists, ensure that 
M SG LF VE L= ( 1 , 1 ) was specified in the 
JOB statement, and that you have 
the master console log, the printer 
listing, and a dump of the emulator 



partition before calling IBM for 
programming help. 



IIQ001I jobname OPERATOR SERVICES AVAILABLE 

Ex plan ation : This message is 
printed (1) when the 1400 program 
begins and (2) each time the 
operator types an emulator command. 

System„Resppnse: The operating 
system continues processing until 
the operator types a reply. The 
reply is then processed, and the 
message is issued again. If the 
operator does not respond, the 
emulator continues. 

Operator Action : To communicate 
with the emulator, type any valid 
emulator command. If the command 
is longer than one line, t«-pe a 
hyphen at the end of the line. 
Message IIQ034A will be printed; 
continue the command string by 
responding to message IIQ034A. Up 
to 485 characters can be typed in 
the command string. 

Note: If there are other 
outstanding messages, respond to 
them before you respond to this 
one. when there are several 1400 
programs being executed in a single 
OS job step, replying to a WTOR 
message during the execution of a 
1400 program for which OPSERV is 
not specified has no effect. 



IIQ002A jobname I 

Explanation: A Read from Console 
instruction is being executed in 
the 1400 program and inguiry from 
the console can be processed . 

System r Resp onse: Control is given 
to the operating system, and the 
emulator task remains in the wait 
state until the operator acts. 

Operator Action: Type the data or 
the~1400 command that the 1400 
program is expecting. No emulator 
commands can be typed in response 
to this message. If the data or 
1400 command exceeds one line, or 
if you want to split the input into 
two or more lines, end each line 
you wish to continue with a hyphen. 
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Tf the data or 1100 command is 
continued, the emulator will 
reissue this message. If you have 
no data to enter, give a null 
response (REPLY id, 1 *)- 

ITQ003T jobname R variable string 

Explanation: This message is the 
data or text that is written when a 
tfrite on Console instruction is 
executed in the 1400 program. Tf 
the data or text exceeds 50 
characters, the message is repeated 
as often as needed to print the 
entire string. A hyphen in 
position 51 indicates that the data 
or text exceeds 50 characters. 

System Response: The emulator 
prints the data or text from 1400 
storage until a groupmark wordmark 
is encountered. Processing then 
continues at the next seguential 
1400 instruction. 

Operator^ Action : 

• None. 

• To stop printing text, type any 
emulator command as a reply to 
message ITQ001I jobname OPERATOR 
SERVICES AVAILABLE, then reset 
the TAR or alter 1400 storage so 
that the Write on Console 
instruction encounters a 
groupmark wordmark. Any portion 
of the data or text that was 
gueued to the output gueue of the 
console before you replied to 
message IIQ001I is printed. 



TTQ005T jobname CONTROL STATEMENT REQUESTED 
UNSUPPORTED FEATURE 

Explanation : 

A. The block size specified for a 
1400 format tape was greater 
than 32,755 bytes. 

B. The mode for a 1400 format tape 
was not "set density, data 
converter off, and translator 
on." The mode is set with the 
DCB parameters DEN and TRTCH. 

C. The disk was formatted with a 
record size larger than the 
DISK control statement 
reguested; that is, the disk 
was formatted for mixed mode 
(track-record and sector) , but 
the DISK control statement 
specified MODE=SECTOR. 



D. A DD statement was encountered 
for a tape in spanned format 
and the emulator was generated 
for tapes with records in 1400 
format only, or vice versa. 

Syst em Resp onse; The emulator 
reguests a System/370 dump if there 
is a SYSEMOUT DD statement in the 
JCL. The 1400 program stops. 

Programmer Action : 

A. Correct the block size in the 
DD statement. 

B. Correct the DCB parameter in 
the DD statement. 

C. Correct the MODE parameter in 
the DISK emulator control 
statement so that it specifies 
the mode in which the disk is 
formatted. 

D. Correct the RECFM parameter in 
the DD statement, or use an 
emulator that emulates the 
record format. 

E. If the problem persists, ensure 
that a SYSEMOUT DD statement 
was included for the job step, 
that MSGLEVEL= (1 , 1) was 
specified in the JOB statement, 
and that you have the master 
console log, the printer 
listing, and a dump of the 
emulator partition before 
calling IBM for programming 
help. 



IIQ011D jobname INPUT EXCEEDS BUFFER SPACE, 
nnn BYTES, REENTER 

Expl an ation: The 485- byte input 
buffer is not large enough for the 
line of the command string just 
typed. nnn bytes is the number of 
characters that can be typed in the 
line. 

System ^Response: The emulator 
ignores the command string and 
gives control to OS; the emulator 
task is placed in the wait state 
until the operator acts. 

Op er at o r_ A c t i o n : 

A. Retype the entire command 
string. 

B. Type any valid emulator 
command. START causes the 
emulator to resume processing 
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at the next sequential 1400 
instruction. 

C. Bequest a dump of the emulator 
partition when the command 
string has been typed correctly 
but the problem persists. 

Pro2 mjlier_ Ac t io n : Analyze and fix 
the error. If the problem 
persists, ensure that a SYSEMOUT DD 
statement was included for the job 
step, that MSGLEVEL= (1,1) was 
specified in the JOB statement, and 
that you have the master console 
log, the printer listing, and a 
dump before calling IBM for 
programming help. 



ITQ012D jobname ccccccccc IS INVALID 
COMMAND OE KEYWORD PARAMETER 

Explanation; The command or 
keyword identified by ccccccccc: 

• Is misspelled. 

• Is not valid. 

• Is a command that requires a 
keyword. 

• Is a keyword that requires an 
operand. 

• Has an invalid delimiter in the 
command string in or near the 
characters ccccccccc. 

System .Response; when a command or 
control statement has independent 
keywords, all keywords prior to the 
error (ccccccccc) have been 
processed. When a command or 
control statement has a keyword 
that depends on another, no 
keywords have been processed. In 
either case, control is given to OS 
and the emulator task is placed in 
the wait state until the operator 
acts. 

Operator Action: 

• To ignore the erroneous command 
or keyword, type any emulator 
command. If you type START, the 
emulator resumes processing at 
the next sequential 1400 
instruction. 

• To correct the command or 
keyword, retype the command 
string or control statement. The 
following commands and control 
statements must be typed in their 
entirety : 



Commands Control Sta te ments 

ALTER ~ ~~ CCTL 

CLEAR DISK 

CONVERT TAPE 

DUMP TJR 

EOJ 

START 

The following commands may be 
completed by typing the erroneous 
keyword and all subsequent 
keywords: 

DISPLAY 

SET 

TF 

TN 

Only control statements that 
can be typed at the console can 
be corrected therefrom. 

• Request a dump of the emulator 
partition using the OS CANCEL 
command when the command string 
has been typed correctly but the 
problem persists. Do not use the 
emulator DUMP command; it does 
not dump the routine in error. 

Programmer Action: Analyze and fix 
the error. If the problem 
persists, ensure that a SYSUDUMP DD 
statement was included for the job 
step, that MSGLEVEL= (1,1) was 
specified in the JOB statement, and 
that you have the master console 
log, the printer listing, the 
listings of Stages T and IT of 
emulator generation, and a dump of 
the emulator partition before 
calling IBM for programming help. 



IIQ013D jobname INVALID OPER AND=oper and 

Explana tio n: The operand field of 

the emulator command just typed is 

not an accepted operand. 'operand' 

identifies the unaccepted operand. 

Syst e m Respo nse : When a command 
has independent keywords, all 
keywords prior to the error have 
been processed. When a command has 
a keyword that depends on another, 
no keywords have been processed. 
In either case, control is given to 
OS and the emulator task is placed 
in the wait state until the 
operator acts. The rest of the 
command is not executed. 

Operator Action : 

• To ignore the erroneous command 
or keyword, type any emulator 
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command. If you type START, the 
rest of the command is ignored 
and the emulator resumes 
processing at the next seguential 
1400 instruction. 

• To correct the command or keyword 
operand, retype the command or 
control statement. The following 
commands and control statements 
must be typed in their entirety: 



Commands Control Statements 

ALTER " " CCTL 

CLEAR DISK 

CONVERT TAPE 

DUMP UR 
EOJ 

START II 



Errors in keyword operands (on 
the right side of the equal sign) 
are treated differently frcm 
errors in the keywords 
themselves. If a command was 
typed incorrectly and a default 
value was overridden, you will 
not change the value when 
correcting the command if you 
assume the default value: for 
example, if you typed: 

TAPE UNIT=12,DILCNT=40, 
TYPEFLE=OUTTN 

where OUTIN is coded instead of 
OUTPUT. As you are retyping the 
correct command, if you omit the 
DILCNT parameter, the value will 
remain unchanged at 40. You must 
type the parameter to return the 
value to 25: 

TAPE UNIT=12,DILCNT=25, 
TYPEFLE=OUTPUT 



emulator DUMP command; it does 
not dump the routine in error. 



Programmer Action: Analyze and fix 
the error. If the problem 
persists, ensure that a SYSUDUMP DD 
statement was included for the job 
step, that MSGLEVEL= (1,1) was 
specified in the JOB statement, and 
that you have the master console 
log, the printer listing, and a 
dump of the emulator partition 
before calling IBM for programming 
help. 



14D jobname KEYWORD PARAMETERS 
INCOMPLETE 

Explanation : one or more keywords 
are missing from an ALTER or DUMP 
command. 



Sys tem Response: Control is given 
to' OS, and the emulator task is 
placed in the wait state until the 
operator acts. The command is not 
executed. 



Operator Action : 



• To ignore the erroneous command, 
type any emulator command. If 
you type START, the emulator 
resumes processing at the next 
seguential 1400 instruction. 



• To correct the command, retype it 
completely. 



The following commands may be 
completed by correctly typing the 
keyword operand in error and 
typing all subsequent keywords: 

DISPLAY 

SET 

T? 

TN 

Only control statements that 
can be typed at the console can 
be corrected from it. 



• Request a dump of the emulator 
partition using the OS CANCEL 
command when the command string 
has been typed correctly but the 
problem persists. Do not use the 



• Request a dump of the emulator 
partition using the OS CANCEL 
command when the command string 
has been typed correctly but the 
problem persists. Do not use the 
emulator DUMP command; it does 
not dump the routine in error. 



Programmer,,, Action: Analyze and fix 
the error. If the problem 
persists, ensure that a SYSUDUMP DD 
statement was included for the job 
step, that MSGLEVEL= (1,1) was 
specified in the JOB statement, and 
that you have the master console 
log, the printer listing, and a 
dump of the emulator partition 
before calling IBM for programming 
help. 
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TTQ021D jobname HALT IAR=addr AAR=addr 
BAR=addr 

Explanation: A Halt instruction 
has been encountered in the 1400 
program, but the 1400 program is 
not at end of job. The contents of 
the TAP, AAR, and BAR are displayed 
in the addr fields. If the address 
in the AAR or BAR is invalid or 
meaningless, the respective address 
field of this message is filled 
with blanks. 

System Response : Control is given 
to OS, and the emulator task is 
placed in the wait state until the 
operator acts. 

Ope ra tor .Action: Type the 
information or perform the action 
for a 1400 halt. Any emulator 
command can be typed; if you type 
START, the emulator resumes 
processing at the next seguential 
1400 instruction. 



ITQ022D jobname HALT/BRANCH TAR=addr 
AAR=addr BAR=addr 

Explanation: A Halt and Branch 
instruction has been encountered in 
the 1400 program, but the 1400 
program is not at end of job. The 
contents of the IAR, AAR, and BAR 
are displayed in the addr fields. 
Tf the address in the AAR or BAR is 
invalid or meaningless, the 
respective address field of this 
message is filled with blanks. 

Sy stem Responce : Control is given 
to OS, and the emulator task is 
placed in the wait state until the 
operator acts. 

Ope ra tor Action: Type the 
information or perform the action 
for 1400 halt and branch. Any 
emulator command can be typed; if 
you type START, the emulator 
resumes processing at the branch 
address. START RESET causes the 
emulator to reset all indicators 
and resume processing at the next 
seguential 1400 instruction. 



IIQ0 23T lotname EOJ HALT IAR=addr AAP=addr 
BAR=addr 

E xp lanation: A Halt instruction or 
a Halt and Branch instruction has 
been encountered and it satisfies 
the end-of-job condition. The 
contents of the IAR, AAR, and BAR 
are displayed in the addr fields. 



System .R esp onse : The 1400 program 
stops. 

Operato r Action: None. 

IIQ02UD jobname ADDRESS=addr IS INVALID IN 
COMMAND 

Explanation: There is an invalid 
address as the operand of an ADDR= 
or XADDR= keyword in an emulator 
command. 

System Response : Control is given 
to OS, and the emulator task is 
placed in the wait state until the 
operator acts. 

Operator Action: Retype the 
command with the correct address, 
or type START to begin processing 
at the next seguential instruction. 
If the address has been typed 
correctly and the problem persists, 
dump the emulator partition using 
the OS CANCEL command. Do not use 
the emulator DUMP command; it does 
not dump the routine in error. 

Program mer_ Action: Analyze and fix 
the error. If the problem 
persists, ensure that a SYSUDUMP DD 
statement was included for the job 
step, that MSGLEVEL=(1,1) was 
specified in the JOB statement, and 
that you have the master console 
log, the printer listing, and a 
dump before calling IBM for 
programming help. 

IIQ031I jobname BUFEER TOO SMALL FOR 
PHYSICAL RECORD FILE=name 

Explanation : 

A. A record in 1400 format is 
larger than the System/370 
buffer specified in the BLKSIZE 
parameter of the DD statement. 

B. A tape file with records in 
1400 format is not positioned 
correctly, or there is a bad 
record on the tape, or both. 

C. The first I/O instruction for 
an output data set on tape is a 
Read Tapemark instruction and 
no tapemark was found. 

D. The records are in 1400 format, 
but the RECFM parameter of the 
DD statement is not RECFM=U. 

E. The BDfl indicates a record 
length greater than that 
specified in the BLKSIZE 
parameter of the DD statement. 



Appendix G: Messages 103 



FTLF=name identifies the mOO 
device by its channel and unit 
number. 



§^stem_Res£onse: For explanations 
D and E, the emulator reguests a 
System/370 dump if there is a 
SYSEMOUT DD statement in the JCL. 
The emulator stops. For 
explanations A through C, the 
emulator turns on the wrong- length 
record indicator and issues message 
IIQ061D. 



O per ator Action: Peply to message 
IIQ061D. If the record is a 
checkpoint record, type START ; 
otherwise, type EOJ. The 1400 
program may handle the error that 
caused this message (IIQ031I) to be 
issued, and the programmer who 
submitted the job may provide 
operator responses for specific 
situations. 



Program mer Act ion : 

A. Ensure that the BLKSIZE 
parameter of the DCB operand 
specifies a block size large 
enough to hold the record, or 
preprocess the tape to reduce 
the physical record size, 

B. Ensure that the records on the 
tape are good and then rerun 
the job. 

C. Change the TAPE emulator 
control statement to include 
TYPEFL E=ODTPUT. The emulator 
will write a tapemark on the 
tape before the 1400 program 
uses it for output. 

D. Correct the RECFM parameter to 
RECFM=U. 

E. Ensure that the BLKSIZE 
parameter of the DCB operand 
specifies a block size large 
enough to hold the record. 



F. If the problem persists, ensure 
that the SYSEMOUT DB statement 
was included for the job step, 
that P!SGLEVEL= (1 ,1) was 
specified in the JOB statement, 
and that you have the master 
console log, the printer 
listing, and a dump before 
calling IBM for programming 
help. 



IIQ032I jobname nnn ERROR OCCURRED DURING 
EXECUTION OF IIQEIOCS 

Expl an ation: An emulator error 
occurred. The first three 
characters, nnn, indicate the cause 
of the error. 



nnn Explanation 



001 - The error code passed to 

TIQBMOUT or the input code 
passed to IIQEIOCS was 
invalid . 



002 - EMPTR or EMBSR in IIQEIOCS 
could not backspace over a 
record just written. 



003 - EMPUT in IIQEIOCS detected 
that the length of the last 
record in the segment 
descriptor word (SDN) is 
smaller than 4. 



004 - A record could not be written 
in the reguested parity. 



005 - While executing EMREAD, 

EMPUT, or EMBSR in IIQEIOCS , 
the record being read or 
written is larger than the 
buffer. 



006 - A Block Descriptor Word (BDW) 

was greater than the block 
size on the output file 
during execution of EMFORCE 
in IIQEIOCS. 

007 - EMBSR in IIQEIOCS backspaced 

records to the beginning of 
the file, but it did not find 
the beginning of the record 
(spanned format) . 

008 - EMBSF in IIQEIOCS backspaced 

to what should have been but 
was not the last tapemark 
record (spanned format) . 

009 - The error code passed to the 

IIQBMOUT routine was invalid. 

010 - An error occurred in the 

console portion of the 
NDURGET routine. The 
emulator could not execute a 
Read from Console 
instruction . 
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011 - EMREAD in IIQEIOCS got a data 
check while reading a 
tapemark record. 



System. Res ponse; The emulator 
produces a System/370 dump if a 
SYSEMOUT DD statement was included 
with the job. The 1400 program 
stops. 



Operator Action : N o ne . 
Programmer Action : 

• If nnn is 002, 003, 004, 005, 
006, 007, 008, or 011, the tape 
may have been preprocessed 
incorrectly. Preprocess the tape 
again if using preprocessed tape. 
Ensure that the 1400 program does 
not issue an invalid Backspace 
Record instruction, and ensure 
that the tape or disk drives are 
working properly, then rerun the 
job. 

• If nnn is 001, 009, or 010, 
ensure that the operator has not 
improperly altered main storage, 
and rerun the job. 

• If the problem persists, make 
sure that MSGLEVEL= (1,1) was 
specified in the JOE statement, 
that a SYSEMOOT DD statement was 
included for the job step, and 
that you have the master console 
log, the printer listing, and a 
dump of the emulator partition 
before calling IBM for 
programming help. 



TIQ033T jobname stepname, unit addr, device 
type, ddname, operation attempted, 
error description, track addr or 
relative block number, access 
method 

Explana tio n: An I/O error occurred 
while processing an emulator data 
set. Error analysis information 
displayed is: 

stepname - the step name of the 
emulator task in which the error 
occurred. 

unit addr - the unit address of 
the device on which the error 
occurred. 

device type - the type of device 
on which the data set is 
located. 



ddname - the name of the DD 
statement that defines the 
device. 

operation attempted - the type of 
I/O operation being attempted. 

error description - the SYNAD 

14-character description of the 
error. 

track addr - if the unit is a disk 
device, the track address at 
which the error occurred. 

relative block number - if the unit 
is a tape unit, the relative 
number of the block in which the 
error occurred. 

access method - the access method 
used on the data set. 

System Response : The emulator 
requests a System/370 dump if there 
is a SYSEMOUT DD statement in the 
JCL. If the DD statement is for a 
tape or unit record device, the 
emulator stops. If the DD 
statement is for a disk device, 
this message is printed, 
appropriate disk error indicators 
are set, and the next 1400 
instruction is fetched and 
emulated. 

Pr ogra mmer ^Action : Analyze and 
correct the error, then resubmit 
the job. For disk errors, the job 
may not have to be rerun when the 
1400 program handles the error. If 
the problem persists, make sure 
that MSGLEVEL= (1,1) was specified 
in the JOB statement, that a 
SYSEMOUT DD statement was included 
for the job step, and that you have 
the master console log, the printer 
listing, and a dump of the emulator 
partition before calling IBM for 
programming help. 



34A jobname CONTINUE INPUT OF COMMAND 
STRING 

Explanation: A previous operator 
command reguested that the command 
be continued on another line. This 
message is issued when a hyphen is 
found at the end of a reply. 



System^ Respon se : Control is given 
to the operating system, and the 
emulator task is placed in the wait 
state until the operator acts. 
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Opera tor fiction : Type the 
remaining command-string input. If 
no input remains, type a null reply 
(REPLY id, • ») . 



IIQ042D jobname INVALID OP -CODE 

Explanation: The emulator 
encountered an operation code in 
the 11)00 program that is not 
emulated. 

System R esponse : Control is given 
to OS , and the emulator task is 
placed in the wait state until the 
operator acts. 

Operat or Action : 

• Type DUMP to dump the contents of 
the emulator partition and EOJ to 
end the 1400 job. 

• Use the DISPLAY and ALTER 
commands to correct the error 
from the console. The IAR value 
is unpredictable, and it should 
be set to the desired value 
before typing START to continue 
program execution. 

• Type START to begin processing at 
the next sequential 1400 
instruction if the invalid 
instruction can be ignored. The 
IAR value is unpredictable, and 
it should be set to the desired 
value before typing START. 

Programmer Action: Correct the 
error and submit the job again. 

If the problem persists, ensure 
that a SYSEMOUT DD statement was 
included for the job step, that 
MSGLEVEL= (1,1) was specified in the 
JOB statement, and that you have 
the master console log , the 
printer listing, and a dump of the 
emulator partition before calling 
IBM for programming help. 



IIQ0U3D jobname INVALID INSTRUCTION FORMAT 

E xpla nation : The character pointed 
to by the IAR does not have a 
wordmark, and it may be a valid 
operation code. 

System Response; Control is given 

to the operating system, and the 
emulator task is placed in the wait 
state until the operator acts. 



Operator^. Act ion : 

• Use the DUMP command to dump the 
contents of the emulator 
partition and the EOJ command to 
end the 1400 job. 

• Use the DISPLAY and ALTER 
commands to correct the error 
from the console. The IAR value 
is unpredictable, and it should 
be set to the desired value 
before typing START to continue 
program execution. 

• Use the START command to begin 
processing at the next sequential 
1400 instruction if the invalid 
instruction can be ignored. The 
TAR value is unpredictable, and 
it should be set to the desired 
value before typing START. 

Programmer Action: Correct the 
error and submit the job again. 

If the problem persists, ensure 
that a SYSEMOUT DD statement was 
included for the job step, that 
MSGLEVEL= (1,1) was specified in the 
JOB statement, and that you have 
the master console log, the printer 
listing, and a dump of the emulator 
partition before calling IBM for 
programming help. 



IIQ045D jobname INVALID I/O INSTRUCTION 

Explanation : The emulator 
encountered a 1400 I/O instruction 
that was invalid because of: 

• An invalid A-field 

• An invalid d-modifier 

• A non-emulated I/O device 

System Response: Control is given 
to the operating system, and the 
emulator task is placed in the wait 
state until the operator acts. 

Operator Action : 

• Use the DISPLAY and ALTER 
commands to correct the error 
from the console. 

Note: The IAR points to the next 
1400 instruction to be fetched. 

• When you cannot correct the error 
from the console, use the DUMP 
command to dump the contents of 
the emulator partition and the 
EOJ command to end the 1400 job. 
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• Tf the invalid instruction can be 
ignored, use the START command to 
begin processing at the neyt 
seguential 1400 instruction. 

P rogr am mer Action; Correct the 
error and submit the job again. 



Tf the problem persists, ensure 
that a SYSEMOUT DD statement was 
included for the job step, that 
MSGLE7EL= (1 , 1 ) was specified in the 
JOB statement, and that you have 
the master console log, the printer 
listing, and a dump of the emulator 
partition before calling IBM for 
programming help. 



TIQ046D jobname INVALID ADDEESS 

Explanation: The emulator 
encountered an invalid address in 
the I-address, A-address, or 
P-address register, which was 
caused by: 

• An address wraparound 

• An invalid character in 1400 
storage 

^X2l§IB-£ es P ons e : Control is given 
to OS, and the emulator task is 
placed in the wait state until the 
operator acts. 

O pera tor Action : 



• Use the DISPLAY and ALT EE 
commands to correct the error 
from the console. The contents 
of the registers are 
unpredictable, and they should be 
set to the desired values before 
typing STAET to continue 
execution of the 1400 program. 



• Use the DUMP command to dump the 
contents of the emulator 
partition and the EOJ command to 
end the 1400 job. 



• If the invalid address can be 
ignored, use the START command to 
continue processing at the next 
seguential 1400 instruction. If 
the invalid address is in the 
IAE, set the IAE to the desired 
value before typing START. 

£H2201i!l^S.^.Act i o n : Correct the 
error and submit the job again. 



If the problem persists, ensure 
that a SYSEMOUT DD statement was 
included for the job step, that 
F!SGLEVEL = (1,1) was specified in the 
JOB statement, and that you have 
the master console log, the printer 
listing, and a dump of the emulator 
partition before calling IBM for 
programming help. 



IIQ052D jobname FILENAME NOT GIVEN FOE cccc 

Explanation: A ddname was not 
found for the 1400 device indicated 
by cccc, where cccc can be any of 
the following: 

• RDE - the card reader 

• PTR - the printer 

• PNCH - the card punch 

• TPcu - tape unit u on channel c 

• DISK - a 1405 or 1301 disk 

• DKcm - module m of a 1311 on 

channel c 

If message IIQ054I precedes this 
message, a ddname was given in the 
emulator control statement? but the 
ddname may have been incorrect,, 

S ystem Response : 

• If the operator types STAET, the 
emulator determines whether a 
ddname has been entered. If no 
ddname was entered, this message 
is issued again. If a valid 
ddname is found, the 1400 program 
continues at the point of 
interruption. 

• Tf the IAE is set before typing 
START, or if the reply is START 
ADDR=nnnnns. where nnnnn is the 
starting address, the emulator 
will continue the 1400 program at 
nnnnn. 

Operator Action : 

• Type DISPLAY CONFIG to display 
the I/O devices and their 
corresponding ddnames. 

• Enter an acceptable ddname using 
the NAME operand of the TAPE, 
DISK, or UE emulator control 
statement. 

Tf you enter the TAPE or UR 
statement, you must specify all 
operands for which a default is 
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not desired, since the command 
you enter overlays the statement 
read with the JCL. 

• Type START if I/O operations on 
the device is not required. The 
1400 program begins at the next 
sequential instruction. 

• If you cannot identify an 
acceptable ddname, use the DUMP 
command to dump the emulator 
partition and the EOJ command to 
end the 1400 job. 

03 r a m me r_ A c ti o n : Determine 
whether the NAME operand of the 
emulator control statement should 
be specified. If it cannot be, 
give the operator an acceptable 
ddname to be typed when this 
message is received. 

If the problem persists, ensure 
that a SYSEMOUT DD statement was 
included for the job step, that 
MSGLEVEL= (1,1) was specified in the 
JOB statement, and that you have 
the master console log, the printer 
listing, and a dump of the emulator 
partition before calling IBM for 
programming help. 



IIQ053I jobname CORE UNAVAILABLE EOR DCB 
IIQ053T jobname CORE UNAVAILABLE EOR 
BUEFEF . FILE=ddname 

Explanation : 

A. The emulator tried to get main 
storage for a DCB and there was 
not enough. 

B. The emulator tried to get main 
storage for buffers and there 
was not enough. The ddname 
identifies the DD statement 
that describes the data set. 

C. The emulator encountered a DD 
statement for a reader, 
printer, or punch that 
requested a logical record 
length (LRECL) greater than 256 
bytes. 

System Response; The emulator 
program requests a System/370 dump 
if there is a SYSEMOUT DD statement 
in the JCL. The 1100 program 
stops. 

P rog rammer Action : 

A. If storage was not available 
for the DCB, increase the 
amount of main storage 



requested in the REGION 
parameter of the JOB or EXEC 
statement (MVT) , or obtain a 
larger MET partition. 

B. If storage was not available 
for a buffer, first check the 
value specified in the BLKSIZE 
parameter of the DCB operand 
(for tape and disk only) . If 
the BLKSIZE value is too large, 
correct it. If it is not, 
increase the amount of main 
storage requested in the REGION 
parameter of the JOB or EXEC 
statement (MVT), or obtain a 
larger MFT partition. 



C. If the LRECL parameter of the 
DD statement is wrong, correct 
it and resubmit the job. 



D. If the problem persists, ensure 
that a SYSEMOUT DD statement 
was included for the job step, 
that MSGLEVEL= (1,1) was 
specified in the JOB statement, 
and that you have the master 
console log, the printer 
listing, and a dump of the 
emulator partition before 
calling IBM for programming 
help. 



IIQ054I jobname FILE=ddname COULD NOT BE 
OPENED 



Expiration : 



• The emulator could not open the 
file identified by ddnam,e because 
there was no DD statement. 



• A ddname in the TAPE, DISK, or UR 
emulator control statement was 
misspelled or otherwise typed 
incorrectly. 

System Response; The emulator 

issues message IIQ052D. 

Oper at or Action: Reply to message 
II0052D by typing the correct 
ddname in a TAPE, DISK, or UR 
emulator control statement. 

Program me r Action : Determine 
whether the NAME operand of the 
emulator control statement should 
be specified. If it cannot be, 
give the operator an acceptable 
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ddname to he typed when this 
message is received with message 
IIQ052D. 



TIQ055T jotname SYSEMOTJT DCE NOT OPEN 

Explanation: An operator command 
or response on the SYSEMOUT data 
set was unsuccessfully recorded 
because the data set DCB was not 
opened or was opened incorrectly. 

System Response: The emulator 
issues message TTQ061D. 

Oper ator_ A ct ion : Peply to message 
TIQ061D. 

Programmer Action: If the SYSEMOUT 
DD statement was not included in 
the JCL, include one and submit the 
job again. If the statement is 
included, check it. If the problem 
persists, ensure that a SYSABEND DO 
statement was included for the job 
step, that MSGLEVEL= (1,1) was 
specified in the JOB statement, and 
that you have the master console 
log, the printer listing, and a 
dump of the emulator partition 
before calling IBM for programming 
help. 

Bequest the dump using the OS 
CANCEL command. Do not use the 
emulator DUMP command; it does not 
dump the routine in error. 

TIQ061D jobname EMULATOR WAITING 

Explanation : The emulator is 
waiting for a response from the 
operator. There are many 
conditions during emulation that 
can cause this message to be 
issued. It is issued whenever the 
emulator cannot proceed without 
some operator action. 

System^ Response : The emulator 
waits for a response to this and 
possibly other WTOR messages. 
Control is given to OS and the 
emulator task is placed in the wait 
state until the operator acts. 

Operator Action : 

• Type any command that requests an 
emulator service, such as 
DISPLAY. 

• Type any command that satisfies 
the conditions the emulator is 
waiting for. EOJ may have to be 
typed if the emulator is waiting 
because of an unrecoverable 



error. (You should dump the 
emulator partition before typing 
EOJ.) 

• If you can find no reason for an 
error in the emulator job, dump 
the contents of the emulator 
partition and cancel the job. 

Type START if no further 
emulator services are needed and 
if all conditions the emulator 
was waiting for are satisfied. 
This causes processing to begin 
at the next sequential 1400 
instruction . 

IIQ062I jobname HEX ADDRESS=nnnnnn 

Explanation: This message is 
issued in response to the emulator 
command CONVERT ADDR=nnnnn. HEX 
ADDRESS=nnnnnn is a 1- to 6-digit 
hexadecimal address that is the 
System/370 main-storage location of 
the m00 storage address specified 
in the CONVERT command. 

System__Respgnse : The emulator 
issues message IIQ061D. 

Operator, Action : Reply to message 
TIQ061D. 

IIQ063I jobname NEXT 1400 ADDRESS=nnnnn 

^ t i o n : This message enables 
the operator to display contiguous 
areas of main storage. It is 
issued after message IIQ066I when 
the operator typed DISPLAY A DDR . 

The number of characters 
displayed in message IIQ066I 
varies, since two EBCDIC characters 
indicate a 1400 character with a 
wordmark. nnnnn indicates the next 
1400 storage address if more 
storage needs to be displayed. 

System Response : The emulator 
issues message IIQ061D. 

Operator, Action: Reply to message 
IIQ061D. 



IIQ065I jobname 1400 DEVICE cccc NOT 
ASSIGNED 

Explan ation: A device specified in 
an operator request was unassigned. 
An example of an operator request 
is REPLY id, 'DISPLAY TAPE=12«. 
cccc is TAPE, DISK, or UR . 

System Response: The emulator 
issues message IIQ06 1D. 
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Operator A ction : 
IIQ061D. 



Reply to message 



TIQ066I iotname text 

IxsI^Hation: This message displays 
the COMMENT emulator control 
statement and the response to the 
DISPLAY emulator command. It 
consists of variable text and uses 
the following abbreviations for 
mOO devices: 

• RDP - the card reader 

• PTP - the printer 

• PNCF - the card punch 

• CNSL - the console 

• TPcu - the channel (c) and unit 

(u) addresses of a tape 
unit 

• DKcm - the channel (c) and module 

(m) addresses of a disk 
drive 

If a DISPLAY REG command is 
typed and the value in one of the 
registers is invalid or 
meaningless, that portion of the 
text field is filled with blanks. 

If a DISPLAY A DDR or DISPLAY 
XADDP command was typed, the 
address is repeated and then the 
storage is displayed between single 
quotes. The data is in load mode; 
both word separators and wordmarks 
appear as underscores. 

System Response: The emulator 
issues message TIQ061D. 

If this message is in response 
to the DISPLAY ADDP command, 
message TIQ063I is issued before 
message ITQ061D. 



Operator Action : 
HQ 061 D. 



Reply to message 



IIQ071D jobname END OF 1400 STORAGE PEACHED 



Expla nation: The emulator 
encountered the end of 1400 storage 
during: 



* A disk or tape I/O operation 



A unit record output operation 



System Res po nsg: Control is given 
to the operating system, and the 
emulator task is placed in the wait 
state until the operator acts. 

Operator., Action: 

• Use the DISPLAY and ALTER 
commands to correct the error 
from the console. 

• Use the DUMP command to dump the 
contents of the emulator 
partition and the EOJ command to 
end the 1400 job. 

• If the invalid instruction can be 
ignored, use the START command to 
start processing at the next 
sequential 1400 instruction. 

• Type another emulator command. 



Programmer , Action 
instruction and s 
again. If the pr 
ensure that a SYS 
was included for 
MSGLEVEL= (1,1) wa 
JOB statement, an 
the master consol 
listing, and a du 
partition before 
programming help 



Correct the I/O 
ubmit the job 
oblem persists, 
EMOUT DD statement 
the job step, that 
s specified in the 
d that you have 
e log, the printer 
mp of the emulator 
callinq IBM for 



IIQ072D jobname CARD INPUT EXHAUSTED 

Ex p lanation : The emulator has 
encountered a read operation in the 
1400 program, but there are no more 
cards to be read. The ) LC card may 
not have been placed before the 
last data card, or a blank card was 
not placed after the ) LC card of a 
1440 program. 

System^ Response : The emulator 
turns on the "last card" indicator. 
Control is given to the operating 
system, and the emulator task is 
placed in the wait state until the 
operator acts. 

Operator,.. Action : 

• Type STAPT to begin processing at 
the next sequential 1400 
instruction. The 1400 job should 
end at normal end of job. 

• Tf you are emulating a 1440 
program and there is a ) LC card, 
type START to clear the reader 
station. Most 1440 jobs will end 
at normal end of job. If you 
receive this message aqain, type 
START a second time. if the 1440 
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program still does not end at 
normal end of job, dump the 
emulator partition and type EOJ. 

• Type another emulator command. 

Programmer Action; Ensure that the 
) LC card is placed before the last 
data card and submit the job again. 

Some 1440 programs issue one or 
more read commands to eject the 
last data card while closing the 
1442 file. Before you run the job 
again, insert one blank card after 
the )LC card if the program does 
not read ahead, and two blank card 
after the ) LC card if it does. 

If the problem persists, ensure 
that a SYSEMOUT DD statement was 
included for the job step, that 
MSGLEVEL= (1,1) was specified in the 
JOB statement, and that you have 
the master console log, the printer 
listing, and a dump of the emulator 
partition before calling IBM for 
programming help. 



IIQ073D jobname INVALID 1400 DATA 

Explanation : The emulator detected 
invalid BCD data on a read 
operation from the card reader or 
the console. 

System ^Response: The emulator 
reads the card or line, but changes 
all invalid characters to 
asterisks. It then gives control 
to the operating system. The 
emulator task is placed in a wait 
state until the operator acts. 

Operator Action : 

• Ensure that valid data was 
entered from the console. To 
replace an asterisk with a valid 
BCD character, use the DISPLAY 
and ALTER commands. The data is 
located in the read buffer of 
1400 storage (locations 1 to 80 
for 1401 and 1460) and has been 
translated to internal code. 

• To ignore the error, type START 
to begin processing at the next 
sequential 1400 instruction. 

• Type another emulator command. 

Programmer .Action: If the invalid 

character was on a data card and 
the operator ended your job, 
correct the invalid characters and 
resubmit the job. If the problem 



persists, ensure that a SYSEMODT DD 
statement was included for the job 
step, that MSGLEVEL= (1,1) was 
specified in the JOB statement, and 
that you have the master console 
log, the printer listing, and a 
dump of the emulator partition 
before calling IBM for programming 
help. 



IIQ074D jobname CARRIAGE CONTROL TAPE IN 
ERROR 

Expl a nation: The emulator 
encountered a carriage control 
instruction in the 1400 program 
that specified a skip to a channel 
number not in the carriage control 
tape image defined in the CCTL 
emulator control statement. 

System Response: Control is given 
to the operating system, and the 
emulator task is placed in the wait 
state until the operator acts. 

Operator Action: If the carriage 
control tape image was not typed 
correctly, retype the CCTL emulator 
control statement. Other actions 
are: 

• End the emulator job. 

• Type another emulator command. 

• Type START, which causes the 
carriage control instruction to 
be skipped and processing to 
begin with the next sequential 
1400 instruction. 

Programmer Action: Ensure that the 
necessary carriage control 
information is in the carriage 
control statement and resubmit the 
job. If the problem persists, 
ensure that a SYSEMOUT DD statement 
was included for the job step, that 
MSGLEVEL= (1,1) was specified in the 
JOB statement, and that you have 
the master console log, the printer 
listing, and a dump of the emulator 
partition before calling IBM for 
programming help. 



IIQ075I jobname INVALID DATA IN 1400 
STORAGE 

Explanation: A character string 
ends with a wordmark or the 
emulator detected an invalid 
character (bit 7 is 1) in 1400 
storage. The invalid character may 
be the result of a machine operator 
error. 
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System Response: If this message 
results from an emulator DUMP 
command, the dump is ended after 
printing the line preceding the one 
containing the invalid character, 
then message IIQ061D is issued. 
Otherwise, the emulator reguests a 
System/370 dump if there is a 
SYSEMOUT DD statement in the JCL. 
The 1400 program stops. 

Programmer Action: Eliminate any 
causes of invalid characters and 
submit the job again. If the 
problem persists, ensure tbat a 
SYSEMOUT DD statement was included 
for the job step, that 
MSGLEVEL= ( 1, 1) was specified in the 
JOB statement, and that vou have 
the master console log, the printer 
listing, and a dump of the emulator 
partition before calling IBM for 
programming help. 



TIQ081T jobname EOM-OPER ATION TERMINATED 
Jxjg 1 ajQ a t io n : 

A. The emulator ended an operator 
command because the end of 1400 
storage was reached while 
executing the command. 

B. The end of 1400 storage was 
reached while the emulator was 
executing a 1400 Read a Card 
instruction (1440 only). 

S^st em Response : 

A. The emulator issues message 
TIQ061D. 

B. When the end of 1400 storage is 
sensed, the emulator, moves the 
remainder of the data into the 
beginning of 1400 storage 
(wraparound) . After all data 
is moved, processing continues 
at the next seguential 1400 
instruction. 

0£^r ator_Act ion : 

A. Reply to message TIQ061D. 

B. None. 



IIQ083D jobname 1400 DEVICE NOT ASSIGNED 
EOR cccc 

Explanation: A 1400 I/O 
instruction has been detected for a 
1400 device not assigned by an 
emulator control statement, cccc 



indicates the 1400 device not 
assigned: 

• PTR - printer 

• EDR - reader 

• PNCH - punch 

• CNSL - console 

• TPcu - tape where 'cu' is the 

channel and unit number 

• DISK - 1405 or 1301 disk 

• DKcm - 1311 disk where •cm* is 

the channel and module 
number 

Syst em Response: Control is given 
to the operating system, and the 
emulator task is placed in the wait 
state until the operator acts. 

Programmer Ac tio n : Include the 
correct control statement and 
resubmit the job. If the problem 
persists, ensure that 
MSGLEVEL= (1,1) was specified in the 
JOB statement, and that you have 
the master console log and the 
printer listing before calling IBM 
for programming help. 

Operator A ction: Type the missing 
control statement and the START 
command. 



841 jobname cccc DEVICES NOT SUPPORTED 

Explanation : The operator used one 
or more I/O devices which are not 
in the emulator, cccc indicates 
the 1400 device not generated. 

System Respo ns e: The emulator 
issues message IIQ061D. 

Oper ator Act ion: Reply to message 
IIQ061D. 

Program mer Acti on: Ensure that the 
generated emulator includes all 
necessary devices. If the problem 
persists, ensure that a SYSODUMP DD 
statement was included for the job 
step, that MSGLEVEL= (1,1) was 
specified in the JOB statement, and 
that you have the master console 
log r the printer listing, a dump of 
the emulator partition, and the 
Stage I and II listings of the 
emulator generation before calling 
IBM for program help. 
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TTQ086I jobname ERROR IN OPERATOR SERVICES 

Explanation: The emulator services 
control routine (module TIQOA) 
received an invalid input parameter 
from another emulator routine. 
(Control byte CMOSCCTL was 
improperly set.) 

System Response : The emulator 
produces a System/370 dump if a 
SYSEMOUT DD statement was included 
with the job. The 1400 program 
stops. 

Operator .Action: Attach a copy of 
the console listings to the dump. 

P£03rammer_Action: Ensure that the 
operator has not improperly altered 
main storage. If the problem 
persists, ensure that a SYSEMOUT DD 
statement was included for the job 
step, that MSGLEVEL= (1,1) was 
specified in the JOB statement, and 
that you have the master console 
log, the printer listing, and a 
dump of the emulator partition 
before calling IBM for programming 
help. 



IIQ092D jobname INVALID DEVICE REASSIGNMENT 

Z2£2§ nation : A device assignment 
statement specified one^ of the 
following: 

• An invalid unit number 

« An channel or device that is not 
accepted by the emulator 

• A device that was not assigned at 
initialization 

System_ R espo nse: Control is given 
to the operating system, and the 
emulator task is placed in the wait 
state until the operator acts. 

Opera tor _ Action : 

• Retype the entire emulator 
control statement with the 
correct device assignment. 

• Reguest a dump of the emulator 
partition when the control 
statement has been typed 
correctly, but the problem 
persists . 



• Type any valid emulator command. 
START will cause the emulator to 
resume processing at the next 
seguential 1400 instruction. 



Programmer_Action : Ensure that all 
devices required for the job are 
assigned by emulator control 
statements. If a device is to be 
reassigned during program 
execution, be sure to give the 
operator the correct information. 
If the problem persists, ensure 
that a SYSUDUMP DD statement was 
included for the job step, that 
MSGLEVEL= (1,1) was specified in the 
JOB statement, and that you have 
the master console log, the printer 
listing, the listings of Stages I 
and II emulator generation, and a 
dump of the emulator partition 
before calling IBM for programming 
help. 



IIQ093I jobname EMULATOR CONTROL STATEMENT 
ERROR 

Ex plan ation : If the message is^not 
followed Fy a control statement"* 
printed on the SYSEMOUT data set, 
the error was caused by: 

• SYSEMCTL not used as the input 
data set ddname 

• An I/O error while reading the 
input data set 

• Not enough space to open the 
SYSEMCTL' DCB successfully 

If the message is followed by a 
control statement or command 
printed on the SYSEMOUT data set, 
the error was caused by: 

• An invalid parameter in the 
control statement. 

• The control statement reguested a 
1400 device that is not emulated. 
For example, there is no 1400 
device at the channel and unit 
position requested. 

• The device assigned by the 
control statement has already 
been assigned by a previous 
control statement. 

• An emulator command that cannot 
be typed in the input stream. 

• An end-of-file condition was 
detected in the SYSEMCTL data set 
before the LOAD control statement 
was found. 

• A missing LOAD control statement 
caused the 1400 program or data 
to be flagged as an invalid 
emulator control statement. 
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• Insufficient buffer space was ITQ094I jobname INVALID RECFM - DDNA ME=name 

available for the control 

statement. Expla n ation: 



• NA ME=SYSEMCTL is coded with 
ST A CKER= parameter. 

All emulator control statements 
and commands in error are printed 
on the SYSEMOTJT data set, but only 
the message and the first statement 
or command in error is printed on 
the console. 

System, Response: The emulator task 
is ended after all control 
statements have been read and 
analyzed. 

Programmer _ Action : Correct the 
control statement error and 
resubmit the job. Ensure that the 
control statement does not exceed 
485 bytes. If the problem 
persists, punch a DUMP emulator 
command on a card as if it were an 
emulator control statement (first 
column blank) , insert it after the 
control statement in error, and run 
the program again. Ensure that a 
SYSFMCTJT DP statement was included, 
that MSGLEVEL=(1, 1) was specified 
in the JOB statement, and that you 
have the stage I and II emulator 
generation listings, the master 
console log, the printer listing, 
and a dump of the emulator 
partition before calling IBM for 
programming help. 



• The record format specified was 
BECFM=VS, but the emulator found 
that the data was VBS. The name 
of the DD statement in error is 
identified by DDM ME=name. 

* A tape file is being emulated and 
the RECFM parameter specified a 
record format other than U, VS, 
or VBS . The name of the DD 
statement in error is identified 
by DDNAME=name. 

System Response: The emulator 
produces a System/370 dump if a 
SYSEMOUT DD statement was included 
with the job. The 1400 program 
stops. 



££22r a m m_er_A c t i on : The operator 
may have mounted the wrong tape or 
the DD statement may have the RECFM 
parameter coded incorrectly. 
Analyze and correct the error, then 
resubmit the job. If the problem 
persists, make sure that 
MSGLEVEL= (1,1) was specified in the 
JOB statement, that a SYSEMOUT DD 
statement was included for the job 
step, and that you have the master 
console log, the printer listing, 
and a dump of the emulator 
partition before calling IBM for 
programming help. 
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TTQ301D PREPROCESSOR READY-REPLY nnn 

(NO. OF TM) t ALL OR EOJ (jobname) 

stio n : The tape preprocessor 
program is ready to format the data 
on a 1400 tape. 

Sy stem Respons e : The preprocessor 
is placed in the halt state until 
the operator acts. 

Oj>er a t or Jk c t ion : 

• If you know the number of 
tapemarks on the tape to be 
formatted, type that number in 
the reply to this message. The 
preprocessor formats the tape 
until that number of tapemarks 
has been read. 

• If you do not know the number of 
tapemarks on the tape to be 
formatted, type ALL. The 
preprocessor reads all readable 
data on the tape and stops when 
the tape runs off the reel, when 
a permanent I/O error occurs, or 
when there is a record that is 
too long for the buffer. 

• If there are no tapes to format, 
type EOJ. 



ITQ302D PREPROCESSOR INPUT I/O ERROR-REPLY 
EOV OR SKIP (jobname) 

Jx£l aji at io n : A permanent I/O error 
was encountered by the tape 
preprocessor program. The 
operating system could not 
successfully read the next record 
in the input file. All error 
recovery procedures were performed, 
the I/O operation was ignored, 
control was returned to the 
preprocessor, and this message was 
issued. This may not be an 
abnormal condition (see message 
IIQ301A). 

System Response: The preprocessor 
is placed in the wait state until 
the operator acts. 

Operator Action: If you entered a 
specific number of tapemarks when 
message IIQ301D was issued, a 
permanent I/O error occurred in the 
input file: 

• Type EOV when you are sure that 
all records have been correctly 
formatted. The input and output 



files are closed and an 

end-of -volume summary is written. 

• Type SKIP to ignore the record 
with the I/O error. Processing 
will continue with the next 
record in the input file. 

If the reply to message IIQ301A 
was ALL, there may be a permanent 
error in one of the records in the 
input file, or the entire file has 
been processed and the preprocessor 
is reading garbage on the end of 
the tape: 



• Type EOV if the entire file has 
been processed. The program will 
close the input and output files 
and issue an end-of -volume 
summary . 



• Type SKIP to bypass the record. 
The program will read the next 
record. If a permanent I/O error 
is encountered while reading a 
subseguent record, message 
IIO302D is issued again. 

Programmer Action: Analyze the 
end-of -volume summary (message 
IIQ305I) and determine whether all 
records have been formatted. If 
they have not, ask the operator to 
clean tape drives, check for bad 
tapes, etc., and run the job again. 
If the error persists, make sure 
that M SGLE VEL= (1,1) was specified 
in the JOB statement, and that you 
have the master console log, the 
printer listing, and the tape files 
before calling IBM for programming 
help . 



IIQ303D PREPROCESSOR INPUT RECORD TOO 

LONG-REPLY EOV OR SKIP (jobname) 

Explanatio n : An input record was 
read that was longer than the input 
block size specified in the PARM 
parameter of the EXEC statement (or 
the PARM default value of 10,000 
bytes) . All error recovery 
procedures were performed. The I/O 
operation was not completed. The 
name on the JOB statement is in 
(jobname). In some cases, this 
message is issued when the 
preprocessor reads past the end of 
the input file. 

System,_Response: The preprocessor 
is placed in the wait state until 
the operator acts. 
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Operato r A ction: You have entered 
a specific number of tapemarks in 
response to message TIO301D. An 
input record was too long. 

• Type EOV if the record must be 
read. 

• Type SKIP to ignore the record 
with the I/O error. Processing 
continues with the p.pxt record in 
the input file„ 

Programmer fiction : 

» Increase the valu rt in the PARK 
field of the EXEC statement so 
that it equals or exceeds the 
si-ze of the input record that was 
too long, and resubmit the job. 

• If you are certain that none of 
the records are longer than the 
buffer, treat the condition as an 
I/O error. 

All data formatted on the output 
file prior to the error can be used 
by the emulator. If the 
end-of- volume summary (message 
IIO305I) shows that all records on 
the file have been formatted, 
record the number of tapemarks and 
give the number to the operator the 
next time this job is run. If the 
error persists, make sure that 
MSGLE VEL= (1 , 1) was specified in the 
JOB statement and that you have the 
master console log, the printer 
listing, and the tape files before 
calling IBM for programming help. 



TTQ304D PREPROCESSOR INTERVENTION 

REQUEST ED- REPLY EOV OR SKIP 
( jobname) 

Explanation: A condition was 
discovered by the operating system 
that must be corrected by the 
operator. Two conditions can cause 
this message to be issued: 

• The end of the tape was detected 
on the input reel. If the tape 
has run off the reel, the 
operating system issues a system 
message and returns control to 
the preprocessor. The 
preprocessor issues this message. 



• The operator pressed the RESET 
and START buttons on the input 
tane drive while an input volume 
was being processed. {This 
allows the operator to stop 
formatting an input volume.) 



Sy stem „Respqnse: The preprocessor 
is placed in the wait state until 
the operator acts. 

Operator Action : 

• Respond to the system message by 
readying the unit. If the unit 
cannot be made ready, cancel the 
job. If the tape was run off the 
input reel, thread and rewind the 
tape. 

• Respond to this message by 
typing: 

A. EOV, if the tape has been run 
off the reel or if you caused 
the message by pressing RESET 
and START on the input tape 
drive. 

B. SKIP, if there is more data 
to process on the tape. 

When you type EOV, the 
preprocessor closes the input and 
output files and prints the 
end-of -volume summary. When you 
type SKIP, the preprocessor 
continues reading the tape; no data 
will be lost. 

If you had to cancel the 
preprocessor job in response to the 
system message, you need not reply 
to this message. 

Programmer Action: If the job was 
ended, make the necessary changes 
as indicated by other messages and 
resubmit the job. If the tape was 
run off the reel, get the number of 
tapemarks from the end-of- volume 
summary and give them to the 
operator the next time the job is 
submitted. 



IIQ305I PREPROCESSOR FOV, REEL nnn SUMMARY 
tapemark and record distribution 
NUMBER OF TAPEMARKS SPECIFIED- nnn 
NUMBER OF TAPEMARKS FOUND- nnn 
NUMBER OF INPUT RECORDS- nnnnn 
SIZE OF LARGEST INPUT RECORD- 
nnnnnn BYTES 

MAXIMUM OUTPUT BLKSIZE- nnnnn 
ccc FORMAT 

INPUT RECORDS TOO LONG- nnn 
INPUT I/O ERRORS- nnn 

Expl ana tion: The tape preprocessor 
program has finished formatting an 
input file; this message is the 
end-of -volume summary. 

The section of the summary 
identified as the "tapemark and 
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record distribution" varies 
depending upon the data on the 
tape. In general, TM is printed 
for each tapemark encountered and 
nnnn RECORD (S) PROCESSED is printed 
to indicate the number of records 
encountered between two tapemarks 
or between a tapemark and the end 
of the volume. For example, a 
volume has the following tapemark 
and record distribution: 



RECORD TOO LONG-REPLY EOV or SKIP 
( jobname) . 

INPUT I/O ERRORS-nnnn is the number 
of I/O errors encountered when 
reading the input data set. 

Ji>2stera^Res£onse: The preprocessor 
issues message IIQ301D. 

Programmer Action : 



TM 


TP! 


10 Records 


TM 


556 Records 


TM 



• If the number of tapemarks 
specified does not egual the 
number of tapemarks found: 



The end-of -volume summary would 
indicate that distribution as: 

0 RECORD (S) PROCESSED 

TM 

0 RECORD (S) PROCESSED 

TM 

10 RECORD (S) PROCESSED 

TM 

556 RECORD (S) PROCESSED 

TM 

NUMBER OE TAPEMARKS SPECIFIED- nnn 
is the number of tapemarks 
specified by the operator in 
response to message IIQ301A, where 
nnn is either a decimal number or 
ALL . 

NUMBER OF TAPEMARKS FOUND-nnn is 
the number of tapemarks found by 
the preprocessor. 

NUMBER OF INPUT EECORDS-nnnnn is 
the number of input records 
including tapemarks, header label 
records and trailer label records 
that were successfully formatted. 

SIZE OF LARGEST INPUT RECORD-nnnnnn 
BYTES is the size of the largest 
input record that was successfully 
read and formatted. 

MAXIMUM OUTPUT BLOCKSTZE-nnnnn ccc 
FORMAT is the size in bytes (nnnnn) 
of the physical records written 
into the output data set (eguals \ 
the value specified in the BLKSTZE 
parameter in the SYSUT2 DD 
statement) , and the record format 
(ccc) of the data. 

INPUT RECORDS TOO LONG- nnn is the 
number of records longer than the 
length specified in the PARM field 
of the EXEC statement for the 
preprocessor job. For every input 
record that is too long, the 
operator will have replied SKIP to 
message IIQ303D PREPROCESSOR INPUT 



A. Ensure that the input tape 
given to the operator was the 
correct tape. 

B. Ensure that the operator 
specifies the correct number 
the next time this tape file 
is formatted. 

• If one or more input records was 
too long (other than checkpoint 
records) , increase the value 
specified in the PARM field of 
the EXEC statement and submit the 
job again. There is no way of 
determining the exact length of 
the input record that was too 
long. The end-of -volume summary 
will give you the size of the 
largest input record processed. 
For subsequent runs, the PARM 
field can be reduced to the 
appropriate size. 

• If this summary indicates that 
there were I/O errors, normal 
tape maintenance such as cleaning 
tape drives and checking tapes 
should be performed. If the 
problem persists, ensure that 
MSGLEVEL= (1,1) was specified in 
the JOB statement, and that you 
have the master console log and 
the printer listing before 
calling IBM for programming help. 



061 INVALID PARM FIELD ON EXEC CARD 

Explanation: The PARM field in the 
EXEC statement of the tape 
preprocessor program or the tape 
postprocessor program was not a 
decimal number from 1 throuorh 
200000. 



System Response: The job is ended. 

Programmer Action : Correct the 
value in the PARM field and 
resubmit the job. 
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If the problem persists, ensure 
that MSGLE VFL= (1,1) was specified 
in the JOB statement, and that you 
have the master console log and the 
printer listing before calling IBM 
for programming help. 



IT0307D POSTPROCESSOR READY-REPLY ALL OR 
roJ- ( jobname) 

Fxple nation : The tape 
postprocessor program is ready to 
process a tape. 

System Response: The postprocessor 
is placed in a wait state until the 
operator responds to this message. 

Opera to r_ Ac t ion : 

* Tf there is a tape to format, 
type ALL. The postprocessor 
formats the entire tape, closes 
the input and output files, and 
prints an end-of-volume summary. 

• If there are no more tapes to 
format, type EOJ. 



TTQ3 C 8T) POSTPROCESSOR OUTPUT RECORD TOO 
LONG-REPLY ECV OR SKIP- (jobname) 

Fx pla nation: A record is to be 
written that exceeds the output 
block size specified in the PARM 
parameter of the EXEC statement (or 
the PARM default value of 10,000 
bytes) . The name of the JOB 
statement is in (jobname) . 

S vst em_Res2onse: The postprocessor 
is placed in the wait state until 
the operator acts. 

££®r at or_A ct ion : 

• Type SKIP and the record is 
bypassed, but its length is 
recorded and printed in the 
end-of-volume summary at the end 
of the job. 

• Type EOV and the job is ended. 
The size of the record is printed 
in the end-of-volume summary. 

Program mer Action: Increase the 
value specified in the PARM field, 
of the EXEC statement so that it 
equals or exceeds the size of the 
output record that was too long, 
then resubmit the job. Tf the 
problem persists, ensure that 
MSGLE VEL= (1 , 1) was specified in the 
JOB statement, and that you have 
the master console log and the 



printer listing before calling IBM 
for programming help. 



ITQ309I POSTPROCESSOR EOV, REEL nun SUMMARY 
NUMBER OF TAPEMARKS WRITTEN- nnn 
NUMBER OF OUTPUT RECORDS - nnn 
SIZE OF LARGEST OUTPUT RECORD- 
nnnnnn BYTES 

OUTPUT RECORDS TOO LONG- nnn 
OUTPUT REELS CREATED FROM THIS 
INPUT- nnn 

Explanation : The tape 
postprocessor program has finished 
formatting an input file; this 
message is the end-of-volume 
summary. 

NUMBER OF TAPEMARKS WRITTEN- nnn is 
the number of tapemarks written on 
the output file. 

NUMBER OF OUTPUT RECORDS- nnn is 
the number of records written on 
the output file. 

SIZE OF LARGEST OUTPUT FECORDS- 
nnnnnn BYTES is the size of the 
largest record that is encountered. 

OUTPUT RECORDS TOO LONG- nnn is the 
number of records that exceed the 
length specified in the PARM field 
of the EXEC statement for the 
postprocessor job. For every 
output record that is too long, the 
operator replied SKIP or EOV to 
message IIQ308D POSTPROCESSOR 
OUTPUT RECORD TOO LONG-REPLY EOV OR 
SKIP- (jobname) . 

OUTPUT REELS CREATED FROM THIS 
INPUT- nnn is the number of reels 
of output data created from the 
input file. 

System ^Response : The postprocessor 
issues message IIQ307D. 

Programmer Action: If one or more 
output records was too long, 
increase the value specified in the 
PARM field of the EXEC statement to 
a value equal to or greater than 
the value given in "SIZE OF LARGEST 
OUTPUT RECORDS" , and submit the job 
again. 

If this summary indicates that 
there were I/O errors, normal tape 
maintenance such as cleaning tape 
drives and checking tapes should be 
performed. If the problem 
persists, ensure that 
WSGLEVEL= (1, 1) was specified in the 
JOB statement, and that you have 
the master console log and the 
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printer listing before calling the 
IBM for programming help. 

IIQ310I THE FOLLOWING POSTPROCESSOR CONTROL 
STATEMENTS APE INVALID 
(statements) 

Expl ana tion: The program control 
statements listed under this 
message are invalid. 

System Response : Invalid 
statements are listed, and the 
postprocessor job is ended. 

Pro gr ammer Action: Correct the 
errors. Common errors are: 

• A function statement does not 
have a ./ in columns 1 and 2 or a 
blank in column 3. 

• A function statement has not been 
limited to columns 4 through 71. 

• A comment has been placed on a 
function statement. 

• More than one DENSITY statement 
has been included. 

• More than nine T LABEL or nine 
HLABEL statements were included. 

• The DATA operand was not included 
on a TLA BEL or HLABEL statement. 

If the problem persists, ensure 
that MSGLEVEL= (1,1) was specified 
in the JOB statement, and that you 
have the master console log and the 
printer listing before calling IBM 
for programming help. 

IIQ311I POSTPROCESSOR OUTPUT I/O ERROR 

Explanat ion: A permanent I/O error 
occurred during a write operation. 

System Response: The postprocessor 
job is ended. 

Programmer Action: The next time 
this program is run, use a 
different tape or tape drive. If 
the problem persists, ensure that 
MSGLEVEL= (1,1) was specified in the 
JOB statement, and that you have 
the master console log and the 
printer listing before calling IBM 
for programming help. 

IIQ312I POSTPROCESSOR INPUT BLOCKSIZE TOO 
SMALL 

l2f£iS£Sti°.!l : An input record was 
encountered that was larger than 
the size specified in the BLKSIZE 



specification in the DCB parameter 
of the SYSOT 1 DD statement. 

System Response: The postprocessor 
job is ended. 

Programmer Action: Increase the 
BLKSIZE specification to a value 
that eguals the block size of the 
input data. If the problem recurs, 
ensure that M SGLE VEL= (1,1) was 
specified in the JOB statement, and 
that you have the master console 
log and the printer listing before 
calling IBM for programming 
assistance. 



IIQ313I INVALID REPLY-MESSAGE WILL BE 
REPEATED •* (jobname) 

Explanation : The operator gave an 
invalid response to the previous 
FTOR message. 

Sy s t em „ R e s p o n se : The preprocessor 
or postprocessor reissues the 
message that received the invalid 
response. 

0£erator_Action: No response is 
reguired for this message, but you 
must type a valid response to the 
message that is reissued. 

Programm e r^ Ac ti on: If a valid 
response is typed and this message 
is repeated, make sure that 
MSGLEVEL (1,1) was specified in the 
JOB statement, and that you have 
the master console log and printer 
listing before calling IBM for 
programming help. 



DISK FORMATTING PROGRAM MESS AGES 

IIQU01I ddname ASSIGNED PARM VALUE NOT 
FOUND 

Explanation: The PARM value does 
not correspond to any of the 
accepted values. ddname identifies 
the name of the DD statement that 
was to be used. The disk units 
defined by previous DD statements 
have been formatted and need not be 
repeated. 

System Response: The 1400 program 
stops. 



Programmer Action: Correct the 
PARM value that corresponds to the 
DD statement. 
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Before resubmitting the job, 
modify the JCL statements by: 

• Removing all DD statements for 
the disk units that were 
successfully formatted. 

• Pecoding the PARM field to 
identify only the devices that 
remain to be formatted. 

• Recoding the ddnames of the DD 
statements to SYSUT 1 , SYSUT2, 
etc. > 

If the error persists, include 
the MSGLEVEL= ( 1, 1) operand in the 
JOB statement so that error 
messages are printed. Before 
calling IBM for programming help, 
make sure that you have the master 
console log and the printer 
listing . 



IIQ402I ddname UNABLE TO OPEN DATA SET 

!XB la £ i*ii£> £ : The program could not 
open the data set to be created, 
ddname identifies the DD statement 
that defines the data set. The 
disk, units defined by previous DD 
statements have been formatted and 
need not be repeated. 

System Response: The job is ended. 

Programmer A c t i o n : Check for 
invalid parameters in the DD 
statement for the data set being 
created. Ensure that a DD 
statement describes the data set to 
be created, and that the DD 
statement has an acceptable ddname 
as defined in Appendix E. Include 
the MSGLEVEL= (1,1) operand in the 
JOB statement so that error 
messages will be printed. Before 
resubmitting the job, modify the 
JCL statements by: 

• Removing all DD statements for 
the disk units that were 
successfully formatted. 

• Recoding the PARM field to 
identify only the devices that 
remain to be formatted. 

• Recoding the ddnames of the DD 
statements to SYSUT1, SYSUT2, 
etc. 



If the error persists, ensure 
that you have the master console 
log and the printer listing before 
calling IBM for programming help. 



IIQ403I ddname IMPROPER RECORD FORMAT 
SPECIFIED 

Explanation: The record format was 
specified incorrectly in the DD 
statement, ddname identifies the 
DD statement. The disk units 
defined by previous DD statements 
have been formatted and need not be 
repeated . 

System Res pon se: The 1400 program 
stops. 

Programmer Acti on: Ensure that the 
record format subparameter of the 
DCB parameter specifies either 
RECFM=F (for fixed-length record 
format) or RECFM=FT (for 
fixed-length record format with 
record overflow) . 

Before resubmitting the job, modify 
the JCL statements by: 

• Removing all DD statements for 
the disk units that were 
successfully formatted. 

• Recoding the PARM field to 
identify only the devices that 
remain to be formatted. 

• Recoding the ddnames of the DD 
statements to SYSUT1, SYSUT2, 
etc. 

If the error persists, ensure 
that MSGLEVEL= (1,1) was specified 
in the JOB statement, and that you 
have the master console log and a 
printer listing before calling IBM 
for programming help. 



1104041 ddname BUFFER WAS NOT AVAILABLE 

Explanation: The main storage 
reguested by the program was not 
available. ddname identifies the 
DD statement for the disk unit 
being formatted. The disk units 
defined by previous DD statements 
have been formatted and need not be 
repeated. 

System Response: The 1400 program 
stops. 

P£23£3romer_ Action: Ensure that the 
MSGLEVEL= (1,1) parameter is coded 
in the JOB statement. Before 
resubmitting the job, modify the 
JCL statements by: 

• Removing all DD statements for 
the disk units that were 
successfully formatted. 
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• decoding the P ARM field to 
identify only the devices that 
remain to be formatted. 

• Recoding the ddnames of the DD 
statements to SYSUT1 , SYSTJT2 , 
etc. 

If the error persists, make sure 
that you have the master console 
log and the printer listing before 
calling IBM for programming help. 



ITQ405T I/O ERROR, jobname, stepname, unit 
addr, device type, ddname, 
operation attempted, error 
description, last seek addr, access 
method 

E xplana tion : An I/O error occurred 
while processing a disk formatting 
program data set. Disk units 
defined by previous DD statements 
have been formatted and need not be 
repeated. Error analysis 
information is displayed which 
consists of: 

jobname - is the job name of the 
disk formatting program run in 
which the error occurred. 

stepname - is the step name of the 
jot step. 

unit addr - is the unit address of 
the device on which the error 
occurred. 

device type - is the type of device 
on which the error occurred. 

ddname - is the name of the DD 
statement that defines the 
device. 



operation attempted - is the type 
of I/O operation being 
attempted. 

error description - is the SYN AD, 
14-character description of the 
error. 

last seek addr - is the track and 
record address used for the last 
seek operation (which may be the 
address at which the error 
occurred) . 

access method - is the access 
method used on the data set. 

System Response: The 1400 program 
stops. 

Programmer Action : Correct the 
error. Ensure that the 
MSGLEVEL= (1,1) parameter is coded 
in the JOB statement. Before 
resubmitting the job, modify the 
JCL statements by: 



• Removing all DD statements for 
the disk units that were 
successfully formatted. 



• Recoding the PARM field to 
identify only the devices that 
remain to be formatted. 



• Recoding the ddnames of the DD 
statements to SYSUT1 , SYSUT2, 
etc . 

If the error persists, make sure 
that you have the master console 
log and the printer listing before 
calling IBM for programming help. 
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Descriptor 

Codes 
~i — i — i — I — r— i 
1|2|3|4|5|6|7| 



Operator Messages 



Routing Codes 



11 21 31 HI 51 61 71 81 9|10lllll2 



IIQ000I 
TIQ001I 
IIQ002A 
IIQ003I 
IIQ005I 
ITQ011D 
IIQ012D 

IIQ013D 
IIQ014D 
IIQ021D 
IIQ022D 
TIQ023I 
IIQ024D 
ITQ0 31I 
IIQ032T 
IIQ033T 



IIQ034A 
IIQ042D 
IIQ043D 
IIQ045D 
TIQ046D 
IIQ052D 
IIQ053I 

TIQ054I 
ITQ055I 
ITQ061D 
IIQ062I 
ITQ063X 
IIQ065I 
IIQ066T 
IIQ071D 
TIQ072D 
IIQ073D 
IIQ074D 
XTQ075I 
IXQ081I 
IIQ083D 
IIQ084I 
IXQ086X 
IIQ092D 
XIQ093I 
IIQ094I 
IIQ301D 

IIQ302D 

IIQ303D 

IIQ304D 

IIQ305I 



IIQ306I 
ITQ307D 
IIQ308D 

IIQ309I 



IIQ310X 

IIQ31 1X 
IIQ312X 
IIQ313X 
TIQ401T 
IIQ402I 
IIQ403I 
IIQ404I 
IIQ405T 



jobname MESSAGE NUMBER nnn NOT FOUND 
jobname OPERATOR SERVICES AV AXL ABLE 
jobname I 
jobname E text 

jobname CONTROL STATEMENT REQUESTED UNSUPPORTED FEATURE 
jobname INPUT EXCEEDS BUFFER SPACE, nnn BYTES , REENTER 
jobname ccccccccc IS INVALID COMMAND OE KEYWORD 

PAEAMETEE 
jobname INVALID OPEEAND=operand 
jobname KEYWORD PARAMETERS INCOMPLETE 
jobname HALT IAE=addr AAE=addr BAE=addr 
jobname HALT/BEANCH IAR=addr AAR=addr BAE=addr 
jobname EOJ HALT IAP=addr AAE=addr BAR=addr 
jobname ADDEESS=addr IS INVALID IN COMMAND 
jobname BUFFER TOO SMALL FOR PHYSICAL RECORD 
jobname nnn EEEOE OCCUEEED DUEING EXECUTION OF IIQEIOCS 
jobname stepname, unit addr, device type, ddname, 

operation attempted, error description, track addr or 

relative block number, access method 
jobname CONTINUE INPUT OF COMMAND STRING 
jobname INVALID OP-CODE 
jobname INVALID INSTRUCTION FORMAT 
jobname INVALTD T/O INSTRUCTION 
jobname INVALID ADDRESS 
jobname FILENAME NOT GIVEN FOR cccc 
jobname CORE UNAVAILABLE FOR DCB 

jobname CORE UNAVAILABLE FOE BUFFER. FILE=ddname 

jobname FILE= ddname COULD NOT BE OPENED 

jobname SYSEMOUT DCB NOT OPEN 

jobname EMULATOR WAITING 

jobname HEX ADDRESS=addr 

jobname NEXT 1400 ADDEESS=addr 

jobname 1400 DEVICE cccc NOT ASSIGNED 

jobname text 

jobname END OF 1400 STORAGE REACHED 
jobname CARD INPUT EXHAUSTED 
jobname INVALID 1400 DATA 
jobname CARRIAGE CONTROL TAPE IN ERROR 
jobname INVALID DATA IN 1400 STORAGE 
jobname EOM -OPERATION TERMINATED 
jobname 1400 DEVICE NOT ASSIGNED FOR cccc 
jobname cccc DEVICES NOT SUPPORTED 
jobname ERROE IN OPEEATOR SEEVICES 
jobname INVALID DEVICE REASSIGNMENT 
jobname EMULATOB CONTROL STATEMENT ERROR 
jobname INVALID RECFM - DDNAME= name 

PREPROCESSOR READY-REPLY nnn (NO. OF TM) , ALL OR EOJ 
(jobname) 

PREPROCESSOR INPUT I/O ERROE-REPLY EOV OE SKIP 
(jobname) 

PREPEOCESSOE INPUT EECORD TOO LONG-REPLY EOV OR SKIP 
(jobname) 

PEEPROCESSOR INTERVENTION RE QUE ST EG -REPLY EOV OS SKIP 
(jobname) 

PREPEOCESSOE EOV, EEEL nnn SUMMAEY 

tapemark and record distribution 

NUMBER OF TAPEMARKS SPECIFIED- nnn 

NUMBER OF TAP EMAEKS FOUND- nnn 

NUMBER OF INPUT EECOEDS- nnnnn 

SIZE OF LARGEST INPUT RECORD- nnnnnn BYTES 

MAXIMUM OUTPUT BLKSTZE- nnnnn ccc FOBHAT 

INPUT RECORDS TOO LONG- nnn 

INPUT I/O EPROES- nnn 

INVALID PAEM FIELD ON EXEC CAED 

POSTPEOCESSOR READY-REPLY ALL OR EOJ- (jobname) 
POSTPROCESSOE OUTPUT RECORD TOO LONG-REPLY EOV OR 

SKIP- (jobname) 
POSTPROCESSOR EOV, REEL nnn SUMMARY 
NUMBER OF TAPEMARKS WRITTEN- nnn 
NUMBER OF OUTPUT RECORDS- nnn 
SIZE OF LARGEST OUTPUT RECORD- nnnnnn BYTES 
OUTPUT RECORDS TOO LONG- nnn 
OUTPUT REELS CREATED FROM THIS INPUT- nnn 
THE FOLLOWING POSTPROCESSOR CONTROL STATEMENTS ARE 

INVALID (statements follow) 
POSTPROCESSOR OUTPUT I/O ERROR 
POSTPEOCESSOR INPUT BLOCKSIZE TOO SMALL 
INVALID REPLY-MESSAGE WILL BE REPEATED - (jobname) 
ddname ASSIGNED DDNAME NOT FOUND 
ddname UNABLE TO OPEN DATA SET 
ddname IMPROPER RECORD FORMAT SPECIFIED 
ddname BUFFER WAS NOT AVAILABLE 

I/O ERROR, jobname, stepname, unit addr, device type, 
ddname, operation attempted, error description, last 
seek addr, access method 



.j i — i — i i i i x_ 
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GLOSSARY 



A- address; A three-character field of a 
1400 instruction that (1) gives the 
Location of the units position of the 
A-field, or (2) is used to select a special 
device or feature, depending on the 1400 
instruction . 

A-addre ss r egiste r (A AP)_: The register 

that normally contains the storage address 
of data in the A-address portion of the 
instruction . 

A-field: The data field specified by the 
A-address . 

alter nate mod e: A method used to record 
data on tape; each six-bit BCD character is 
represented by its equivalent eight-bit 
EBCDIC character. The 1400 program does 
not distinguish between even-parity and 
odd-parity data in alternate mode; 
odd- parity is equivalent to even-parity 
normal mode. Bit 1 of each character is 1 
in alternate mode. 

B- ad dress : A three- char acter field of a 
1400 instruction that gives the location of 
the B-field. It is usually the address of 
the units position of the B-field, but in 
some operations (such as tape read and 
write) it is the address of the high-order 
position of a record storage area. 

B- address register (BAR) : The register 

that normally contains the storage address 
of the data in the B-address portion of an 
instruction. 

B-field: The data field specified by the 
B-address. 

BCDIC- 8: See binary coded decimal 
interchange code. 

binary^ coded_ decimal ...jBCD^ : A character 
code used by 1400 systems where the bit 
configuration of a character is determined 
by two zone positions and four numeric 
positions (BA8421) and a check bit. 



bin ary coded dec imal t interchan ge code 
„(BCDIC- 8)_: A character code used in 
stand-alone emulators that is similar to 
EBCDIC , except that parity is represented 
by bit 1 of each byte. Bit 1 is always one 
in even parity; even parity BCDIC-8 is 
eguivalent to EBCDIC. Bit 1 is always zero 
for odd parity. Normal mode, which is the 
eguivalent of BCDIC-8, is the term used in 
this publication. 



binary format: A tape format produced by 
stand-alone emulators. It is eguivalent to 
odd-parity normal mode format. 

ca rr ia a e_c ont r o 1 : Positioning forms on the 
printer using an instruction. 

ch a n ne l__pu nche s : Holes punched in a 
carriage control tape and used by carriage 
control instructions to control the 
movement of forms. 

compressed _ tape feature: Two additional 
instructions that enable the 1401 
processing unit to read a tape record 
written with zero elimination by a 
7070/7074 System and to expand it in core 
storage. 

DOS: Disk Operating System. 

emulation: A combination of programming 
and hardware that permits one computing 
system to execute programs written for 
another. 

file: A collection of related records 
treated as a unit. 

I-address: A three-character field of a 
1400 instruction that gives the location of 
the next instruction to be executed after a 
program branch. 

I-address register (IAR) : The register 

that contains the current address of the 
stored program. It keeps track of the 
program character by character, and is 
increased by one instruction after each 
storage cycle. 

I-fetch: The function that obtains the 
next seguential 1400 instruction and 
converts it to a usable form (address 
conversion, register updating, etc) . 

2Bi ®3£ at e d_ e mu 1 a t o r : An emulator that is 
executed under control of a system control 
program using multiprogramming. 

inverted print __edit feature: A feature 
that interchanges the comma and the period. 
Thus, the period designates thousands and 
the comma designates decimals. When this 
feature is generated in the emulator, you 
cannot eliminate comma and decimal-point 
inversion. 

I/O device correspondence: The association 
of the I/O devices of one system with those 
used by another system that emulates them. 
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T/0 device independence: The ability to 
execute I/O operations on different 
devices. For example, emulating a card 
Dunch operation on a card punch, a magnetic 
tape unit, or a disk unit. 

load_mode: A method of operation in which 
1400 data is transferred with associated 
vordmarks. See move mode. 

MFT: Multiprogrammina with a fixed number 
of tasks. 

m o v e_m o d e : A method of operation in which 
only 1400 data is transferred. Wordmarks 
are not transferred. See load mode. 

KVT: Multiprogramming with a variable 
number of tasks. 

D.9.rmal_mode : A method used to record data 
on nine-track tapes that allows the 
emulator to distinguish 1400 data in even 
parity from 1400 data in odd parity. Each 
six- bit BCD character is represented by an 
equivalent eight-bit character. For 
characters in even parity, bit 1 is always 
one; for characters in odd parity, bit 1 is 
always zero. 

partition: The term used in this 
publication to identify either an MFT 
partition or an MVT region. 

postprocessor: A program used to process 
the tape files produced by the emulator, 
giving tape output in 1400 format. 

pr ep rocessor; A program used to process 
1400-format tape files before emulation. 

region: See partition. 

L§.loc atab 1 e : Capable of being anywhere in 
main storage. 

selective st acker: A feature of 1400 
systems that stacks cards processed by a 
card reader or a card punch in pockets (or 
stackers) . Different models have different 
stacker arrangements. The program uses 
stacker selection to place a card in a 
specified stacker. 

sense swi tch es: A group of seven switches 
on the console of 1400 processor units that 
controls program operations. The switches 



are toggle switches that can be set before 
the start of a job. The switches can be 
tested by the program and used to control 
operations such as suppressing printing or 
punching. 

si rou lata. on: The use of programming 
techniques only to duplicate the operations 
of a given computing system on another 
computing system. 

spanned. format (spanned, variable- length 

record format) : The standard operating 
system data format used on tapes. 

stand-alone emulator: A program that 
allows programs written for one computing 
system to be executed on another computing 
system using a compatibility feature. The 
stand-alone emulator, however, does not 
share system resources with other programs, 
but controls them all. When the 
stand-alone emulator is used, no other jobs 
can be run on the computer. 

tape mark record: A System/370 data record 
used to emulate a 1400 tapemark. Only 
operating system tapemarks appear on tapes 
created the tape preprocessor program and 
the emulator. Tapemark records give the 
relative position of the 1400 tapemarks. 

unrecpverable^error : An error that the 
system operator cannot correct. 

1400: The term used in this publication 
when discussing the 1401, 1440, and 1460 
Data Processing Systems. 

1400 format: The term used in this 
publication when discussing a data file 
produced by a 1400 system, a stand-alone 
emulator, or Compatibility Support/30 or 
Compatibility Support/40 using DOS. 

1401 : The term used in this publication 
when discussing the 1401 Data Processing 
System. 

1440 : The term used in this publication 
when discussing the 1440 Data Processing 
System. 



1460 : The term used in this publication 
when discussing the 1460 Data Processing 
System. 
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Where more than on page reference is given, 
the major reference is first. 

[ (console tabulation) 12 

+ (command chainino symbol) 55 

)LC emulator control statement 39,57 

) RC emulator control statement 39,57 

] (console carrier return) 12 

abbreviation 

command 59,47 

control statement 57 
access arm (mechanism) 

maximum number 8 

specifying 35 
access method 

BDAM 18 

ES AM 15 

QSAfl 20 

storage 7 
accounting information 28 
additional print control feature 3 
address, invalid 1400 41 
address wraparound 10 
advanced programming feature 25,3 
ALT ER emulator command 48,47,59 
alternate mode 

emulation of 16 

specifying 38 
ANTJM - Add tumeric macro instruction 90 
ASCII control character 33,7 
Assembler F or H 24 
automatic reply 

general 94-95 

register usage 95 

sample routine 9"* 

(see_also: your routines) 
auxiliary storage 

amcunt 8 

requirement to reserve 29 
saving 28 
SYS1. IINKLIR 8 
SYS1 . SUCLIB 8 



backspacing on tape 

efficiency and performance 18,9,16 

limitations when 10 
Basic Direct Access Method (see: BDAM) 
Basic Seguential Access Method (see: BS AM) 
BCD (binary coded decimal) code 

character code 62-64 

emulating 15 
BCD set, 64-character 62-64 

replacing invalid character 10 
BDAM 18,7,20 

BDIL - Branch and Do Interpretive Loop 

macro instruction 91 
BD13 (see: block descriptor word) 
BIELAG - Branch If Flag macrc 

instruction 91 
binary transfer feature 3 



bit test feature 3 
blank, how processed 10 

( see_al so : substitute blank) 
block descriptor word 17, 16 
block si^e 

preprocessor and postprocessor b8 

srecifyinq (BLKSIZE) 3b 
BSAM 15,7,16-18 
BD"FID 36,7 
buffer storage formula 

emulator 7-8 

tape formatting program 68 
buffer, emulator 

BDFID parameter 36 
channel buffer 35 
default 33 
maximum number 33 



card image feature 3 

carriage-contrcl-tape image 34 

(see_also : CCTL emulator control 
statement) 

cataloguincr 44-4b 

CCTL emulator control statement 
function and format 34,57 
typed at the ccnscle 4b, 54 

chaining commands and statements bb 

channel buffer 

CFBTTF statement 34,35 
formula for main storage 7 
record forirat limitation 35 

channel punch 34 

CHBITF emulator control statement 34,35 
character code 

BCD 62-64 

FBCDIC 62-64 

aeneral 15 

internal 62-64 
CLEAR emulator ccmmand 4fc,5S 
code (see: character code) 
coding compatibility feature macro 

instructions 90-S4 
column binary feature 3 
combined operations yu 
command 

chaining 55 

emulator 46-55 

Svstem/370 REPLY 46 
COMMENT emulator ccntrcl statement lb, 
communicating with the emulator 16-bb, 
communication region 

CBCPCODE table 88-90 

CSECT 90 

D SECT 90,92 
COtfP - Compare macro instruction 91-92 
compatibility feature 

arithmetic operation 90-91 

branch operation 9 1 

choice of 2 

comparison operation 91 4 -9 2 
CPO data mcve 92 



Index 



description 1-2 
I/O data move 92-94 

instruction fetch and decoding, 1400 92 

operation 2 

routines 1-2 
concurrent peripheral processing (CPP) 45 
console emulation 

[ (tabulation character) 12 

] (carrier return character) 12 

general 20 
control program, M FT or H VI 

emulator generation 24 

emulator execution 1 

sample program 66 
control statement 

emulator 34-43 

JCL 30-33,42-43 
CCNVEBT emulator command 48,47,59 
converting 

disk file 19 

tape file 17-18 
cere storage, 1400 (see: emulated 1400 

storage) 
correspondence 

character code 

emulator 62-64 

tape formatting program 70 

System/370 device to 1400 device 4-5 

tape 69 

track and cvlinder 4,6 
CPP data set 45 

CS/30 (Compatibility Support/30) 16 
CS/40 (Compatibility Supoort/40) 16 
CTPLP^OG system generation macro 
instruction 24 



data check, 1400 41 
data converter 10,68 

data format (§ee_also: disk data format; 
tape data format) 

accepted by emulator 15 

accepted by preprocessor 70 

description 15-16 
data management 

access method 7 

main storage 7 

EDAM 20 

B SR. H 18 

QSAW 20 

data set (see: system data set; utility 

data set) 
data statement, postprocessor 77 
cata translator 15 
DATAMGT system generation macro 

instruction 24 
DD statement (see also : example) 

disk formatting program 84 

emulator 30-33 

postprocessor 73-74 

preprocessor 71-72 

sample program 66 
ECP 44 

debugging aids 

command 48, 47 

your own routines 94 
deferred mounting 32 



defining input data 

postprocessor 73,75 

preprocessor 71-72 
definina output data 

postprocessor 74,75 

preprocessor 7 2-73 
density, tape 

mixed- density restriction 18 

postprocessing 76,72-73 

preprocessing 70 

specifying 33 
DENSITY statement 

format and description 7 6 

oeneral 76 
descriptor cede 122,14 
device correspondence, System/370 to 

1400 4 
device, 1400 

emulated 3,4,27 

not emulated 4 
differences, 1400 and System/370 graphics 

console 12 

printer 13 

resolved by your routines 94 
DIE - Do Interpretive Loop macro 

instruction 92 
DItCNT parameter 

description 9 

for tape 38 

for unit record 39 
disk data format 22 
DISK emulator control statement 

BUFID parameter 36,7 

function and format 35-36,57 

typed at the console 54,55 
disk formatting program 

converting disk tiles 19 

data format 18 

data set size 83 

JCL 8 3 

main storage 8 3 

message 85 

svstem needed £3 

record overflow 84 
disk unit, 1400 

buffer storage formula 8 

disk units emulated 4 

maximum nuirfcer emulated 8 

usina EDA^ 20 
DISPLAY emulator cewmand 49,59 
DUWP emulator cemmand 49-53,59 
dump and restore tape 24 

dynamic device reconfiguration (see: DDR) 



EBCDIC 

character code 15 

compared with internal cede and 

BCD 62-64 
modified for data in 

load mode on disk 15 
edd parity on 9-track tape 15 
EC T ' T (see: emulator control word) 
EMCTL emulator control statement. 36-37,57 
EKDLTB 

contents 25 
description 24-25 
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use during generation 26,28,29 
EMUL. EMM AC data set 25 
EMUL.EMMOD data set 25 
EMUL . EM SAMP data set 

emulator generation 25 

sample program 66 
emulated 1400 storage 

clearing 4 8 

CPU emulation 88 

general i 30 

I/O emulation 18-21,23,90 

limitations for 1 . 4K 10 

sizes emulated 3 
emulating 1400 instructions in .your 

routine 88-90 
emulator 

ccmpa tibility feature 1-2 

contents of 2 

data format 15 

definition 1-2,123 

description 1-2 

execution 41-45 

generation 24-29 

initialization 30 

JCt 30-33 

main storage needed 
access method 7,6 
buffer 7,8 

emulated 1400 storage 7 
maximum record size 15 
programming differences 9-13 
relationship to operating system 2 
relocatable 2 
1440 considerations 12 
emulator commands (gee al so: ALTER; CLEAR; 
CONVERT; DISPLAY; DUMP; EO J ; SET; START; 
IF; IN) 

entered in input stream 34 

typed at console 46-54 
emulator control statements (see also; 
)LC; )RC; CCIL; CHBUF; COMMENT; DISK; 
EMCTL; LOAD; TAPE; UR ; USER) 

definition 34 

example 39-43 

syntax 65 

typed at console 54-55 
emulator control vord 20 
emulator distribution library (se e; 

EMDLIB) 
emulator generation 

additional emulators 29 
description of 25-28,24 
preparation for 24 
reguirements for 24 
Stage I 28 
Stage IT 28-29 
emulator- 1400 differences (see also; 
programming differences) 

size of physical record 15 
1400 features, devices, and operations 
not emulated 3-4 
EMULATOR system generation macro 

instruction 24 
EM1401 emulator generation macro 

instruction 25-28 
end-cf-job condition 
emulator 36-37 
1400 program 36-37 



end-of-volume condition 

tape formatting program 72,74,76 

VRS and VS tape lb 
end-of-volume summary 

postprocessor 8U 

preprocessor 70 
EOJ emulator command 53,59 
error handling 

command chaining 55 

disk formatting program 85 

emulator M1 

emulator control statement 44 
emulator generation 28,29 
JCL 44 

operating system 44 

sample proaram 67 

1400 program 41,12 
even parity (see; parity) 
example 

calculating tuffer storage 7,8 
cataloguinq 44 
compatibilitv feature macro 

instruction 91,92,54 
emulator command 47,48 
emulator control statement 39-43 
JCL 

disk formatting program 84 
emulator 39-43 
emulator generation 27 
postprocessor 

data statement 77-78 
execution 79^8 1 
HLABEL statement 77-78 
TIABEL statement 77-78 
preprocessor 78,79 
EXCP macro instruction 13,20,23 

(see also; , selective stacker feature) 
EXEC statement 

disk formatting program 83 
emulator 30 
postprocessor 7 4 
preprocessor 71 
sample prccram 66 
executing 

disk formatting program 85 
emulator H1-45 
postprocessor 78 
preprocessor 78 
sample program 66 
1400 program 41 
exit routine (see: your routines) 
expanded print edit feature 3,2b 



feature 

System/370 data converter lb 

System/370 record overflow 4,b,6 

1400 emulated 3,25 

1400 not emulated 3 
file conversion 

disk 19 . 

tape 17-18 
format (see_alsc: data format) 

compatibility feature macro instruction 
90-93 

dump 51 

emulator command 46,59 
emulator control statement 57 
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program control statement 76-77 
(see also: data statement, 
postprocessor; DENSITY statement; 
HLABEL statement; TLABEL statement) 
formula, tuffer storage 7-8,68 
function statement (see: DENSITY 
statement; HLABEL statement; program 
control statement; TLABEL statement) 



generating 

emulator 25-29 

OS control program 24 
graphic differences, 1400 and System/370 

(see: differences) 
grcupmark, representation of 

in dump 50 

in emulated 1400 storage 62 
groupmark wordmark 
representation of 
in dump 50 

in emulated 1400 storage 62 
stopping console operation 12 



halt, 1400 41, 36 
hardware file scan feature 11 
header label, 1400 6S 
high-lcw-equal compare feature 3 
HLABEL statement 

example 77-78 

format and description 77 
hew tc prepare control statements 34-39 



postprocessor 74 

preprocessor 71 

syntax error 44 
job control language (see: JCL) 
JOB statement (see, also; example) 

disk formatting program 63 

emulator 30 

postprocessor 74 

preprocessor 71 

sample program 66 



label 

System/37 0 32 
140C 

modified ty preprocessor 70 
written by postprocessor 72,76-77 
library 

distribution library (ENDLIB) 24-25 

of 1400 programs 44 
Linkage Editor F 

catalogued in SJS1 .LIUKLIB 24 

use of 28-29 
LOAD emulator ccntrcl statement 37,57 
load mode (see also: mode) 

b (blank) 12 

data in RLTER cemmand 48 

differences, console operation 12 

disk emulaticn 20 

translation to EECDIC 11 
loading 

emulator 30 

1400 program 41 



IEBPTPCH system utility 66 
IIE0PETE system utility 44 
] EEEASDP system utility 25 
HQE14 default name 30,25 
indexing feature 3 
initialization, emulator 30 
inguiry status latch 

display 49 

reset by TF 54 

set by TN 54 
instruction (see: operation and 

instruction) 
instruction format, invalid 1400 41 
internal code (se e also: emulated 1400 
storage) 

character code €2-64 

hew used 30 
inverted print edit feature 3,25 
I/O device 

as a machine requirement 

emulated 4,24 

main storage needed for 5,6 

not emulated 4 

System/370-1400 
device correspondence 4,5 

track and cylinder correspondence 4,5,6 



JCL (see also: example) 
cataloguing 44 
disk formatting program 83 
emulator 30-33 
emulator generation 25 



machine language code 52 
macro instruction 

compatibility feature yo-94 

emulator generation 25,27,28 

system generation 24 
main storage 

disk formatting program 83 

emulated 140C storage 7 

emulator 

access method 7,6 
tuffer 7,8 

maximum and minimum b 

emulator generation 24 

factors affecting 4 

tape formatting program 68 
maintenance aid 

command 48 

your routines 94 
MCPTj - Move data in CP0 macro 

instruction 32 
WCS (multiple censele support) 13-14 
message 

disk formatting program 85 

emulator 99-121 

routing and descriptor codes 122,14 

tape formatting program £1 
MFT (see: control program) 
P!IO - Wove data for I/O macro instruction 

control byte 92 

function and format 92-94 
mixed -density tape 

converting 15 
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postprocessing 73 

preprocessing 68 
mixed parity (see: parity) 
MLP code 12,64~ 
mcde 

alternate and normal 
comparison of 16 
emulation of 16 
specifying 38 
move and load 

data in ALTER command 48 
disk emulation 20 
track-record and sector 83 
mounting, parallel and deferred 32 
neve mcde (see: mode) 
nultiple-line print code 12,64 
multiply-divide feature 3,25 
PVT ( se e: ccntrol program) 



noise on tape 15 
normal mode (see: mode) 
numerical print feature 3 



odd parity (see: parity) 
cperaticn code, invalid 41 
operation and instruction 

emulated and not emulated 3,10,11 
ctticns 

CPU 25 

features emulated 3 
I/O 27,28 
overlapped I/O operations 11 



parallel mounting 32 
rarity 

automatic switching of 68 
determined ty 14C0 instruction 15 
emulation of even, odd, and mixed 15 
of normal and alternate mcdes 16 
of tapes for tape formatting programs 
68 

representing 16 

1PTCH parameter 33 
P ABM keyword of EXEC statement 

disk formatting program 83,84 

postprocessor 7H 

preprocessor 71 
performance, factors affecting 

backspacing tape 18 

buffer technique 9,7 

general 9 

preprocessing tape 9 

short data record 9 
physical planning information 3-8 
postprocessor 

buffer 68 

defining input data 73,75 
defining output data 74,75 
density, tape 68,74 
end-of-volume summary 80,68 
JCL 7H 

mixed-density 74 
parity, tape 68 

physical record size limitation 68 
program control statement 76,77 



record format (s ee : spanned format) 
residence of 25 

single- volume input with multiple- volume 
output 74 

system requirements 68 
preferred character set 3 
preprocessor 

advantages of preprocessed taoes lb 

buffer 68 

defining input data 71,72 
defining output data 72,73 
density, tape 70 
end-of-volume summary 70,68 
JC1 7 1 

parity, tape 68 

physical record size limitation 70 

record format (see: spanned format) 

residence of 25 

system requirements 68 
process check 10 
processing data 

console 2C 

disk 18-20,51 

general 15-23 

tape 15-18,19 

unit record 20,23 
processinq overlap feature 3, 2b, 9 
processinq 1400 labels 6S 
program check, System/370 47 
program contrcl statement It, II 

(see also: data statement, 
postprocessor; DENSITY, statement; 
HI ABEL statement; TLAEEL statement) 
programming differerces 

choosing 1400 programs to te run 9-1U 

disk operaticn 11 

graphic differences 12,13 

mixed-density tape lb 

physical reccrd size, tape lb 

tape operation 10 

unit record cperaticn 11 
protection check, System/370 47 
punch column skip feature 3 
punch feed read feature 3 
punching sample program 66 



read punch release feature 3 

reassigning T/C devices b4,bb 

record format 

channel fcuffer 3b 
specifying (*EC*M) 33 

record overflew 

auxiliary storage 5,6 
specifying in ECB 82 
tape-on-disk 32 

PEPLY command, System/370 46 

reguirement 
buffer 7-8 

emulator generation 24 
minimum System/370 H 
routing code 122,14,94 



sample program 66-67 
scratch tape 16 

SDW (see: segment descriptor word) 
secondary storage (see: auxiliary storaqe) 
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segment descriptor word 16, 17 
selective stacker feature (see also : 
stacker, specifying) 

EXCP macro instruction 13,20,23 

general 3,13 

restriction on card device 5 
sense switch 
display 49 
specifying 

EMCTL statement 37 
TF and Tfl commands 53,54 
SET emulator command 53 
shared tuffer 7,8,20 
space suppression feature 3 
spanned format 

block descriptor word 17,16 
tlocking 17,18 
description 16 
emulation of 16,18 
segment descriptor word 16,17 
1400 tape label 18 
1400 tapemark 18 
stacker, specifying 39,27 
Stage I, emulator generation 28 
Stage TT, emulator generation 28,29 
stand-alone emulator 16,124 
ST AFT emulator command 53 
stopping 
emulator 

abnormally 44 
normally 36,37 
1400 program 

abnormally 41,44 
by operator 53 
normally 4 1 

storage, 1400 (see: emulated 1400 
storage) 
storage reguired, main 4,6,68 
stcre address register feature 2 
substitute blank 10 
SDPBvSOF. system generation macro 

instruction 24 
SVC 88 8 
syntax 

emulator command 65,59 

emulator control statement 65,57 

JCL 30-33,44 
SYSCTLG data set 24 
SISEMCTI DD statement 

general 32 

use during cataloguing 44 
SYSEMOTJT DD statement 32,49,50 
system data set 24 
system generation reguirements 24 
systems emulated, 1400 3 
SySTJDUMP DD statement 30,32 
S*S1 .L3NKIIB data set 

allocating space in 8,24 
emulator 8 
members of 

Assembler F or H 24 
emulator 24,29 
TIBEASDK utility 24 
linkage Editor F 24 

tape and disk formatting proqrams 25 

ycur routine 88 
Sysi.KACLIB data set 24 
SYS 1. NUCLEUS data set 24 



SYSI.SvCLIB data set 24,8 
SYS 1 . SYSJOBQE data set 24 



tape correspondence, 1400 to System/370 69 
tape data format 
spanned fcrmat 

description of 16 
emulation cf 16 
postprocessing 72-78 
1400 format 

descripticn cf 16 
emulation of 15 
preprocessing 70-72,78 
restrictions 1b 
tape data sets cn disk 10,68 
TAPF emulator contrcl statement 
function and format 38,57 
typed at ccnscle 54-55 
tapemark 69 

(see_also : tapemark record) 
tapemark record 69 

tape unit, 14C0 (see_also: tape data 
format) 

buffer storage formula 7 

limitation when backspacing 10 

maximum number emulated 7 

operations etrulated 15 

using ESAff 18 
TF emulatcr ccirnand 53-54, 59 
time- dependent program, 1400 (see: timing 

of I/C operations) 
timing of T/o operations 

DILCNT parameter 38,39 

selective stacker 13 

time-dependent program 9 
TLABEL statement 

example 78 

format and descripticn 76,77 

general 76 
TN emulator ccmrand 54,59 
track and cylinder correspondence b,6 
track organization, disk 18 
trailer iafcel 69 

translation table, your routine 94 
typing emulatcr ccntrcl statements at the 
console 54-55 



unit affinity 32 

unit record eguipment, 1400 

tuffer storage formula 7 

devices emulated 3,4,5 

graphic differences 

1400 to System/37C console 11,12 
1400 to Systetr/370 printer 11,13 

I/O operations eirulated 11 

maximum number emulated 7 

using QSAM 2C 
UF emulator control statement 

function and format 38,39,57 

typed at the ccnscle 54-55 
OSEP- emulator control statement 

contrcl byte 87 

function and format 86, 87, 39, 57 
utility data set 

at emulatcr ceneraticn 24 

for tape formatting proaram 71,73 
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utility program 
IEEPTPCH 66 
IEBTTPDTE 44 
TEHDASDE 25 



VES 

efficiency 16 
format 16 

\s 

channel tuffer 16 
efficiency 16 
format 16 



wordmark 

clearing 1400 storage to character with 

wordmark 48 
representation of 

in console output 12, 46 

in dump 50 

in emulated 1400 storage 62 
\»rite vcrdmark instruction 12 

word separator 

load mode console operaticn 12,46 
move mode console operation 46 
representation of 62 

vrong-length record 41 

STO macro instruction 
automatic reply 95 
console emulation 20 



with multiple consoles m,13 
WTCR macro instruction 
automatic retly 95 
operator ccmmunicaticn 20 
with multiple consoles 14,13 



your routines 

automatic reply 94-95,^7 
compatibility feature iracrc 

instruction 90-94 
debugging aid 94 
T/C operation code t:6 r bt! 
non-I/C operation code tb,89 
register usage fc7-8tf,S4 
USEE emulator control statement 

39, 86,57 



135, System/370 Model 1,2 
145, System/370 Hodel 1,2 
155, System/370 Hcdel 1,2 
1400, definition of 12M 
1400 format 

channel buffer 35,34 

definition 16 

type 16,15 
1400 storage (see: emulated 1400 storaoe) 
1400 systetrs emulated 3 
1400 tape labels in spanned 
format 70,72,76-77 
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READER'S COMMENT FORM 

1401 / 1440/ 1460 OS Emulator rr „ o nnft n 

on Models 135/145/155 GC33-2008-0 



How did you use this publication? 

As a reference source □ 
As a classroom text □ 
As a self-study text □ 

Based on your own experience, rate this publication . . . 
As a reference source: 



Very Good Fair Poor Very 
Good Poor 



As a text: 

Very Good Fair Poor Very 
Good Poor 



What is*your occupation? 



We would appreciate your other comments; please give specific page and line references 
where appropriate. If you wish a reply, be sure to include your name and address. 



• Thank you for your cooperation. No postage stamp necessary if mailed in the U.S.A. 



GC33-2008-0 



YOUR COMMENTS PLEASE 



This SRL manual is part of a library that serves as a reference source for systems analysts, 
programmers and operators of IBM systems. Your answers to the questions on the back of this 
form, together with your comments, will help us produce better publications for your use. Each 
reply will be carefully reviewed by the persons responsible for writing and publishing this 
material. All comments and suggestions become the property of IBM. 
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Please note : Requests for copies of publications and for assistance in utilizing your IBM system 
should be directed to your IBM representative or to the IBM sales office serving your locality. 
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